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BUVPROJEKTA AUTORI

1. BUVPROJEKTA VADITAJS, ARHITEK'[URAS DALAS VADITAJS
ARHITEKTS/ AUTORS AIGARS TERESKO, sert. Nr. 1-00076

GP, TS, AR, UPP, DOP
2. ARHITEKTA-PALIDZE

LAURA VOLDEMARE GP, TS, DOP
3. ARHITEKTS

ELTNA SKUDRA AR, UPP
4. BUVKONSTRUKCIJAS, TIS DALAS VADITAJS

MARTINS NIKAZIS, sert. Nr. 3-01596 BK
5. BUVKONSTRUKCIJAS, TIS DALU IZSTRADATAJS

MARTINS MUSA BK
6. UK, LKT DALU VADITAJS

KRISTAPS JAKIMOVS, sert. Nr. 3-00856 UK, LKT
7. UK, LKT SADALU IZSTRADATAJS

ROBERTS STRAZDINS UK, LKT
8. AVK DALU VADITAJS

SERGEJS POLAKOVS, sert. Nr. 3-01577 AVK
9. UAS, ESS DALU VADITAJS

IGORS MUSIJENKO, sert. Nr. 70-3210 UAS, ESS
10.EL DALU VADITAJS

RAIMONDS VANAGS, sert. Nr. 3-00196 EL

11.EKAS ENERGOSERTIFIKATA IZDEVEJS

KRISTAPS TURAUSKIS, sert. Nr. EA3-0023
12.UPP DALAS IZSTRADATAJS

JURIS LAKATINS UPP
13.EKONOMIKAS DALAS VADITAJS

JANIS KREICS, sert. Nr. 4-02557 BA, T
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ARHITEKTURAS DALA




SITUACIJAS PLANS

s

?‘5“ IEKSCIEMS

BERZKALNI

Véjupite

DOk W~

BUVES TEHNISKI- EKONOMISKIE RADITAJI

PulkveZa BrieZa iela 105, Sigulda

APBUVES LAUKUMS BUVAPJOMS ABSOLUTA AUGSTUMA ATZIME UGUNSNOTURIBAS BUVES IZMANTOSANAS
m?2 m? LAS-2000,5 PAKAPE VEIDS
3357.6 29964 +0.000=103.51 U2a IVa
TRESAS KARTAS ARHITEKTURAS DALAS RASEJUMU SARAKSTS:

Nr. Nosaukums Merogs Lapa Piezimes

1 Visparigie raditaji. Tresa karta AR-II1-01i

2 Otra stava plans M 1:100 AR-I1I-02i

3 Tre$a stava plans M 1:100 AR-I1I-03i

4 Griezums 1-1 M 1:100 AR-II1-04i

5 Griezums 2-2 M 1:100 AR-III-05i

6 Griezums 3-3 M 1:100 AR-I11-06i

7 Durvju specifikacija M 1:100 AR-II1-07i

8 leksgjo logu un stikloto vitrinu specifikacija M 1:100 AR-11-08

9 Bidamas starpsienas risinajumi M 1:50/1:10 |  AR-III-09
10 Tuale$u starpsienu specifikacija M 1:100 AR-III-10

11 lek§durvju stiprinaanas mezgls M1:10 AR-IlI-11
12 Apdares darbu tabula AR-III-12i
13 Jumta plans M 1:100 AR-II1-13i
14 Fasade asis "1-13" M 1:100 AR-lII-14i
15 Fasade asis "A-J" M 1:100 AR-lII-15i
16 Fasade asTs "F-A" M 1:100 AR-lII-16i
17 Fasade asfs "10-1" M 1:100 AR-III-17i
18 Fasade asis "13-10" M 1:100 AR-III-18i
19 Gaismas $ahtas risinajumi M 1:100/ 1:25 | AR-III-19i
20 | Mezgls 1. Mezgls 2. M1:10 AR-I1I-20i

21 | Mezgls 7. Mezgls 8. M1:10 AR-lI1-21i

OBJEKTA IZVIETOJUMA SHEMA:

PIENEMTIE APZIMEJUMI:

IZMANTOTIE NORMATIVIE AKTI:
MK noteikumiem Nr.500 “Visparigie bavnoteikumi”;
MK noteikumiem Nr.529 “Eku biivnoteikumi”;
MK noteikumiem Nr.281 “Noteikumi par Latvijas bdvnormativu LBN 202-15 “Bavprojekta saturs un
noformésana””;
MK noteikumiem Nr.331 “Noteikumi par Latvijas bavnormativu LBN 208-15 “Publiskas baves”;
MK noteikumiem Nr.333 “Noteikumi par Latvijas bavnormativu LBN 201-15 “Bavju ugunsdro3iba”
MK noteikumiem Nr. 610 “Higiénas prasibas izglitibas iestadém, kas isteno visparéjas
pamatizglitibas, visparéjas vidéjas izglitibas, profesionalas pamatizglitibas,arodizglitibas vai
profsionalas vidgjas izglitibas programmas”;
7. MKN Nr.529 ,Eku bavnoteikumi”
8.  Buvniecibas likums
9. 29.08.2012. Siguldas novada domes saisto$ajiem noteikumiem Nr. 21 “Siguldas novada teritorijas
izmanto$anas un apbaves noteikumiem”.
VISPARIGIE NORADIJUMI: E
1. Buvprojekts "Siguldas 1. pamatskola." PulkveZa BrieZa iela 105, Sigulda izstradats, pamatojoties uz
pasititaja (Sigulda novada dome) projektéSanas uzdevumu un Siguldas novada bavvaldes izdotu —X—
bavatauju nr. BIS-BV-4.1-2017-6675.
2. Buvprojekts izstradats uz inZeniertopografiska plana ar pazemes komunikacijam, ko izstradajis SIA +0.560
"Kibilda zemes iericibas birojs". L
3. Parnosacito atzimi 0,000 pienemta ékas 1. stava tiras gridas atzime, kura atbilst absolatajai
augstuma atzimei 103.51 LAS 2000,5. DI-10L*
4. Visi izméri doti milimetros un augstuma atzimes metros. L1
5. Rasejumus nedrikst merit! Lasit rakstitos izmérus.
6.  Visus izmérus un apjomus precizét objekta uz vietas pirms bavmaterialu pasatiSanas. V-3
7. Jadaba konstatétas atkapes no projekta, tad nekavéjoties jainformé blvprojekta vaditajs.
8. InZeniertehniskos risindjumus skatTt attiecigas projekta sadalas un kopa ar aprakstu.
9. Norades uz bavmaterialiem, izstradajumiem un iekartam Saja projekta minétas ka So bavmaterialu, 552
izstradajumu un iekartu kvalitates, vizualo un tehnisko Tpa$ibu un apkalpo$anas komforta limena
raditajs. Bvdarbu gaita iesp&jama ekvivalentu bavmaterialu lietoSana un izstradajumu un iekartu
uzstadiana, ja tie nekada zina neizmaina risinajuma kopéjo kvalitati un atbilst speka esoSajiem
Latvijas standartiem pirms tam saskanojot ar bavprojekta autoru.
11, Visas izmainas projekta jasaskano ar bavprojekta vaditaju un projekta katras dalas vadrtaju.

Telpas eksplikacijas nr.
Augstuma atzime

EsoS$a konstrukcija

1. karta projektéjama keramzitbetona bloku siena

1. karta projekté&jama jauna aila

1. karta aizmiréjama aila

Projektéjams piekartas fasades apSuvums

un siltumizolacija nomaina (3. karta)

Projektéjama cokola siltumizolacija un apSuvums (3. karta)

1. karta projektéjama gipskartona siena

2. karta projektéjama keramzitbetona bloku siena

2. karta projektéjama jauna aila

2. karta aizmirgjama aila

2. karta projektéjama gipskartona siena

3. karta projektéjama keramzitbetona bloku siena

3. karta projektéjama jauna aila

3. karta aizmaréjama aila

3. karta projektejama gipSkartona siena

Demontéjama konstrukcija

Augstuma atzime

Durvju marka
Logu marka
Vitrinu marka
Sienu tipu marka

WC starpsienu marka

Bavprojekta dalas vaditajs

18.06.2018.

(datums)

S7 bavprojekta AR dalas risinajumi atbilst Latvijas bavnormativu un citu
normativo aktu, ka arf tehnisko vai TpaSo noteikumu prasibam.

AIGARS TERESKO, 1-00076

(vards un uzvards, sertifikata nr.)

1SS APRAKSTS PARAKSTS DATUMS
Revizija A Precizéts raséjumu saraksts. Pievienoti jauni rasgjumi. 08.02.2019.
PASOTITAJS: ~ Siguldas novada paSvaldiba PAS SIFRS
P o Reg. nr. 90000048152; Pils iela 16, Sigulda, LV-2150 BD08-2017
o) OBJEKTS: Siguldas 1. pamatskola Koo dala 11 |
opa dala 11 lapas
SIA ADRESE: Pulkveza BrieZa iela 105, Sigulda, Siguldas novads STADUA
SIZ;_"Bﬁvc.iiz.ains" , Gertrﬁde.s iela ‘2—9b, Riga KADASTRANR: 8015 003 0729 BP
alrunis: +371 67315066; Fakss; +371 67315745
BOVPRO. VAD. ATeresko B62%. | Znewns \isparigie raditaji LAPA
BUVPROJ.D.VAD. | ATeresko 18.06.2018. Tresa karta ;
IZSTRADAJA E. Skudra 18.06.2018, AR-1I1-01i
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3 — 1l | AN AN \ \ / AN / AN \ AN \ \N AN AN \ \ AN \ AN AN AN \ AN AN L -ll= _— un siltumizolacija nomaina (3. karta)
- : i Projektgj kola siltumizolacij § 3. kart
+4.210 , | Si2 Si5 Si13 —si1g Hisio Sia S5 Sio S0 Si2 /H LN ka210 J% rojektéjama cokola siltumizolacija un apSuvums (3. karta)
1 : 1. karta projektgjama gipskartona siena
Atjaunojamas kapnes —— —I +3.160 ¥3.900 +3.230 V77777] 2.Karta projektgjama keramzitbetona bloku siena
K4 (2. karta) B | : —X_ o o . |
— WI__"TA 2. karta projektgjama jauna aila
' i naltinz 2 % iRl bl N A T N A I B2 +3.160 Sit | | 1 ’ arta aizmirejama ai
*2100,, | +2.040 (145 L 3 ) /*\ Al A A # A T ST Al T ST P& AN T P& (B3 L8| | 77 2 Krta aizmirejama aila
- § /= /e / - \Al Lo |7 [\ I \\HL-ad )\ [\ JEERY | RN | G I\Rf e [N AV | RN | G JEERY | TR | O A VH] g [ LAI-17 2. karta projektgjama gipSkartona siena
| 2 Si2 I s NS \ AN \ | A\ /N A\ /N \ A\ N A\ N N \ A\ N | | \ ‘ o ) .
| ‘ / AN ‘ N\ AN N\ AN ‘ / AN gé / AN ‘ / AN / AN Ve é\ / AN ‘ ‘ ‘ ‘ +0.960 Projekigjama atbalsta siena 77777 3.karta projektéjama keramzitbetona bloku siena
| ‘ | ‘ ‘ ‘ > ‘ sl ‘ ‘ sl : —— (3. karta) (skat. BK-IV-3) I___TA 3 karta projekigjama jauna aila
£0.000 ‘ Si2 s sz ‘ T2 ‘ e ‘ 5 e e Si2 Si5 ‘ ‘ ‘ - £0.000 7B 3. Karta aizmirejama aila
—_A . 1T X ]
ﬁE S| y—Mezgls 7 3. karta projektgjama gipskartona siena
—— = gy e oy g gy iy oy g oy g gy g ey g g g g 02% -0.830
= = =] A= 3 R - - - - === =] = === = === = === =] ——— X Demontéjama konstrukcij
IS [>- » o] [ | TN D B (] R \ EEIEEIE ARSI TSI wemsa
-~ B8 S 1560 — === == | == == == = === == == = 0.2%
H‘ ‘H H‘ H‘ H‘ H ‘ ‘ ‘ ‘ DI-11L* H— —‘ ‘ ‘ ‘ H‘ °H ‘H H‘ -  =1.740 +0.560
= S i i i i - | . [ ==k i i —| /. === Yo Mot
-2.800 ||| si2 ‘ ‘ ‘ si2 si2 [sis-A si2 Si2 Sit | [—= AR R ‘ ‘ === \—\ | \— — DMOL*  Dunvju marka
A — : \ \ \ === = PIEZIMES
7‘7 ‘ m ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ U\ | ‘ ‘ 4' — _— 1. Horizontalie izméri doti mm, vertikalie - metros. L+ Logu marka
:‘ ‘ ‘ == — = = == = = = =] = =] A o= = == =] ] = == = = == = =] = = ‘ ‘* | = Projekizjams asfalts 2. Par nosacito atzimi +0.000 pienemts projektétas &kas tirais gridas lmenis, kas V-3 Vitrinu marka
=1 == =0 \*\ | \:\ | \:\ === == N == \*\ | \:\ | \:\ | \:\ | \: e o e e e e e e | e e s e oo e o e e e 2 \*\ = =i | | | G abist absadaal augstumaatzinei 10051 LAS 20005 enut
|+ — || |= T T i I e B e I e B eI e I e eI B I B I e B e eI e I e B I N I B e I e A I B B I e [ I I e I I B A 3 ‘ ‘ ‘ ‘ Projektéjama ietve (4. 3. Projekta izvéletie materiali raksturo materiala kvalitates kritérijus un tehniskos Sienu tipu marka
:l: :U M:# ‘ ‘ — === ‘ ‘ | | | 7#7 - | | | [ karta) (skat. TS) parametrus, kas izvirziti projekta uzdevuma. Var pielietot ekvivalentus materialus.
== === == ekl apar sk, apdaresdaru b == 4 Vious amérusprecizstcaba
*ﬁfﬁfﬁ T — I — ‘ ekSeja apdare (s al. apcares darbu 1a ulu) ‘ ais ‘ ‘ ‘ —T1 \«J»\ [ — ‘ ‘ ‘ 5. Visas izmainas saskanot ar bvprojekta vaditaju.
‘ | | Betona IZIEls%%SaaésﬂzlaaTE g?urﬂg | lek$eja apdgret (ska.t.r;ijp.)da're.s dalfbl..l tggulu) | | ‘ | | | | I
etona izlidinosais slanis 50mm T
‘ ‘ ‘ ‘ ___EsoSsstastavu parsegums ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ 1SS APRAKSTS PARAKSTS DATUMS
| | | | lekS&ja apdares (skat. apdares darbu tabulu)] | | | | | I I ! Revizija A Precizats projektajamais jumta siltumizolacijas materials. 08.02.2019.
3240 WL 6500 6510 T\' 6510 T\' 6510 WL 6510 WL 6510 WL 6510 WL 7080 WL 6220 WL 5860 WL 6220 PASUTITAIS:  Siguldas novada pasvaldiba PAS.SIFRS
‘ ‘ ‘ ‘ ‘ 4180 | | | | | P e Reg. nr. 90000048152; Pils iela 16, Sigulda, LV-2150 BD08-2017
< OBJEKTS: Siguldas 1. pamatskola
1 13 SIA ADRESE: Pulkveza Brieza iela 105, Sigulda, Siguldas novads
] 9 STADIJA
T e | 0STAR msau o
alrunis: H akss;
s GRIEZUMS 1-1 A
BOVPROJ. D. VAD. ATeresko 18.06.2018. i
IZSTRADAJA E.Skudra 18.06.2018. wi |AR-I-04
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+12.070

+7.490

+7.190

+4.210

+3.910

|
1T

T

Projektéjamas margas
(2. karta) (skat. TS-06)

Ruberoida rullveida virsklajs, 4mm

Ruberoida rullveida apak3kiajs, 3mm

Kingspan Therma TR26, 70mm

Kingspan Therma TR26, 70mm

Bitumena tvaika izolacija, 3mm

lek$€ja apdare (skat. apdares darbu tabulu)

.55‘255 qu_ta Qér_seggm; Betona izlidinoSais slanis 50mm
Projektejami piekartie griesti Esoés starpstavu parsegums
(skat. apdares darbu tabulu) Projektéjami piekartie griesti
skat. apdares darbu tabulu
=1
| ;
Mt—— \
| 1
I|E s
B \/ :
‘ 5
8 Wl { +10.165
5 . | "
| | ST +70.300
Mezgls 4—— \ X
L-II-F } A-11-5\ L-1I-15*
| | />N
| | DIl-2K _
=" B Si11 ;
- [Sa2]
| +6.845
I _ X
Si11 +6.910
[si11] %
L-1I-1 LA11-5\ L-11-15¢
/>N
DIl-2K o
Si11
z : -
+3.900
Atjaunojamas kapnes | +2.975
(2. karta) (skat. TS-06) | | 5750 | o ) ——
| s - | Projektéjamas kapnes (2. karta)
‘ [si5 | ‘ (skat. BK-1II-10, BK-1Il-11,
| | | BiR V-6t BK-1Il-12) Projektgjamas margas
(2. karta) (skat. TS-09)
7|I-1 L-I-16
‘ DII-1* ‘ ‘
S \ =" \ \ _
‘ ‘ ‘ £0.000
q ‘7 Si Si5 s
. ‘ ‘ ‘ ‘ P [
‘ ‘ ‘ ‘ Sat ]t o -0.950
T ‘ ‘ ‘ DI-1L* U &l .
- - \ == \ | P L o
- } | | ‘\Xﬁ‘x -2.800
I 1
=== === =N =R
- I ‘ [ (. (. | [ ‘\ (. (. ‘ (. (. (. [ — ‘7 atbastsiena (3. karta)
| Tehniksa telpa, dalgji | I T I T
‘ aizbérta ‘ ‘ lek$aja apdare (skat. apdares darbu tabulu) ‘ — ‘ ‘ -
| | | Betona izlidinoSais slanis 50mm |
‘ ‘ ‘ EsoSa grida uz grunts ‘
| | | |
| 545 | 0 | 6075 |
1 K K 1
\ ! 14815 \ \

PIENEMTIE APZIMEJUMI

Eso$a konstrukcija

1. karta projektéjama keramzitbetona bloku siena
1. karta projektéjama jauna aila

1. karta aizmdréjama aila

Projekt&jams piekartas fasades apSuvums

un siltumizolacija nomaina (3. karta)

Projektéjama cokola siltumizolacija un apSuvums (3. karta)
1. karta projektéjama gipskartona siena

2. karta projektéjama keramzitbetona bloku siena

2. karta projektéjama jauna aila

2. karta aizmdréjama aila

2. karta projektéjama gip$kartona siena

3. karta projektéjama keramzitbetona bloku siena

3. karta projekt&jama jauna aila

3. karta aizmaréjama aila

3. karta projektejama gipskartona siena

Demontgjama konstrukcija

Augstuma atzime

DI-10L* Durvju marka

PIEZIMES L-1-1 Logu marka
1. Horizontalie izméri doti mm, vertikalie - metros. Va3 Vitrinu marka
2. Parnosacito atzimi +0.000 pienemts projektétas ékas tirais gridas [imenis, kas

atbilst absolitajai augstuma atzimei 103.51 LAS-2000,5 Sienu tipu marka
3. Projekta izvéletie materiali raksturo materiala kvalitates kritérijus un tehniskos

parametrus, kas izvirziti projekta uzdevuma. Var pielietot ekvivalentus materialus.
4. Visus izmérus precizét daba.
5. Visas izmainas saskanot ar bavprojekta vaditaju.

1SS APRAKSTS PARAKSTS DATUMS
Revizija A Precizéts projektejamais jumta siltumizolacijas materials. 08.02.2019.
PASUTITAJS:  Siguldas novada paSvaldiba PAS.SIFRS
. o Reg. nr. 90000048152; Pils iela 16, Sigulda, LV-2150 BD08-2017
< OBJEKTS: Siguldas 1. pamatskola
SIA ADRESE: Pulkveza BrieZa iela 105, Sigulda, Siguldas novads STADWA
SIA "Blavdizains", Gertrides iela 2-9b, Riga KADASTRA NR: 8015 003 0729 BP
Talrunis: +371 67315066; Fakss; +371 67315745
e GRIEZUMS 2-2 LAPA

BUVPROJ. D. VAD. ATeresko 18.06.2018. i
IZSTRADAJA E. Skudra 18.06.2018. w1 |[ARINI-0S




Ruberoida rullveida virsklajs, 4mm lek$&ja apdare (skat. apdares darbu tabulu)

Ruberoida rullveida apaksklajs, 3mm BetgnavizITtiinoé?is slanis 50mm
Kingspan Therma TR26, 70mm soSs starpstavu parsegums
Kingspan Therma TR26, 70mm Projektejami piekartie griesti
Bitumena tvaika izolacija, 3mm (skat. apdares darbu tabulu)
Eso3s jumta parsegums
Projekt&jami piekartie griesti .
Projektéjams
Projekigjamas metala kapnes UK-2 (3 karta) (skat. apdares darbu tabulu) lfts (2. karta)
3 3 3
1
+70.990 F————q t+10.990
_r ME—— .
& \ :
+ |
L = PIENEMTIE APZIMEJUMI
= . EsoS$a konstrukcija
[ B i :
| +9.805 |*9.890 Sa2 = + . _ .
: 9.045
Esosa sporta zale Laito0r | : IR mma 1. karta projektéjama keramzitbetona bloku siena
} Mezgls|4 1. karta projektéjama jauna aila
) } 4;8-030 | | 1. karta aizmarajama aila
— +7.490 Projektéjams piekartas fasades apSuvums
| un siltumizolacija nomaina (3. karta)
6.810 +6.8[10
= +7.190 I I | Projekt&jama cokola siltumizolacija un apSuvums (3. karta)
£ +6.870 Dil-10L” N —
% = Sa2 N—1— T | 1. karta projektgjama gipskartona siena
:::: :::: :E“E :,'ﬁ:: : :: 2. karta projektéjama keramzitbetona bloku siena
= = (J 2. karta projektéjama jauna aila
/1N
+4.210 / \ | | 2. karta aizmirgjama aila
: | 2. karta projektgjama gipskartona siena
ML < +2.975 +3.900 +3.280 3. karta projektgjama keramzitoetona bloku siena
- - ] — |
E — 7 | —_—— 3. karta projektéjama jauna aila
‘ ‘ ‘ ‘ ‘ 7 \ 7 \ \f \ 7 \ 7 \ 7 \ ‘ o100 ﬁ ‘ = 3. karta aizmargjama aila
| | | | R A /”1\ L i /”> N NS 1,850 4 - == : j
‘ ‘ ‘ ‘ ‘ / / L- y / ” / Y '7‘/ / Al ‘ X ‘ = 8 3. karta projektgjama gipskartona siena
| | | ‘ 1 A /7 e P /7N e i 1N —| ) )
+0.950L 3 DIl-1* DII-1* 09 Demontéjama konstrukcija
| | | | — | : + a > | +0.530
\ \ \ \ \ $a2 \ > -
‘ ‘ ‘ ‘ ‘ 7 £0.000 s < -0.030 Augstuma atzime
: | | | | : | ‘ —6 DI-10L* Durvju marka
= | | | | == 0960 i
1 e e e e e e e e e e e et e ] e e e =N === NN =] T = PIzINES Lk Logamat
" | || | || | || | || | || H‘: | || | || | || | || “H | || H‘: ||| ||| “‘ ||| ||| | || | || :‘H : ‘,‘;, “ ‘H [ 1] [ 1] [ 1] I I 1 N e I 1 \H ‘ b b \‘ H‘ H 1. Horizontalie izméri doti mm, vertikalie - metros -
= — — — — : ' : V-3
‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ 1 - ‘ ‘ Atiaunoiamas ka nes‘ — ‘ ‘ — — — 2. Parnosacito atzimi £0.000 pienemts projektétas ekas tirais gridas limenis, kas Vitinu marka
| :‘ H ‘ ‘: | Ataunojar 3 kr;rta) :‘ ‘ ‘ ‘ ‘ ‘j | L atbilst absolitajai augstuma atzimei 103.51 LAS-2000,5 Sienu tipu marka
4 - - — ‘ — - - Atjau_nOJamas kapnes 3. Projekta izvélétie materiali raksturo materiala kvalitates kritérijus un tehniskos
550 310 o - 600 6 6180 05 200 ‘ 5715 (2. karta) pgramgtrus, kas izvjrthi projekta uzdevuma. Var pielietot ekvivalentus materialus.
\ 4. Visus izmérus precizét daba.
|

5. Visas izmainas saskanot ar buvprojekta vaditaju.

| |
1 1
| |
@ @ @ @ 1SS APRAKSTS PARAKSTS DATUMS

Revizija A Precizéts projektéjamais jumta siltumizolacijas materials. 08.02.2019.
lek$€ja apdare (skat. apdares darbu tabulu) PASUTITAJS:  Siguldas novada pasvaldiba PASSIFRS
Betona izlidino3ais slanis 50mm P - Reg. nr. 90000048152; Pils iela 16, Sigulda, LV-2150 BD08-2017
soSa grida uz grunts o OBJEKTS: Siguldas 1. pamatskola
SIA ADRESE: Pulkveza BrieZa iela 105, Sigulda, Siguldas novads STADIJA
SIA "Buavdizains", Gertrides iela 2-9b, Riga KADASTRANR: 8015003 0729 BP
Talrunis: +371 67315066; Fakss; +371 67315745

A LAPA
s GRIEZUMS 3-3

BUVPROJ. D. VAD. ATeresko 18.06.2018. 06 A

IZSTRADAJA E. Skudra 18.06.2018. M 1:100 AR-II-06i




2. UN 3. STAVA DURVJU SPECIFIKACIJA. 3. KARTA

MARKA

AILAS IZMERS
(M)

VERTNES BRIVAIS
PLATUMS (MM)

NN A

PIEZIMES

DAUDZ.

DIIl-1*

1500X2100

>1400X2000

750 20

2100
2000

750

1

- Ugunsdro$as MDF divviru durvis

- Gabarttizméri precizéjami uz vietas

- lekSdurvis ar stiklojumu un stiklotu veramu dalu

- Aprikojums- paSaizvérSanas mehanisms ar secigu
aizvérsanos

- Rw>30dB

- EI30

3 gab.

DIll-2 LIKK

1330X2100

>900X2000

750 20

2100
2000

750

1

MDF vienviru durvis

Gabaritizmeéri precizéjami uz vietas
lekSdurvis ar stiklojumu un stiklotu sanu dalu
R'w> 30 dB

5/21 gab.

DIlI-7L

1000X2100

>900X2000

2100

2000
750 90 750 00

20

MDF vienviru durvis
Gabaritizmeéri precizéjami uz vietas
lekSdurvis ar stiklojumu

1 gab.

DilI-10L*

1000X2100

>900X2000

2100
2000

- Ugunsdro$as MDF vienviru durvis
- Gabarttizméri precizéjami uz vietas
- Ar paSaizvérsanas mehanismu

- EI30

1 gab.

DIl-12 LK

1000X2100

>900X2000

2100
2000

MDF vienviru durvis
Gabaritizmeéri precizéjami uz vietas

3/7 gab.

DIlI-13*

1800X2100

IR Y Y R Y % R % R % A R R e

1700X2000

%0

200
2000

0) 750

UgunsdroSas MDF divviru durvis

Gabaritizmeéri precizéjami uz vietas

lek$durvis ar stiklojumu

Aprikojums- paSaizvér§anas mehanisms ar secigu
aizvér§anos

- EI30

1 gab.

PIEZIMES

1. Horizontalie izméri doti mm, vertikalie - metros.

2. Parnosacrto atzimi £0.000 pienemts projektétas €kas tirais gridas limenis, kas
atbilst absoldtajai augstuma atzimei 103.51 LAS-2000,5

3. Projekta izvelétie materiali raksturo materiala kvalitates kritérijus un tehniskos
parametrus, kas izvirziti projekta uzdevuma. Var pielietot ekvivalentus materialus.

4. Visus izmérus precizét daba.

5. Visas izmainas saskanot ar bavprojekta vaditaju.

1SS APRAKSTS PARAKSTS DATUMS
Revizija A Precizétas durvju vértnes brivais platums. Precizéts durvju DIII-2 L/K izskats. 01.10.2018.
PASUTITASS:  Siguldas novada pasvaldiba PASSIFRS
P . Reg. nr. 90000048152; Pils iela 16, Sigulda, LV-2150 BD08-2017
o) OBJEKTS: Siguldas 1. pamatskola
SIA ADRESE: PulkveZa BrieZa iela 105, Sigulda, Siguldas novads STADIA
SIA "Bavdizains", Gertrides iela 2-9b, Riga KADASTRA NR: 8015 003 0729 BP
Talrunis: +371 67315066; Fakss; +371 67315745
R _ LAPA
! MEUS: HURVJU SPECIFIKACIJA.
BUVPROJ.D.VAD. | ATeresko 18.06.2018. .
— AR-I11-07i
IZSTRADAJA E. Skudra 18.06.2018.

M 1:100




MARKA SKICE 1ZMERI SKAITS PIEZIMES
- Gabaritizméri preciz&jami uz vietas;
i m_— 4216\”3840 1 - Aluminija konstrukcija;
s s 7/ s 7/ /7 w 5 ivsti .
I -~ ‘s 4 AR ‘o | 2 X - Divstiklu pakete;
‘ v NN | J 415;_(?953800 - Loga ramja tonis p&c RAL kataloga RAL 7016;
i X )
- Rw>30dB
P78 PR IPA P P P gjuma toni
77 77 77 77 77 7 3 - Marké&juma tonis- NCS S 5540-Y90R
| TNT NN NS &
i~z AR
’II/II//IIII rnm nﬁ: u// II/!I//III m{/m | B
o u@.%'m s JI)I i ||@|%.m =
1 g4 i ! g4 g4 |
2g 7 T
\ \ | 8
1075 L 1075 750 | [750 1075 L 1075
2150 1500 2150
5840
Marké&jums
- Gabaritizméri preciz&jami uz vietas;
Li-2 — Aila 3 - Aluminija konstrukcija;
| /, B 1000x1000 - Divstiklu pakete;
“ Rt Logs - Loga ramja tonis p&c RAL kataloga RAL 7016;
| 960x960 - Rw>30 dB
960
1000
IEKSEJO PALODZU SPECIFIKACIJA
Nr. NOSAUKUMS m
1 PVC palodzes logu tipam Li-2 2.88
PIEZIMES
1. Horizontalie izméri doti mm, vertikalie - metros.
2. Parnosacito atzimi £0.000 pienemts projektétas ekas tirais gridas limenis, kas
atbilst absolatajai augstuma atzimei 103.51 LAS-2000,5
3. Projekta izvelétie materiali raksturo materiala kvalitates kriterijus un tehniskos
parametrus, kas izvirziti projekta uzdevuma. Var pielietot ekvivalentus materialus.
4. \Visus izmérus precizét daba.
5. Visas izmainas saskanot ar blvprojekta vaditaju.
PASUTITAJS:  Siguldas novada pasvaldiba PAS.SIFRS
P - Reg.nr. 90009225180, Emnestines iela 34, Riga, LV-1046 BD10-2017
> OBJEKTS: Siguldas 1. pamatskola
SIA ADRESE: Pulkveza Brieza iela 105, Sigulda STADIJA
SIA "Buvdizains", Gertrides iela 2-9b, Riga KADASTRANR: 80150030729 BP
Talrunis: +371 67315066; Fakss; +371 67315745 ’
TME IUMS: o LAPA
- ANEWS  EKSEJO LOGU UN STIKLOTO
BUVPROJ. D.VAD. ATeresko 03.04.2018 T A
- VITRINU SPECIFIKACIJA. AR-II11-08
[ZSTRADAJA E. Skudra 03.04.2018

M 1:100




PLANA FRAGMENTS AR BIDAMO STARPSIENU
M1:50

L-1I-15

X—X—X—X—X—X—X—X—X—X—X—X—X—X—X—X—X=
X—X—X—X—X—X—X—X— X— X— X— X— X— X— X—X—

6196

BIDAMO STARPSIENU NOTINUMS

BIDAMO STARPSIENU SKERSGRIEZUMS

M1:25 M1:10
Sliede, kas montgjas pie griestiem
Izbidams blivéjums RAL 9005 - melns
piespiedanas spéks I1dz 150 kg = T
Sienas biezums: 110 mm
Augstums [idz 2800 mm
o Stingrs metala ramis 2 x 10 mm neso$as plaksnes, atseviski mainamas. %
o Vertikals blvéjums - iegremdéts aluminija profila. - 2
- . BD-1 BD-1 BD-1 BD-1 BD-1 BD-1 BD-1 BD-1 BD-1 o Skautnu aizsardziba ar aluminija aizsargprofilu. &
Saliekamie paneli 600x2690x110 mm o Horizontala blivésana ar kustigu aluminija profilu.
e Skanas slapésana Iidz 52 dB
/ 110
Izbrdams blivejums RAL 9005 - melns piespieSanas spéks I1dz 150 kg
12 600 600 600 600 600 600 600 600 600 L 160 -
y S
5670
Fikséta vertikala sliede pie ka fikséjas/ monté&jas salickamie paneli Fikséta vertikala sliede pie ka fikséjas/ montéjas saliekamie paneli
BIDAMO STARPSIENAS PANELU SPECIFIKACIJA
Apziméjums lzméri (axbxh) Skaits Piezimes
Stingrs metala ramis. 2 x 10 mm biezuma neso$as plaksnes, atseviski
mainamas.Vertikals blivajums - iegremdéts aluminija profila.Skautnu
BD-1 600X2690X110 mm 9 gab. |aizsardziba ar aluminija aizsargprofilu. Horizontala blivéana ar kustigu
aluminija profilu. Starpsiena ir konstruétas bez gridas vadotnes. Skanas
slapésana Iidz 52 dB.
PIEZIMES
1. Horizontalie izméri doti mm, vertikalie - metros.
2. Parnosacito atzimi £0.000 pienemts projektétas ékas tirais gridas limenis, kas atbilst absolatajai augstuma atzimei 103.51 LAS-2000,5
3. Projekta izvélétie materiali raksturo materiala kvalitates kritérijus un tehniskos parametrus, kas izvirziti projekta uzdevuma. Var pielietot ekvivalentus materialus.
4. Visas izmainas saskanot ar bavprojekta vaditaju.
5. Pirms pasati$anas veikt uzmérijumus objekta uz vietas.
6. lestradat saskana ar razotaja noradijumiem.
PASUTITAJS: ~ Siguldas novada pasvaldiba PASSIFRS
P . Reg. nr. 90000048152; Pils iela 16, Sigulda, LV-2150 BD08-2017
< OBJEKTS: Siguldas 1. pamatskola
SIA ADRESE: Pulkveza Brieza iela 105, Sigulda, Siguldas novads STADIJA
SIA "Buvdizains", Gertrides iela 2-9b, Riga KADASTRANR: 8015003 0729 BP
Talrunis: +371 67315066; Fakss; +371 67315745 '
avewss: Bidamas starpsienas risinajumi. LAPA
BUVPROJ.D.VAD. | ATeresko 18.06.2018.
IZSTRADAJA E. Skudra 18.06.2018. AR-111-09




gk~

Horizontalie izméri doti mm, vertikalie - metros.
Par nosacito atzimi +0.000 pienemts projektétas ékas tirais gridas lTmenis, kas atbilst absoldtajai augstuma atzimei 103.51 LAS-2000,5
Projekta izvelétie materiali raksturo materiéla kvalitates kritérijus un tehniskos parametrus, kas izvirziti projekta uzdevuma. Var pielietot ekvivalentus materialus.

Visus izmérus precizét daba.
Visas izmainas saskanot ar bvprojekta vaditaju.

MARKA SKICE IZMERI | SKAITS PIEZIMES
- Vieglas konstrukcijas starpsienaa ar durvim, kas
SS9 SS9-  |SS9=2gab| atdala tualetes telpu no priekstelpas.
SS10 377572000mm g510=g8 |- Starpsienas un durvju tonis saskanojams
- S - S 3*510' gab autoruzraudzibas karta.
o e o S 147572000mm - Slédzamas durvis.
s g 4 ; ;SSQ ; $510 % s - M_ltrur_r)lztunga kokskaidu plakne ar divpusgju HPL
S % . N . S parklajumu.
'C\’ \\ \\ \\ \\ '\‘
15 100 pad 700 psi 700 pad 700 4 us |
3175

PIEZIMES

PASUTITAJS:  Siguldas novada pasvaldiba PAS.SIFRS
P - Reg.nr. 90009225180, Emestines iela 34, Riga, LV-1046 BD10-2017
< OBJEKTS: Siguldas 1. pamatskola
SIA ADRESE: PulkveZa BrieZa iela 105, Sigulda STADUA
SIA "Buvdizains", Gertrides iela 2-9b, Riga KADASTRA NR: 80150030729 BP
Talrunis: +371 67315066; Fakss; +371 67315745
I N LAPA
: WS TYUALESU STARPSIENU
BUVPROJ. D.VAD. A.Teresko 03.04.2018 S P ECI Fl KAC IJA AR-I11-10
IZSTRADAJA E. Skudra 03.04.2018 M 1100 o




UGUNSDROSO IESDURVJU PLANA MEZGLS , M 1:10

UGUNSDROSO IEKSDURVJU SPECIFIKACIJA

NOSAUKUMS,

Sienas sastavs: ATTELS

PIEZIMES

1. lek3&ja apdare (sk. apdares darbu tab.)
2. Fibo Efekt 5 bloki 200 mm

‘ 3. lek3&ja apdare (sk. apdares darbu tab.)
|

Koka aplodas - “‘ "

\ s

Durvju vértne

‘ Koka aplodas

1 ,

200

Durvis ar parfalci (sk. attélu), vértnes biezums 50 mm.

Divviru ugunsdro$as masivkoka finierétas pildinu iekSdurvis ar
ugunsdroSu stiklojumu.
Durvju ugunsizturibas klase- El 30. Ugunsdro$as durvis: skanas
izolacijas indekss Rw38dB, skanas izolacijas klase 30dB.

Vertnes pildijums rorskaidu platne, HDF virsma.
Finieréta koka karba 42x92mm ar ugunsdro$u un
skanu izol&josu blvéjumu.

Ozolkoka slieksnis ar ugunsdro$u un skanu izolgjosu
blivgjumu.

Blivejuma izmanto sertificétas bavniecibas putas ar
augstu ugunsizturibu Penosil vai ekvivalentu
(ugunsgreka uzsaksanas gadijuma sak izplesties un
blivé jebkuras atstarpes starp rami un durvju vértni,
ka rezultata novers dumu izplatisanas),

lesp&jams finierejumi- ozols, bérzs, riekstkoks.
Vertikals vai horizontals finiergjums.

Standarta 4mm biezs ugunsdross stiklojums ar El 30
ugunsizturibu.

10 — 4 - _1" 40 A 10
Durvju rokturis | Ugunsdross un skanu izolgjoss blivéjums Konstrukcija
Divviru ugunsdro$as masivkoka pildinu iek3durvis Reguléjamas enges
ar ugunsdro$u stiklojumu
Ugunsdro$ais
blivéjums
GRIEZUMS 1-1, M 1:10
Sienas sastavs: ‘ 20 ‘
1. lek$éja apdare (sk. apdares darbu tab.) - Finiergjums
2. Fibo Efekt 5 bloki 200 mm 2 7
3. lekS&ja apdare (sk. apdares darbu tab.) IR Koka aploda Stiklojums
Ugunsdro$s un skanu - +2.100 Enges, sledzene
izolgjoss blivéjums = :Ji el

Reguléjamas enges (110 x 30 mm) 3 gab. paredzét
vienai vértnei misina krasa.
Sledzene- Abloy LC 190.

Finieréta koka karba ar ugunsdroSu un skanu b
izolejoSu blivéjumu — Ugunsdro$o iekSdurvju karbas stipringjuma
—__ elements

o 50
Divviru ugunsdro$as iek§durvis ar ugunsdro$u
_ _ | ——  stiklojumu

Parseguma sastavs: -
1. Gridas apdare (sk. apdares darbu tab.) " ﬁﬂeréta koka karba ar ugunsdro$u un
2. ESTRICH lIzlidzino$ais slanis, slanis 50 mm — P 9

PR — skanu izol&joSu blvéjumu
3. EsoSais parsegums ® -

— Jz0000

Ugunsdro$o iekSdurvju karbas
stiprinajuma elements

Sienas sastavs:

1. lekSgja apdare (sk. apdares darbu tab.) a Y

2. Fibo Efekt 5 bloki 200 mm o a L

3. leksgja apdare (sk. apdares darbu tab.) N lekSja apdare (sk. apdares darbu tab.)
PIEZIMES

Visi izméri doti milimetros, augstuma atzimes metros.

Rasgjumus nemérit, par pareiziem uzskatit dotos izmérus. Saubu gadijuma konsultéties ar bivprojekta autoru.

Par nosacito atzimi +0.000 pienemts projektétas &kas tirais gridas limenis, kas atbilst absolGtajai augstuma atzimei 103.51 LAS-2000,5

Bavprojekta lapas skatt ar projekta paréjam dalam un rasgjumiem.

Visus izmérus precizét uz vietas pirms biivelementu pasati$anas.

Visus risinajumus un mezglus parskatit un korigét atbilstosi situacijai p&c konstrukcijas atseg$anas. Ja atsedzot apdares elementus ir bazas, ka

konstrukcijas ir bojatas un nav ekspluatéjamas atbilsto$i §a biivprojekta risindjumiem, pieaizcinat bavprojekta autoru. Neparedzétos darbus ieklaut

papildizdevumos.

7. Durvju izvietojumu un vérSanas virzienu skafit rasgéjumu planos.

8. Mezglu un detalu izgatavoSana, kuru detalizacija nav dota projekta, veicama saskana ar izgatavotaja noradijumiem un standartshemam, ka art normativu
prasibam.

9. Pirms logu, durvju, palodzu un citu saistoSo detalu izgatavo$anas veikt kontrolmérijumus bavobjekta uz vietas.

10.  Norades uz buvmaterialiem, izstradajumiem un iekartam Saja projekta minétas ka So bvmaterialu, izstradajumu un iekartu kvalitates, vizualo un tehnisko
Tpasibu un apkalpo$anas komforta limena raditajs. Bavdarbu gaita iespéjama ekvivalentu blivmaterialu lieto$ana un izstradajumu un iekartu uzstadi$ana,
ja tie nekada zina neizmaina risindjuma kopgjo kvalitati un pirms tam saskanojot ar bvprojekta autoru.

11.  Visam durvim paredzét nepiecieSamo furnittiru (rokturus, enges ,skraves u.c.)

2 o

MDF iekSdurvju ramja stiprinajuma

elements

MDF IESDURVJU PLANA MEZGLS , M 1:10

Sienas sastavs:

1. lek3&ja apdare (sk. apdares darbu tab.)
2. FIBO® starpsienas bloki 125 mm
3. lekSeja apdare (sk. apdares darbu tab.)

/

i

} Koka aplodas

MDF iek8durvis

// _2,‘ o _

Koka aplodas

s 2

Durvju rokturis ' ‘

MontaZas putas Penosil Window&Door Foam ‘\

GRIEZUMS 2-2, M 1:10

Koka aploda

MontaZzas putas

Penosil Window&Door Foam

\

+9.590
X

MDF iekSdurvju karba

Parseguma sastavs:

1. Gridas apdare (sk. apdares darbu tab.)
2. ESTRICH lIzlidzinoSais slanis, slanis 50 mm

3. EsoSais parsegums

MDF iek3durvju karbas
___stiprindjuma elements

4 MDF iekSdurvis

&
\

MDF iek3durvju karba

+7.490

Sienas sastavs:

1. lek3&ja apdare (sk. apdares darbu tab.)
2. FIBO® starpsienas bloki 125 mm
3. lekSgja apdare (sk. apdares darbu tab.)

<<)>

I >.&

|

Piekarto griestu sistéma Ecophon

PASUTITAJS:  Siguldas novada pasvaldiba PASSIFRS
P N Reg. nr. 90000048152; Pils iela 16, Sigulda, LV-2150 BD08-2017
o) OBJEKTS: Siguldas 1. pamatskola
SIA ADRESE: Pulkveza Brieza iela 105, Sigulda, Siguldas novads STADIA
SIA "Bivdizains", Gertrides iela 2-9b, Riga KADASTRANR: 8015003 0729 BP
Talrunis: +371 67315066; Fakss; +371 67315745
A . ~ & LAPA
avewns: | EKSDURVJU STIPRINASANAS
BOVPROJD.VAD. | ATeresko 18.06.2018. MEZGLI
IZSTRADAJA E. Skudra 18.06.2018. AR-II-11




2. stavs 3. karta Sienas Apjoms, m* Gridas Apjoms, m* Griesti Apjoms, m* Logu ailu apdare
Telpas nr. Telpas nosaukums
201 Kapnu telpa
202 Skolotaju istaba = ) ) 50,8 21,6 19,8
Spakteléts, gruntats,
203 Medlicihas kebingts | P o SADOLINBINDS) - 16,9 15,3
7, 2 kartas
- 60,8
2 Mol Kz Ecophon Akusto wall C 18,9 sl W
Spaktelats, gruntats,
25 Macbuklase ~ |F oo o SADOLINBINDO) a0 L | a2 388
7, 2 kartas
Ecophon Akusto wall C 18,9 ?
Spaktelsts, gruntats, Homogéns, viendabigs
3 krasots ar SADOLINBINDO| 428 vinila gridas segums
206 Mécibu kiase 7.2 kartas Tarkett 1Q Eminet, biezums{ / 421 Piekarto griestu sistéma 397
Ecophon Akusto wall C 18,9 P 2mm, 3.41'43 klase, pretslide Ecophon Gedina A
Spaktelats, gruntats, R9, virsmas apstrade 1Q
5 PUR
207 Mokl krasots ar SAD_OI:IN BINDO 429 29 405
7, 2 kartas
Ecophon Akusto wall C 18,9 L AN NN NN
Spaktelats, gruntats,
208 Macibu klase krasots ar SAD_OI:IN BINDO 428 21 307
7,2 kartas
Ecophon Akusto wall C 18,9
Spaktelats, gruntats,
200 Macibu klase krasots ar SAD_OI:IN BINDO 411 4.2 38,8
7, 2 kartas
Ecophon Akusto wall C 18,9
Izlidzinata, puléta esosa L . -
210 Vestibils 1330 | Terrzzo giida (ar plaisu foog | TEkAeglesustEn | .,
. Ecophon Advantage A
labo$anu)
212 Bibliotéka Spaktelsts, gruntéts, 112,6 915 91,5 Spaktelsts, gruntéts,
213 Bibliotakas kratuve krasots ar SADOLIN BINDO 470 16,9 168 krasots ar SADOLIN
7, 2 kartas BINDO 7, 2 kartas
214 Metodiskais kabinets 453 476 450
Ecophon Akusto wall C 24.0
Spaktelats, gruntats,
215 | Latvietu valodas kabinets | <20 2 SADOLINEINDO| 41,1 420 39,7
7, 2 kartas
Ecophon Akusto wall C 24.0
216 Administracijas telpa 50,5 21,6 19,8
217 Administracijas telpa 51,8 ~ TN TN T T 214 19,6
218 Administracias telpa Spaktelets, gruntats, 499 ( N 216 19,9
219 Paligtelpa krasots ar SADOLIN BINDO 435 f Homogéns, viendabigs 15,0 134
7, 2 kartas vinila gridas segums
67 Tarkett IQ Eminet, biezums- Piekarto griestu sistéma
220 Macibu klase 2mm, 34/43 klase, pretslide 39,9 Ecophon Gedina A 375
R9, virsmas apstrade 1Q
Ecophon Akusto wall C 17,9 ( PUR
épakteléts, gruntéts, /
5 | A A A A A
221 Macibu klase krasots ar SAD_OI:IN BINDO 474 406 383
7, 2 kartas
Ecophon Akusto wall C 17,9
Spaktelats, gruntats,
999 Macibu klase krasots ar SAD_OI:IN BINDO 483 Ma 39,0
7, 2 kartas
Ecophon Akusto wall C 17,9
épakteléts, gruntéts,
223 Dabaszinibu kabinets | o0 & SADOLINBINDO| 63,2 58,0 55,1
7, 2 kartas
Ecophon Akusto wall C 17,9
Spaktelats, gruntats,
224 Paligtelpa krasots ar SADOLIN BINDO 50,5 19,9 19,9
7, 2 kartas

2. stavs 3. karta . . , - . , o . , . . , 3. stavs 3. karta ) . ) = . 5 onikt . 5 : . 5
Telpas nr. Telpas nosaukums Sienas Apjoms, m Gndas Apjoms, m Griesti Apjoms, m Logu ailu apdare Apjoms, m Telpas T, Tolpan nosaukums Sienas Apjoms, m Gridas Apjoms, m Griesti Apjoms, m Logu ailu apdare Apjoms, m
Spaktelats, gruntats,
- LN N NV NV ]
314 Mécibu klase hrasofs ] SzAlgg;'sN BINDO) 263 07 383 26
Pirmas 3kiras keramiska o KNAUF D112 piekarto ;
sienas flize Rako Color One 24 Pimas Skiras akmens riestu sistsma. Spaktelati Egophon_f\kusto w_all ¢ i
& i g , Sp \ Spakteléts, gruntéts, P .
masas gridas flize Rako o - Homogéns, viendabigs
225 Tualete ; 16,1 noklati ar gruntskrasu, 16,1 1,5 krasots ar SADOLIN BINDO 243 {
Taurus Granit (298x298x9 st 315 Macibu klase v ' vinila gridas segums 40,6 38,2 26
N krasoti ar SADOLIN BINDO 7.2 kartas
- mm) pretsiides klase- R¥A 3 2 kartas o ho’n o — AN Tarkett 1Q Eminet, biezums- Piekarto griestu sistéma
Spakteléts, gruntéts, g pkt ot et . 2mm, 34/43 Klase, pretslide Ecophon Gedina A
krasots ar SADOLINBINDO| 21,5 PaKEEs, gruniets, R9, virsmas apstrade Q
10, 2 kartas ~ A . 316 Kimias kapinets | 72505 @ SADOLINENDO) 42,1 " PWR 59,6 56,6 39
: Spakteléts, gruntéts, S 7, 2 kartas : ' ’
krasots ar SADOLIN Ecophon Akusto wall C 17,9 (
Homogéns, viendabigs BINDO 7, 2 kartas ) ) Spakteléts, gruntéts, | A A AN
. ) il gicsagum 317 Paligtelpa krasots ar SADOLINBINDO| 56,5 217 199 13
=PAEIR, GRS, Tarkett 1Q Eminet, biezums- Piekarto griestu sistéma 7, 2 kartas Spaktelats, gruntéts
226 Gaitenis krasots a_; SzAl?aglégﬂ BINDO 255,6 2mm, 3443 Klase. pretslide 1234 Ecophon Advanisge 1155 1,2 krasots ar SADOLIN
’ R9, virsmas apstrade 1Q BINDO 7, 2 kartas
PUR Pirmas 3kiras keramiska 24 o " KNAUF D112 piekarto
sienas fiize Rako Color One ' Pimas Skiras akmens griestu sistéma, Spaktelati
masas gridas flize Rako i A
27 Kapnu telpa PN 11 318 Tualete Taurus Granit (298x298x9 16,1 noklati ar gruntskrasu, 16,1 15
~ " krasoti ar SADOLIN BINDO
279 Paligtelpa 34 mm) pretsiides klase- R9/A 3.2 kartas
Spaktelats, gruntats, ’
krasots ar SADOLIN BINDO 27,0
10, 2 kartas TN NV
3. stavs 3. karta . . , _ . , o . . ] ; , Homogens, viendabigs
S PT— T ——— Sienas Apjoms, m Gndas Apjoms, m Griesti Apjoms, m Logu ailu apdare Apjoms, m W vinila gridas segums
Notirata, izfidzinata, 319 Gaitenis kiasots ar SADOLINBINDO | 2041 | TarketlQ Eminet, biezumsy /-y, o Piekarto griestu sistéma | g 12
parklata ar 2-komponentu 7 2 kartas 2mm, 3.4143 klase, ;lretsllde Ecophon Advantage A
epoksida sistému Peran " " I ’ R9, virsmas apstrade 1Q
e T Spaktel8ti, gruntéti, krasoti PUR
- floor flakes( pilnais klgjums
301 Kéapnu telpa < B _ 55,7 L L 39 ar SADOLIN BINDO 3, 2 18,0 1,2
Spakteléts, gruntéts, jeb parslu patérin3- 0,5 kg/ als
- s . = artas
krasots ar SADOLIN BINDO m?) ar iestradatu krasaina
7, 2 kartas kvarca smilts joslu katra
pakapiend
302 Sociala padagoga telpa 57,5 22 20,4 21 LINOLEJA IESEGSANAS KONCEPTUALAS SHEMAS
303 Sarunu telpa 52,1 16,4 14,8 11 KLASU TELPAS UN GAITENOS M 1:200
. . 68,0
304 Fizikaskabinets Ecophon Akusto wall C 18,9 e~ 63,2 60,1 42 @ —_— @ o @
305 Paligtelpa 66 | T 19,0 00 | ] | | : |
308 Informatikas kabinets Soabit. it 530 ( H\;m&;:;ﬁ;"::;s::g*‘ < 421 397 25
e : pakteléts, gruntéts,
307 Informatikas kabinets krasots ar SADOLIN BINDO %3 ( Tarkett 1Q Eminet, biezums- { ®2 Piekarto griestu sistéma 408 25 | ‘ | |
7, 2 kartas 2mm, 3443 klase, pretslide Ecophon Gedina A 8 8 8 3
5 50,0 R9, virsmas apstrade 1Q & . . B 5 = o
308 Méclbu klase g 2.1 0.7 Spaktelets, gruntats, %8 sl L 200 || oo | se0 lbod a0l | a0 | 1900 ‘ wLL o000 || oo | teo0 ko a0 | | o0 | 1900 |
krasots ar SADOLIN 1330 1330 1330 1330
Egophon Akusto wall C 18,9 L NAAAA_A BINDO 7, 2 kartas | PRl A ‘ | TG ME |
Spakteléts, gruntéts, e -
309 Macibu Klase krasots ar SAD_OI:IN BINDO 50,0 01 39,7 25 = =
7, 2 kartas w
Ecophon Akusto wall C 18,9 o
Spaktelets, gruntets Iziidzinata, puléta eso3a Piekaito griestu sistéma = PIEZIMES
310 Vestibils krasots ar SADOUNBINDO | 77 Temzzn gt gan s 7.8 Ecophon Advaniage 89,4 84 : i l T 1. Horizontalie izméri doti mm, vertikalie - metros.
7 2 kartds laboSanu) | : - ‘ | | 2. Par nosacito atzimi £0.000 pienemts projektétas &kas tirais gridas limenis, kas atbilst absoliitajai augstuma atzimei 103.51 LAS-2000,5
M Macibu klase 57,5 40,0 37,6 13 1330 1330 3. Projekta izvelétie materiali raksturo materiala kvalitates kritérijus un tehniskos parametrus, kas izvirziti projekta uzdevuma. Var pielietot ekvivalentus
Ecophon Akusto wall C 179 / ils 2000 2000 1900 2000 2000 1900 ‘ Q 2000 2000 1900 2000 2000 1900 | materialus.
Spakteléts, gruntéts, Homogeéns, viendabigs S = S ES 4. Visus izmérus precizét daba.
) krasots ar SADOLINBINDO| 28,6 vinila gridas segums | = il ‘ | & [~ | 5. Visas izmainas saskanot ar bavprojekta vaditaju.
312 Mécibu klase 7, 2 kartds Tarkett1Q Eminet, biezums| ) 332 Piekarto griestu sistéma 36,9 26 6. Apdares materialu toni tiks precizéti autoruzraudzibas karta.
Ecophon Akusto wall C 17,9 > 2mm, 34/43 klase, pretslide Ecophon Gedina A | ‘ | | 7. Linoleja ieklasanas shéma noradita ka principials piemérs. Ta ieklaSana un toni tiks precizéti autoruzraudzibas karta.
= : - R9, virsmas apstrade 1Q
Spaktelets, gruntts, i L
) (wasots & SAOONBNDO| 26,6 PUR e ——— -
313 Mécibu klase 7 2 kartas LA~~~ 38,2 36,9 26 ISS APRAKSTS PARAKSTS DATUMS
Ecophon Akusto wall G 17.9 Revizijia A Precizéts gridas seguma materils. 08.02.2019.
PASUTITAJS:  Siguldas novada pasvaldiba PASSIFRS
P - Reg. nr. 90000048152; Pils iela 16, Sigulda, LV-2150 BD08-2017
< OBJEKTS: Siguldas 1. pamatskola
SIA ADRESE: PulkveZa BrieZa iela 105, Sigulda, Siguldas novads STADIJA
SIA "Bavdizains", Gertrides iela 2-9b, Riga KADASTRA NR: 8015 003 0729 BP
Talrunis: +371 67315066; Fakss; +371 67315745
ThE . LAPA
avewvs: - APDARES DARBU TABULA
BOVPROJ. D. VAD. A.Teresko 18.06.2018. AR | | | 1 2
DA -11-12i
IZSTRADAJA E. Skudra 18.06.2018.
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2%

7210

18940

+10.990

Projektéjarhas metala kapnes UK-2 (2. karta) —————— |

2%

Demontéjama argja ——
lietustidens notekcaurule

—

2%

2%

<

b

n/oz,

6000

—O

__L— Aerators

-—®

18845

———leksgja lietustdens noteka

-

Skarda elementu specifikacija

Attéls Nosaukums Daudzums, t.m. Piezimes
Lietus Udens tekne, 74 Razotajs- RUUKKI lietus ddens
2150 mm noteksistémas. Tonis- RAL 7016
Lietus Gidens noteka, 11.9 Razotajs- RUUKKI lietus tdens
@100 mm noteksistémas.Tonis-RAL 7016
Locita skarda 302.9 Tonis- RAL 7016
palodze
Locita skarda 276.0 Tonis- tumsi peleks RR23
parapeta
nosegelements
Skarda 24 Tonis- tumsi peleks RR23
papildelementi - '
Véjmalas
Skarda Tonis- tum3i peleks RR23
papildelementi - 74
Lasenis

Ugunsdzéstbu kapnu specifikacija

Marka Izméri, mm Piezimes
UK-1 H= 2200 mm Kapnes konstrukcija ir no cinkota térauda kvadratcaurulém, kas
B= 600 mm sametinatas kopa. Kronsteini ir piestiprinati pie skravém, ar kuras
UK-2 H= 5670 mm palidzibu jds varat pielagot attalumu starp divam skavam. Kapnu
B= 600 mm augspusé ir izveidota rezveida platforma vieglakai nokli$anai uz jumta.

Kronsteins ar skravi

| 250-600

JUMTA TIPU SPECIFIKACIJA

SIENAS SKELUMA SKICE

SIENAS SASTAVS

BIEZUMS | APJOMS
KARTAI(mm)  (m?)

| JUMTS AR MAINAMU SILTUMIZOLACIJU 872.2
1. Ruberoida rullveida virsklajs
| 2. Ruberoida rullveida apaksklajs
3. Kingspan Therma TR26
| 4. Kingspan Therma TR26
5. Bitumena tvaika izolacija
]
|_ - I o o | o T o o . Eso8s jumta parsegums (gruntéts
] - 6. Esoss jumta pa tet
7. lek$&ja apdare (skat. apdares darbu tabulu)
+6.75 0.
%\: B -
2%
2% / e ] N A A
/ == perators J2 JUMTS AR ESOSU SILTUMIZOLACIJU 931.84
/ A~ 1. Eso3s jumta segums- ugunsdro$s uzkausgjamais rullu
=) materials 1 karta Polygum SBS5500 FR
2. Eso8a siltumizolacija- PIR EHERTHERM ALU 60
2% 3. Esoda siltumizolacija- PIR EHERTHERM ALU 50
- S = 4. Eso$s jumta parsegums
Projektejams kanalizacias, 2 8 s ) 5. lek$&ja apdares (skat. apdares darbu tabulu)
izvads (skat. UK) g _ — — — - — ] -2 g8 4@ L - lekseja ap -ap u tabulu
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k= e g
Projekigjams stavvads, o \ N /
virs jumta (skat. UK) lek3eja lietustdens noteka \ & - _ )
‘ ‘ ‘ ‘ \ ‘ 370 %10 o~ AN (+10.51] EKAS SHEMA
Aerators ‘ \\
Demontéjams ventilacijps ‘ ‘ sEsosa antena \\
izvads ‘ / +11.540 \ +10.990 7.940
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X
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x
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Projektéjami ventilacijas izvadi N |
(skat. AVK) |
f
/ 2% 2Y%
o s ) / 2% 2% : ' ’ :
Esosa jumta luka 7 | LA P ——— o L L o o o I . o ] o - o @ PIENEMTIE APZIMEJUMI
TF @ - 7= 0 =4 5 5 > 7 1 = 4 Projektéjamaankotas 7 = [ J @ Telpas eksplikacijas nr.
[+12.070~ ‘ B &2 i
‘;’ metala kapnes UK-1 s 2070 Augstuma atzime
- ;‘ /T//TESO§S aizsegts jumta logs T~ B Esosa konstrukcia
= | ] T . !
= / _— | \ ™~ B D ] 1. karta projektéjama keramzitbetona bloku siena
Aerators | 11.540 1 L _— | ™~ — ] Projeice)
/ — | \ ™ - I arta proiektai i i
| r _— | \ — 7|r WI__"TA 1. karta projektgjama jauna aila
Esosa satelita— 2% | I 1 m .
platiorma £ | P W, 1. karta aizmaréjama aila
@ T 7 €] > i = 77 ~ = o v & g «“ Projektsjams piekartas fasades apsuvums
ProJek_teJar:;s (ve;(nt;lzf\u/?(sf ‘ % un siltumizolacija nomaina (3. karta)
izvads (skat. | X
| llekaja lietusidens noteka Projekt&jama cokola siltumizolacija un apSuvums (3. karta)
L — o L 1. karta projekt&jama gipskartona siena
R By — [ 2% 2. karta projektéjama keramzitbetona bloku siena
Esoss ventilacijas izvads — = 5 7 7 7 ———— - = o o o ) o e -~ . @ 2. karta projektgjama jauna aila
| ~ 2. karta aizmdréjama aila
Projektéjams kanalizacijas —— [J1] - . x - )
stavvads (skat. UK) - ,/‘;ESOSS aizsegts jumta logs ~ _— 2. karta projekt&jama gipskartona siena
- \\: [77777] 3.karta projektgjama keramzitbetona bloku siena
+10.990 P — v \\‘ h T WI__"TA 3. karta projektéjama jauna aila
2 . . ) ) 3. Karta aizmaréjama aila
=x R®
) — Z Z 727 777 77777 S S )
P = 3. karta projektéjama gipskartona siena
Demontgjama konstrukcija
+11.540 FLrojektéjams kanalizacijas I = g
tavvads (skat. UK | +0.560 i,
Aerators {evads sk ) PIEZIMES b Augstuma atzime
Aerators Horizontalie izmeéri doti mm, vertikalie - metros. . )
Par nosacito atzimi +0.000 pienemts projektétas ekas tirais gridas limenis, kas DI-10L Durvju marka
atbilst absoldtajai augstuma atzimei 103.51 LAS-2000,5 L
- P - " " - ) L-1-1 Logu marka
‘ - - - T - - - - - - < Projekta izvéletie materiali raksturo materiala kvalitates kritérijus un tehniskos
EsoSs lektronisko sakaru kabelis parametrus, kas izvirziti projekta uzdevuma. Var pielietot ekvivalentus materialus. V-3 Vitrinu marka
49200 6560 +10.990 18940 Visus izmérus precizét daba. —
Visas izmainas saskanot ar bivprojekta vaditaju. Sienu tipu marka
20 3240 J 6500 } 6510 } 6510 } 6510 } 6510 J 6510 J 6510 J 7150 6025 6000 6125 Saistitie rasgjumi: AR-11-08...10, AR-1I-28. $8-2 WC starpsienu marka
74580 v N )
o @ ® ® ® ® @ ® ® © @ @ ®
1SS APRAKSTS PARAKSTS DATUMS
Revizija A Jumta siltinaSana parcelta no otras kartas uz treo. Precizéts projektéjamais jumta siltumizolacijas materials. 08.02.2019.
PASUTITAJS: ~ Siguldas novada pasvaldiba PASSIFRS
P . Reg. nr. 90000048152; Pils iela 16, Sigulda, LV-2150 BD08-2017
e OBJEKTS: Siguldas 1. pamatskola
SIA ADRESE: Pulkveza Brieza iela 105, Sigulda, Siguldas novads STADIJA
SIA "Biavdizains", Gertrides iela 2-9b, Riga KADASTRANR: 8015003 0729 BP
Talrunis: +371 67315066; Fakss; +371 67315745
mewns: JUMTA PLANS AP
BUVPROJ.D.VAD. | ATeresko 18.06.2018. .
IZSTRADAJA E. Skudra 18.06.2015. w1 |[PARNNI-130




Projektéjamas cinkotas metala kapnes UK-1 (3. karta)
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Atjaunojams panduss (2. karta)(skat. TS-06 Atjaunojamas kapnes 6
waune) P ( I ) Projektéjamas margas (2. karta)(skat. TS-06) [ (2] kartai P {
48800 7155 18150
KRASU PASE
NR KRASU PARAUGS DETALAS NOSAUKUMS TONIS APJOMI
1 Laminétas HPL plaksnes FunderMax 0691 NG * 412.36 m?
Exterior F- Quality
2 Laminétas HPL plaksnes Fundermax 0074 NT * 1036.1 m?, no kuriem
Exterior F- Quality 143.15 m?ir loga aploda
3 LaminétasE )I(-It:#oellézlfgj;ilt:undermax 0075 NG * 114220 m? i 1SS APRAKSTS PARAKSTS DATUMS
y PIEZIMES Revizija A Precizéts projektéjamais jumta siltumizolacijas materials. 08.02.2019.
1. Horizontalie izméri doti mm, vertikalie - metros. — -
4 Logu ramij, ardurvis RAL 7016 2. Par nosactto atzimi +0.000 pienemts projektétas ékas tirais gridas limenis, A g oo eVl i L2150 BD0S 2017
. —y _ . <
kas atbilst absoldtajai augstuma atzimei 103.51 LAS-2000,5 7 o ,
_____ OBJEKTS: Siguldas 1. pamatskola
5 Cinkotas skarda detalas RR 23 3. Projekta izveletie materiali raksturo materiala kvalitates kritérijus un
i tehniskos parametrus, kas izvirziti projekta uzdevuma. Var pielietot SIA ADRESE:  Pulkveza Brieza iela 105, Sigulda, Siguldas novads STADUA
ekvivalentus materialus. SIA "Bivdizains", Gertrides iela 2-9b, Riga KADASTRANR: 8015003 0729 BP
6 Cebrit Rock Coal cokola apdares 85.35 m* 4. Visus izmérus precizét daba Talrunis: +371 67315066; Fakss; +371 67315745
laksne ! . . . ’ _ . . ME X = P 1] ", LAPA
P 5. Visas izmainas saskanot ar bavprojekta vaditaju. . e Fasade asis "1-13";
vay BUVPROJ. D. VAD. A Teresk 18.06.2018.
* Tonis pac FunderMax Exterior Colour kataloga 6. Fasades siltind$ana un ap$isana paredzéta 3. karta. oresko AR-Ill-14i
IZSTRADAJA E. Skudra 18.06.2018. M 1:100
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EsoS3a ieeja sporta zalé

Projektgjamas margas (skat. TS-08)
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6 ‘ Projektéjams panduss (2. karta)
|
48560 |
KRASU PASE @
NR KRASU PARAUGS DETALAS NOSAUKUMS TONIS APJOMI
1 Laminétas HPL plaksnes FunderMax 0691 NG * 412.36 m?
Exterior F- Quality
2 Laminétas HPL plaksnes Fundermax 0074 NT * 1036.1 m?, no kuriem
Exterior F- Quality 143.15 m?ir loga aploda
3 Laminétasé )}(-Itsrl?opﬁlilf%j:”fundermax 0075 NG * 114220 m? 1SS APRAKSTS PARAKSTS DATUMS
Y PIEZIMES Revizija A Fasades siltina$ana un apdare parcelta no otras kartas uz treso. 08.02.2019.
4 Logu ramji, ardurvis RAL 7016 1. Horizontalie izméri doti mm, vertikalie - metros. PASUTITALS:  Siguldas novada pasvaldiba PAS.SIFRS
2. Par nosacito atzimi £0.000 pienemts projektétas ékas tirais gridas [imenis, P o Reg. nr. 0000048152, Pls efa 16, Siguida, LV-2150 BD08-2017
kas atbilst absolGtajai augstuma atzimei 103.51 LAS-2000,5 > OBJEKTS:  Siguldas 1. pamatskola
Cinkotas skarda detalas RR 23 3. Projekta izvéletie materiali raksturo materiala kvalitates kritérijus un SIA ARESE. Pulkveza Brieza iela 105, Sigulda, Siguldas novads SO
tehplskos parametrus, kas izvirziti projekta uzdevuma. Var pielietot SIA "Bavdizains", Gertrides iela 2-9b, Riga CADASTRANR: 80150030729 BP
6 Cebrit Rock Coal cokola apdares 85.35 m? el_(V|va.Ientus maten?lus. Talrunis: +371 67315066; Fakss; +371 67315745
plaksne 4, V!sus izmérus precizét daba. o B s Fasade asts "A'-J": LAPA
_ _ 5. Visas izmainas saskanot ar bvprojekta vadtaju. BOVPROJ.D.VAD. | ATeretko 18.06.2018,
* Tonis péc FunderMax Exterior Colour kataloga AR-III-15i
[ZSTRADAJA E. Skudra 18.06.2018. M 1:100
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Projektéjamas margas (2. karta)

Bitumena rullu segums

FASADES ASIS "F-A"
3 1 3 4 2
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‘ Projekt&jamas kapnes (2. karta) (skat. BK) ‘ Atjaunojamas kapnes (2. karta) 4 Projektéjamas margas (2. karta)
6 ' 6
\ \
| 12200 | 14815
KRASU PASE
NR KRASU PARAUGS DETALAS NOSAUKUMS TONIS APJOMI
1 Laminétas HPL plaksnes FunderMax 0691 NG * 412.36 m?
Exterior F- Quality
2 Laminétas HPL plaksnes Fundermax 0074 NT * 1036.1 m?, no kuriem
Exterior F- Quality 143.15 m?ir loga aploda
iné a 1SS APRAKSTS PARAKSTS DATUMS
3 Lam|netasE)I(-It:#O?IIa:I_(s(gS:lilt:;ndermax 0075 NG * 1142.20 m?
PIEZIMES Revizija A Fasades siltina3ana un apdare parcelta no otras kartas uz treo. 08.02.2019.
4 LOQU rémji, ardurvis RAL 7016 1 Honzonté“e |Zmér| d0t| mm, Vert'ké“e - metrOS ] . PASUTITAJS: Siguldas novada paévaIdTba . PAS.SIFRS
2. Par nosacito atzimi £0.000 pienemts projektétas ékas tirais gridas limenis, P . Reg. nr. 0000048152, Pls e 16, Sigulda, LV-2150 BD08-2017
kas atbilst absoldtajai augstuma atzimei 103.51 LAS-2000,5 > OBJEKTS:  Sigudas 1. pamatskola
5 Cinkotas skarda detalas RR23 3. Projekta izvélétie materiali raksturo materiala kvalitates kritérijus un SIA ADRESE.  PulkveZa BrieZa iela 105, Sigulda, Siguldas novads IO
tehniskos parametrus, kas izvirziti projekta uzdevuma. Var pielietot SIA "Bavdizains", Gertrides iela 2-8b, Riga CADASTRANR. 8015003 0729 BP
6 Cebrit Rock Coal cokola apdares 85.35 m? ekvivalentus materialus. Talrunis: +371 67315066; Fakss; +371 67315745
plaksne 4. Visus izmérus precizét daba. MewsFasade asTs "F-A" LAPA
5. Visas izmainas saskanot ar bavprojekta vaditaju. BOVPROJ.D.VAD. | ATeresko 18.06.2018.
* Tonis péc FunderMax Exterior Colour kataloga AR-111-16i
[ZSTRADAJA E. Skudra 18.06.2018. M 1:100




J2
EsoS$s jumta segums- ugunsdross uzkauséjamais
rullu materials 1 karta Polygum SBS5500 FR
Eso$a siltumizolacija- PIR EHERTHERM ALU, 60mm
Eso3a siltumizolacija- PIR EHERTHERM ALU, 50mm

Eso3s jumta parsegums Esoga pareja 5 4 2 4 3
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= Projekts; ka 2. karta) (skat. BK-III-10, BK-III-11, BK-III-12 — 5 5
Eso3a iekséja apdare rojekiejamas kapnes (2. karta) (ska ' ' ) Atjaunojamas kapnes (2. karta) (kat. TS-07) 4 Projektgjamas margas (2. karta) (skat. TS-07)
Grida uz grunts 6
18150 7155 48800 Atjaunojamas kapnes
- (2. karta) (skat. TS-07)
@ KRASU PASE
NR KRASU PARAUGS DETALAS NOSAUKUMS TONIS APJOMI
1 Laminétas HPL plaksnes FunderMax 0691 NG * 412.36 m?
Exterior F- Quality
2 Laminétas HPL plaksnes Fundermax 0074 NT * 1036.1 m?, no kuriem
Exterior F- Quality 143.15 m?ir loga aploda
1SS APRAKSTS PARAKSTS DATUMS
Laminétas HPL plaksnes Fundermax
3 , \ * 20 m2
Exterior F- Quality 0075NG 114220m _ Revizija A Fasades siltinaSana un apdare parcelta no otras kartas uz treSo. 08.02.2019.
PIEZIMES
i 3lie izmari i ikalio - PASUTITAJS: ~ Siguldas novada pasvaldiba PASSIFRS
4 Logu ramii, ardurvis RAL 7016 1. Horlzontall_e |Zm(_ar|.dot| mm, \{ertlkalle metro_s._ _ o _ ) < Reg.nr.90000048152F;)Pi\siela16,Sigu|da,LV-2150 BD08-2017
2. Parnosacito atzimi £0.000 pienemts projektétas €kas tirais gridas limenis, 7 o OBEKTS.  Sttas 1. oamatsl
kas atbilst absolutajai augstuma atzimei 103.51 LAS-2000,5 L e paneioe
5 Cinkotas skarda detalas RR 23 3. Projekta izvelétie materiali raksturo materiala kvalitates kriterijus un SIA ADRESE:  Pulkveza BrieZa iela 105, Sigulda, Siguldas novads STADUA
tehniskos parametrus, kas izvirziti projekta uzdevuma. Var pielietot SIA "Bivdizains", Gertrudes iela 2-9b, Riga KADASTRANR: 8015003072 BP
kvival nt smateriél s Talrunis: +371 67315066; Fakss; +371 67315745
6 Cebrit Rock Coal cokola apdares 85.35 m? e,VIVa_e EJ ) EJ L IVME 11 MS: = ——n " LAPA
plaksne 4. Visus izmérus precizét daba. i mewms Fasade asts "10-1";
5. Visas izmainas saskanot ar blvprojekta vaditaju. BUVPROJ.D.VAD. | ATeresko 18.06.2018. .
* Tonis péc FunderMax Exterior Colour kataloga 1ZSTRADAJA E Skudra 18.06.2018. M1 100 AR-I11-17i
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Projektéjams metala panduss
(2. karta) (skat. BK)

18150

Projektéjamas margas
(2. karta) (skat. TS-08)

(2. karta) (skat. BK)

Projektéjamas kapnes

+——Projektéjamas metala
kapnes UK-2 (3. karta)

Eso$a sporta zale

EsoSs ieejas jumtind

KRASU PASE
NR KRASU PARAUGS DETALAS NOSAUKUMS TONIS APJOMI
1 Laminétas HPL plaksnes FunderMax 0691 NG * 412.36 m?
Exterior F- Quality
2 Laminétas HPL plaksnes Fundermax 0074 NT * 1036.1 m?, no kuriem
Exterior F- Quality 143.15 m?ir loga aploda
Laminétas HPL plaksnes Fundermax . 5
4 _ Logu ram, ardurs RAL 7016
5 _ Cinkotas skarda detalas RR 23
6 Cebrit Rock Coal cokola apdares 85.35 m?
plaksne
* Tonis péc FunderMax Exterior Colour kataloga
PIEZIMES
1. Horizontalie izméri doti mm, vertikalie - metros.
2. Parnosacrto atzimi £0.000 pienemts projektétas &kas tirais gridas lTmenis,
kas atbilst absolitajai augstuma atzimei 103.51 LAS-2000,5
3. Projekta izvélétie materiali raksturo materiala kvalitates kritérijus un
tehniskos parametrus, kas izvirziti projekta uzdevuma. Var pielietot
ekvivalentus materialus.
4. Visus izmérus precizét daba.
5. Visas izmainas saskanot ar blvprojekta vaditaju.
1SS APRAKSTS PARAKSTS DATUMS
Revizija A Fasades siltina$ana un apdare parcelta no otras kartas uz treso. 08.02.2019.
PASUTITAJS: Siguldas novada pasvaldiba PAS.SIFRS
P - Reg. nr. 90000048152; Pils iela 16, Sigulda, LV-2150 BD08-2017
o OBJEKTS: Siguldas 1. pamatskola
SIA ADRESE: Pulkveza Brieza iela 105, Sigulda, Siguldas novads STADIJA
SIA "Buavdizains", Gertriades iela 2-9b, Riga KADASTRANR: 8015 003 0729 BP
Talrunis: +371 67315066; Fakss; +371 67315745 '
vEwns Fasade asTs "13-10"; LAPA
BUVPROJ.D.VAD. | ATeresko 18.06.2018. .
IZSTRADAJA E.Skudra 18.06.2018. M 1:100 AR-1I-18i
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| GAISMAS SAHTAS VIZUALAIS RISINAJUMS

| — B i _E
+0.000 nge. Apkart hermétisks blivéjums — H : — 5
adits stikls // ¥ —_—
nge. Apkart hermtisks blivéjums Aluminija konstrukciju ramis stiprinams ar Sty
adts stikls \ profiliem pie eso3as gaismas Sahta sienam £ L e
‘ Aluminija konstrukciju ramis L ‘ Sanu malas ap§uvums- |/
1= - stiprinams ar profiliem Jaun|zbuvgjama\\\ augsta blivuma polietilens_—Demontgjama kapnu
‘ Sanu malas gaismas —l atbalstsiena
l apSuvums- augsta Sahta ‘ \\./
| ' L il | PIENEMTIE APZIMEJUMI
‘o blivuma polietiléns o . | / ’
‘«‘—) ___———Jauna betona Jaunvlzﬁtlveja_ma gaBIS{nas | , Esoga konstrukcija
‘ ‘: apmale gaismas o | 3 ’ N Projektéjama konstrukcija
‘ ‘ ‘ ‘: Sahtai (C30/37-sk. C30/37( Sk. BK dalu) ‘ /83 = JEKIE) J
_— \ —— || BKdalu) | I v g 4 Aizmirgjama aila
‘ 5082 gaismas ‘ 4 A — Projektajams piekartas fasades ap$uvums
‘ I un siltumizolacija nomaina
! > Demontgjama konstrukcija
= |
\ pal
\ 4 A
‘ ‘ 525 a < a4 — Augstuma atzime
‘ Aizbért pr Skemba <
un‘ smilti PIEZIMES
< ag 4 1. Horizontalie izméri doti mm, vertikalie - metros.
| 4 2. Parnosactto atzimi +0.000 pienemts projektétas ekas tirais gridas [imenis, kas atbilst absoldtajai augstuma atzimei 103.51 LAS-2000,5
‘ g 4 3. Projekta izvelétie materiali raksturo materiala kvalitates kritérijus un tehniskos parametrus, kas izvirzti projekta uzdevuma. Var pielietot
| 7 _— ekvivalentus materialus.
GAISMAS SAHTU UZJUMTENI 4 4 4. Visus izmérus precizét daba.
g . _— ‘ < e 5. Visas izmainas saskanot ar bavprojekta vaditaju.
Apziméjums Izméri (axbxh) Piezimes | 6.  Eso$ajam Sahtsienas paredzét atjaunot péc nepieciesamibas.
GM-1 375X1395X500 mm ) ) S -2.800 7 < 7. Jaunizbivéjamas Sahtsienas konstruktivos risinajumus skatit BK dala.
Aluminija konstrukcijas ramis stiprinas 6.  Projektéjamos konstruktivos uzjumtenus gaismas Sahtam pirms izbtves paredzét uzmériSanas darbus uz vietas objekta.
GM-2 390X4405X500 mm pie $ahtsienas. Triecienizturigs stikls, 7. Saistitie rasgjumi: AR-11-03, AR-II-14,AR-II-18.
GM-3 400X6110X500 mm kur$ vandalisma, vai cita veida _
G4 370X2395X500 mm éturileecsie;aar,e %ig?ﬁr:riq rgtaiiszfii;sct).s?g;;ss ISS APRAKSTS PARAKSTS DATUMS
GM-5 390X4300X500 mm lai iek&pusé neiek|atu mitrums. ' Revizija A Gaismas $ahtu izblve parcelta no otras kartas uz treso. 08.02.2019.
GM-6 370X2200X365 mm
: PASUTITAJS:  Siguldas novada pasvaldiba PASSIFRS
P o Reg. nr. 90000048152; Pils iela 16, Sigulda, LV-2150 BD08-2017
< OBJEKTS: Siguldas 1. pamatskola
SIA ADRESE: Pulkveza Brieza iela 105, Sigulda, Siguldas novads STADIJA
SIA "Bavdizains", Gertrides iela 2-9b, Riga KADASTRANR: 8015003 0729 BP
Talrunis: +371 67315066; Fakss; +371 67315745 )
amews: Gaismas $ahtas risinajumi. LAPA
BOVPROU. D. VAD. ATeresko 18.06.2018. .
IZSTRADAJA E. Skudra 18.06.2018. AR-1I1-19i




MEZGLS 1
PARAPETA SAVIENOJUMS AR JUMTU
M 1:10

|
J’ i

I
35‘ J

Maréjums 3. karta (skat. BK)

Siltumizolacija PAROC WAS 25t, 30mm
Ruberoida rullveida apaksklajs, 1mm
Ruberoida rullveida virsklajs, 1mm

00

530

Sa2
Laminétas HPL plaksnes Fundermax Exterior F, 8mm
Gaisa Skirkarta/ vertikalais alumnija profils, 20 mm
Kingspan Kooltherm K15, 100mm
Eso3a siena

Ruberoida rullveida virsklajs, 4mm

lek$&ja apdare (skat. apdares darbu tabulu) Ruberoida ruveida apak&kiajs, 3mm

*Siltumizolacija un apdare mont&jama 3. karta Kingspan Therma TR26, 70mm

B Kingspan Therma TR26, 70mm

Bitumena tvaika izolacija, 3mm

EsoSais jumta parsegums

lek$&ja apdare (skat. apdares darbu tabulu)

*Siltumizolacija un jumta segums ieklajams 3. karta

@

8 10, 100 | £s8s
7 1

-

PIEZIMES

1. Horizontalie izméri doti mm, vertikalie - metros.

2. Par nosacrto atzimi +0.000 pienemts projektétas ékas firais gridas limenis, kas atbilst absoldtajai augstuma atzimei 103.51 LAS-2000,5

3. Projekta izveletie materiali raksturo materiala kvalitates kritérijus un tehniskos parametrus, kas izvirziti projekta uzdevuma. Var pielietot
ekvivalentus materialus.

4. Visus izmérus precizét uz vietas pirms blvelementu pasitiSanas.

5. Visus risinajumus un mezglus parskatit un korigét atbilstosi situacijai péc konstrukcijas atseg$anas. Ja atsedzot apdares elementus ir
bazas, ka konstrukcijas ir bojatas un nav ekspluatéjamas atbilstosi 3a bavprojekta risinajumiem, pieaizcinat bavprojekta autoru.
Neparedzétos darbus ieklaut papildizdevumos.

6. Visi apjomi pirms blvmaterialu, blvizstradajumu un bivelementu pasatiSanas blivuznéméjam japrecizé atbilstosi objekta uz vietas.

7. Mezglu un detalu izgatavo3ana, kuru detalizacija nav dota projekta, veicama saskana ar izgatavotaja noradijumiem un standartshémam,
ka arT normativu prasibam.Rasé&juma doti principiali detalu risinajumi. Mezglu detalizétus risinajumus izstrada bavuznéméjs, ievérojot
piegadataja tehnologiju, un saskano ar bivprojekta autoru.

8. Pirms logu, durvju, palodzu un citu saisto3o detalu izgatavoSanas veikt kontrolmérijumus bivobjekta uz vietas.

Lol |

25085

Skarda jumtina ramja turosais ramis no metala. Stiprinat ar skriivem un dibeliem pie
Sahtas augséjas malas.

MEZGLS 2

ESOSA VENTILACIJAS IZVADA SAVIENOJUMS AR JUMTU

M 1:10

NosedzoSais skarda jumting

J1 Ruberoida rullveida virsklajs, 4mm

Ruberoida rullveida apak3kiajs (paslimégjoss), 3mm
Kingspan Therma TR26, 70mm

Kingspan Therma TR26, 70mm

Bitumena tvaika izolacija, 3mm

EsoSais jumta parsegums

lek$&ja apdare (skat. apdares darbu tabulu)

200

-,

€088

MO
VA

AN
AN

Eso3a komunikaciju Sahtas sienas

Bitumena lok$nu salaiduma vieta javeido ar
250mm parlaidumu , nodro$inot Suves

hermétiskumu.

Trijstra $kérzgriezuma stlira elements

>
)

[

R
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1SS APRAKSTS PARAKSTS DATUMS
Revizija A Fasades siltina$ana, apdare un jumta siltindSana parcelta no otras kartas uz treSo. Precizéti silitnajuma materiali, 08.02.2019.
PASUTITAJS:  Siguldas novada pasvaldiba PASSIFRS
’ - Reg. nr. 90000048152; Pils iela 16, Sigulda, LV-2150 BD08-2017
< OBJEKTS: Siguldas 1. pamatskola
SIA ADRESE: Pulkveza Brieza iela 105, Sigulda, Siguldas novads STADA
SIA "Bavdizains", Gertrides iela 2-9b, Riga KADASTRANR: 8015 003 0729 BP
Talrunis: +371 67315066; Fakss; +371 67315745 ]
avews MEZGLS 1. MEZGLS 2. e
BUVPROJ.D.VAD. | ATeresko 18.06.2018. .
IZSTRADAJA E. Skudra 18.06.2018. AR-111-20i
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MEZGLS 7
COKOLS M 1:10

PVH segums uziet uz sienas 100 mm

lek$&ja apdare (skat. apdares darbu tabulu)
Betona izlidzinoSais slanis, 50 mm
Eso3as gridas konstrukcija

+0.000

Sa2
Laminétas HPL plaksnes Fundermax Exterior F, 8mm

Gaisa Skirkarta/ vertikalais alumnija profils, 20 mm
Kingspan Kooltherm K15, 100mm

Eso$a siena

lek$&ja apdare (skat. apdares darbu tabulu)

‘ *Siltumizolacija un apdare montgjama 3. karta

Piekartas fasades kniezu stiprinajums

| Lasenis
T ] Pasvitngriezes skriive
Sal
Cokola plaksnes Cemrit Rock Coal, 12 mm
90 x 1 mm EPDM gumijas starplika
" Metala cinkots OMEGA profils, 20 mm, solis 500 mm
= Ekstrudétais putuporistirols EPS 100 150mm
— = Hidroizolacija mastika/ lTme siltumizolacijai
i Eso$a pamata konstrukcija
600 ,‘L
F BA 100.20.08
— : I E——
7 e BN USSR —
2 . o PRI T _‘" NT
—_—a— e P _1: i ,, " 4.
a,s a T
— EER R L EILErERBLERE -
4
[ 44:4244444 14444444 4 244444244:41 Betona pamatne apmalei
<] 4 <] 4 4 la g g4 4%a 4
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4 4 Qa 4 4 4 4 4a a 4a 4
— — adgdal / 1382339563090 00 0120100000350 05 30
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€s08s 150
i | | 1000 |
Betona brugakmens 60 mm Grants tran$ejas aizbérSanai
@ Smilts 100mm
Skembas 100mm |

Enkurdtbelis
Termo starplika
Kronsteins

MEZGLS 8

SIENAS AREJA STURA SAVIENOJUMS
M1:10

Pasiegr. skrive / kniede

AL L veida-profils vadula

Sa2
Laminétas HPL plaksnes Fundermax Exterior F, 8mm

10 Ll 6508s L 100 ]20“ 8
kil T 11
1r
A AN 1
T 4

R

Gaisa Skirkarta/ vertikalais alummija profils, 20 mm

Kingspan Kooltherm K15, 100mm

EsoSa siena

lek$&ja apdare (skat. apdares darbu tabulu)

*Siltumizolacija un apdare montéjama 3. karta

Piekartas fasades kniezu
stiprinajums

PIEZIMES

1. Horizontalie izméri doti mm, vertikalie - metros.
2. Par nosacrto atzimi +0.000 pienemts projektétas &kas tirais gridas limenis, kas atbilst absoldtajai augstuma atzimei 103.51 LAS-2000,5
3. Projekta izvelétie materiali raksturo materidla kvalitates kritérijus un tehniskos parametrus, kas izvirziti projekta uzdevuma. Var pielietot

ekvivalentus materialus.

4. Visus izmérus precizét uz vietas pirms blvelementu pasifiSanas.

5. Visus risinajumus un mezglus parskatit un korigét atbilstosi situacijai péc konstrukcijas atseg$anas. Ja atsedzot apdares elementus ir
bazas, ka konstrukcijas ir bojatas un nav ekspluatéjamas atbilstosi 3a bavprojekta risinajumiem, pieaizcinat bavprojekta autoru.
Neparedzétos darbus ieklaut papildizdevumos.

6. Visi apjomi pirms blvmaterialu, bavizstradajumu un bivelementu pasitiSanas bivuznéméjam japrecizé atbilstosi objekta uz vietas.

7. Mezglu un detalu izgatavo3ana, kuru detalizacija nav dota projekta, veicama saskana ar izgatavotaja noradijumiem un standartshémam,
k& arT normativu prasibam.Rasé&juma doti principiali detalu risinajumi. Mezglu detalizétus risinajumus izstrada bavuznémégjs, ievérojot
piegadataja tehnologiju, un saskano ar bavprojekta autoru.

8. Pirms logu, durvju, palodzu un citu saistoSo detalu izgatavoSanas veikt kontrolmérijumus bivobjekta uz vietas.

BETONA BRUGAKMENS APMALES SPECIFIKACIJA
Nr. NOSAUKUMS Apjoms
1 Betona brugis 60mm 78.99 m?
2 Betona bapmales 140 m
3 Betona pamats 56m?
4 Tran3ejas rak3ana 1,5m dziluma 664.05 m*
5 Skembas 11.85m?
6 Smilts 11.85m?*
7 Grants 564.44 m*
1SS APRAKSTS PARAKSTS DATUMS
Revizija A Fasades siltinasana un apdare parcelta no otras kartas uz treSo. Precizéts siltumizolacijas materials. 08.02.2019.
P e e S L2 BD0B.0017
7 OBJEKTS: Siguldas 1. pamatskola
SIA ADRESE: Pulkveza Brieza iela 105, Sigulda, Siguldas novads STADIA
SIA "Bavdizains", Gertrudes iela 2-9b, Riga KADASTRANR: 8015 003 0729 BP
Talrunis: +371 67315066; Fakss; +371 67315745
_ s MEZGLS 7. MEZGLS 8. e
BUVPROJ. D. VAD. ATeresko 18.06.2018. i
IZSTRADAJA E. Skudra 18.06.2018. AR-111-21i




SIGULDAS 1.PAMATSKOLA
Adrese: | PulkveZa BrieZa iela 105, Sigulda, Siguldas nov.
Kad. nr.: [8015003 0729

BUVKONSTRUKCIJAS




Visparigie noradijumi:

BK dalas lapu saraksts

Projekta ,BK” dalu skatit kopa ar arhitektdras sadalas projekta raséjumiem.
Izméri doti milimetros.

LAPAS_NOSAUKUMS

Lapas Revizija

Izmainu Piezimes

Projekta dokumentacija noraditie risinajumi jaapliko kopuma, tadé| galvena buavuznémeéja pienakums ir informét visus blvdarbu veicéjus par
atSkirigo darbu un risindjumu savstarpéjo saistibu.

Raséjumos noradtti tikai principialie konstrukciju mezgli, risinajumi, kuri attiecigi japieméro konkrétajai vietai.

Dzelzsbetona un metala konstrukciju tehniskais projekts izstradats atbilstosi buvnormativiem:
- LVS EN 1990 Konstrukciju projektéSanas pamatprincipi

- LVS EN 1991-1 ledarbes uz konstrukcijam

— LVS EN 1992-2 Betona konstrukciju projektéSana

— LVS EN 1993-3 Térauda konstrukciju projektéSana

— LVS EN 1996-6 Mira konstrukciju projektéSana

numurs datums

1 VISPAREJIE DATI. SKAIDROJOSAIS APRAKSTS (3.KARTA) | BK-III-1 A 17.01.2019.
2 ATBALSTSIENAS PAMATU PLANS BK-111-2

3 GRIEZUMS 1-1 BK-IlI-3

4 2.STAVA DEMONTEJAMO, JAUNO SIENU UN AILU PLANS |BK-llI-4

5 3.STAVA DEMONTEJAMO, JAUNO SIENU UN AILU PLANS |BK-III-5

6 PARSEDZES P-1, P-2, P-3 BK-III-6

7 KOPEJA MATERIALU SPECIFIKACIJA BK-III-7 A 17.01.2019.
8

PAGRABSTAVA DEMONTEJAMO, JAUNO SIENU, AILU UN [BK-III-8i | A
KAPNU PLANS (3.KARTA)

17.01.2019.| Pievienota lapa

Konstrukcijas aprékinatas un projektétas uz sekojosam slodzém:

GRIEZUMS 1-1

BK-II-9i | A

17.01.2019.| Pievienota lapa

—  Konstrukciju paSmasas aprékinos pienemtais koeficents - 1,35. 10
SmilSaino grunSu normativais caursalS8anas dzilums, iesp&jamais 1 reizi 10 gados, ir 138 cm.

JUMTA PARAPETU ATJAUNOSANA UN PAAUGSTINASANA | BK-III-10i | A

17.01.2019.| Pievienota lapa

Informacija par gruntim:
Ekas izblvét uz nesosa grunts slana, kurs sastav no smalkgraudainas/puteklainas smilts. Grunts nestspéja ir pienemta 150kPa.

LietoSanas slodzes klase - SC1;

Konstrukciju seku klase CC2b;

Izpildijuma klase térauda konstrukcijam péc EN ISO 12944-5 C3;
Betona ekspozicijas klase - XC2 XF2.

Konstrukcijas izgatavoSana un montaza saskana ar:
- EN1090 terauda konstrukciju un alumtnija konstrukciju izgatavoSana
Konstrukcijas izgatavot rlpnieciski:
- Apstrades klase EXC-2
- Virsmas sagatavoSana P1 péc LVS EN 8501
- Metalu attirit saskana ar LVS EN ISO 12944
- Gruntét un krasot saskana ar LVS EN ISO 12944-5 C3
Grunts alkida 80 mkm
Krasa alkida 40 mkm
Kopé€jais krasas biezums 120mkm
Konstrukciju metinaSana:
- Raseéjumos nenoradito metinato Suvju biezumu pienemt a=4mm.
- SadurSuvém nodroSinat 100% caurmetinajumu.
- Metinasanas stieple (Rm500D) RM>500MPa - EN 10204
- Visiem metinatajiem jabat sertificétiem
Profilus atlauts pagarinat tos savienojot, nodrosinot ar 100% caurmetingjumu.

SKAIDROJOSAIS APRAKSTS.

Pamati:
Atbalstsienas pamatus ir jastiegro ar B500B klases stiegram ar diametriem &12. Pielietot betonu ar klasi C30/37. Lai izbGvétu atbalstsienu,

nepiecieSams atrakt eso$o uzbéruma kartu autostavvietas pusé paraléli skolas €kas fasadei asis A'-J. Stiegru parlaidumi 60 diametri, t.i., @12 x 60 =
720mm.

Térauda parsedzes:

Eso$ajas kiegelu mara sienas no abam pusém izveido horizontalus izfrézéjumus/iekalumus tada dziluma, lai térauda UPN profili tiktu nosegti no
arsienu plaknes vismaz 15...20mm dziluma. Papildus jauno ailu platuma péc vietas ir javeic izkalumi vietas, kur ir paredzéti UPN profilu savienojumi to
apakseja dala ar térauda sloksném.
Péc izkalumu izveido$anas noméra péc vietas, kur ir javeic caurejosie urbumi péc UPN profilos izveidotajiem urbumiem.
Péc urbumu izveidoSanas sak montét UPN profilus no abam pusém kopa, pirms tam starp UPN profiliem un mdra sienu ieklajot bezrukuma montazas
javu, lai izveidotu cieSu kontaktu un novérstu gaisa ieslégumu veidoSanos. UPN profilu aug3éja dala aptuveni ik péc 500mm izveidot iekiléjumu ar
koka Kiliem. P&c tam ir javeic térauda slokSnu piemetinaSanu pie abiem UPN profiliem sienas abam puseés.
leteicams izmantot garakas térauda sloksnes neka ir noradits materialu tabula. Garakas sloksnes var péc piemetinadSanas nogriezt vajadzigaja
garuma.
Starpsienam izmantot tér.lenkveida profilu 70x5, divus profilus no sienas abam pusém. Lenkveida profilu ir jaiefrézé eso$aja kiegelu starpsiena, péc
Sos abus profilus sava starpa no apakSas ir jasametina kopa vai nu visa garuma, vai 100mm garu metinajuma Suvi ik péc 200mm.

Visas térauda parsedzes ietit apmetuma sietd un apmest ar bezrukuma montazas javu (apmetums darbojas ari ka ugunsaizsargajoss parklajums).

PIEZIMES:

Keramzitbetona bloku starpsienas izblvét péc arhitektdras un bavkonstrukciju sadalu ras&jumiem.
Bavkonstrukciju mezglu detalizaciju ir japrecizé autoruzraudzibas karta, izstradajot térauda konstrukciju detalizacijas projektu.
Keramzitbetona starpsienu bloku stipriba ne mazaka par 3MPa.

PIENEMTIE APZIMEJUMI:

i

‘ - eso$as sienas
- jaunas parsedzes

- demont&jamas starpsienas

Biivprojekta dalas vaditajs:

81 bivprojekta BK dalas risinajumi atbilst Latvijas
bdvnormativu un citu normativo aktu, ka art tehnisko vai
Tpaso noteikumu prasibam.

Martin$ Nikazis
(vards un uzvards)

Nr. 3-01596
(sertifikata nr.)
28.03.2018
(datums) (paraksts)
Saja BK projekta sadala ir 10 lapas.
A Precizéts lapu saraksts M.MUSA 17.01.2019.
revizija paskaidrojums izdarija datums
PASUTITAJS:  Sigulas novada pasvaldiba PASSIFRS
P N Reg. nr. 90000048152; Pils iela 16, Sigulda, LV-2150 BD08-2017
< OBJEKTS: Siguldas 1. pamatskola
SIA ADRESE: Pulkveza Brieza iela 105, Sigulda, Siguldas novads STADIJA
SIA "Bivdizains", Gertrides iela 2-9b, Riga KADASTRA NR: 8015003 0729 BP
Talrunis: +371 67315066; Fakss; +371 67315745 '
BUPROIVAD. | Aereto S%AE | ues: VISPAREJIE DATI. SKAIDROJOSAIS U
BOVPROJ.D.VAD. | MNikazis 18.06.2018 APRAKSTS
IZSTRADAJA M Mg 18.06.2018 bim BK-1l1-1
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Jauns atbalstsienas pamats
PIEZIMES:

1. Griezumu 1-1 skatit lapas BK-III-3.
2. Kopéjo materialu apjomu skatit lapa BK-III-7i.

PASUTITAJS:  Sigulas novada pasvaldiba PAS.SIFRS
P N Reg. nr. 90000048152; Pils iela 16, Sigulda, LV-2150 BD08-2017
< OBJEKTS: Siguldas 1. pamatskola
SIA ADRESE: Pulkveza BrieZa iela 105, Sigulda, Siguldas novads STADIJA
SIA "Bivdizains", Gertrides iela 2-9b, Riga KADASTRANR: 8015 003 0729 BP
Talrunis: +371 67315066; Fakss; +371 67315745
ZMEJUMs: ATBALSTSIENAS PAMATU PLANS LAPA
BUVPROJ.D.VAD. | M.Nikazis 18.06.2018
BK-IlI-2
IZSTRADAJA MMusa 18.06.2018 M 1:200
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PIEZIMES:

1. Parsedzi P-1 un P-2 skatit lapa BK-I1-6.
4. Kopéjo materialu apjomu skatit lapa BK-III-7i.
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Maksimali pielaujamas gridu konstrukciju noslodzes ir sekojosas:

1. Drikst izkartot keramzitbetona sienu blokus maksimums Im
augstuma virs gridas izkliedeéta veida. Maksimali pielaujama slodze

650kg/m2 vai 6.5kN/m2.

2. Maksimali pielaujama koncentréta slodze 500x500mm liela
laukuma nedrikst parsniegt 400kg vai 4kN. Ap koncentréto slodzi

nedrikst biit papildus slodzes par 1.5 metriem.
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1. Parsedzi P-1 un P-2 skatit lapa BK-I1-6.
4. Kopéjo materialu apjomu skatit lapa BK-III-7i.
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MATERIALU SPECIFIKACIJA
- _ VIENTBA _
MARKA o MERV |DAUDZ |KOPA m, KOPA,
POZ. APZIMEJUMS NOSAUKUMS _GAB. |m2, m3 S MASA,
kg
Jaunas atbalstsienas pamatu materialu specifikacija
@12 B500B, L=12m m 200 2400 10.66| 2131.20
@12 B500B, L=2.615m m 700 1830.5 2.32| 1625.48
EN 10080 @12 B500B, L=2.034m m 526| 1069.88 1.81] 950.06
@12 B500B, L=0.16m, starteri, izvietoti
Sahveida ik péc 400mm m 700 112 0.14| 99.46
Skembas fr.20...40mm m3 15.38
EN 206-1 Betons C30/37 XC2 XF2 m3 53.62
Jauno starpsienu materialu specifikacija
|F|BO starpsienu bloki 100mm 3MPa |m3 | 41.70
Parapetu paaugstinasana
FIBO sienu bloki 300mm, 3Mpa m3 99
EN 10080 (@6 BS00A siets #100x100 m2 79.63 353.56
LVS EN 206-1 Betons C30/37 XC3 XF2 m3 11.45
Jaunas gaisma Sahtas GM-6 materialu apjoms
EN 10080 (8 B5S00B siets #200x200 m2 8.33 33
EN 206-1 Betons C30/37 XC2 XF2 m3 0.72
Skembas bedres aizbérsanai zem
Papildmateriali |jaunas gaismas $ahtas, fr.20...60mm m3 11.00
ParsedZu materialu specifikacija
P-1(2gab.) |EN 10163-3: 2004 |UPN 140, S355, L=1600mm gab. 4 6.4m 25.6 102.4]
5 Vitnustienis M16, 8.8, L=360mm gab. 10
Térauda loksne 60x5, $235, L=300mm |gab. 10 3m 0.71 7.07
P-2 (24gab.) Térauda lenkis 70x5, $235, L=1650mm |gab. 48 79.2m 8.88| 426.10
EN 10024
24
P-3(3gab.) FIBO Keramzitbetona starpsienu parsedze gab. 3
100(b)x185(h), L=1490mm
P-4 (3gab.) FIBO Keramzitbetona starpsienu parsedze gab. 3
100(b)x185(h), L=1790mm
Demontéjamo elementu bivgruzu apjoms
Kiegel|u starpsienas m3 44.65
Demontéjama atbalstsiena m3 ~30
Aizpildamo ailu materialu apjoms ar mala kiegeliem
mala kiegeli (var pielietot no
jaunizveidojamam ailam demontétos |m3 4.00
kiege|us
A Papildinats un labots materialu apjoms M.MUSA 17.01.2019.
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PIEZIMES:

1. Griezumu 1-1 skatit lapa BK-I11-9i.
2. Kopéjo materialu apjomu skatit lapa BK-III-7i.
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Pasutitajs

Objekts:
"Siguldas 1.pamatskola — 4.karta”
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Buvprojekta vaditajs
Bivprojekta BK dalas vaditajs
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Sigulda, Siguldas novads

Grupa - 003 Grunts — 0729

BP
BK

AIGARS TERESKO/ /
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1. Visparigie raditaji

Kopéjie dati
SIGULDAS 1.PAMATSKOLA PBrieza iela 105, Sigulda, Siguldas novada,
buvprojekts izstradats saskana ar:
e SIA “BUVDIZAINS” izstradato projekta arhitektiras sadalu;
e Pasutitaja projektéSanas uzdevumu;
e LR spéka esoSo likumdoSanu, ka ari citiem saistoSajiem normativajiem
aktiem;
¢ Projektéeta eka atbilst ugunsnoturibas pakapei U2a.

Izmantotie normativi un standarti
Visi izejas dati projektéSanai pienemti péc Latvija spéka esoSiem normativajiem
dokumentiem:
¢ LR Buvniecibas likums;
MK 2014.gada 19.augusta noteikumi nr.500 “Visparigie bavnoteikumi”;
LBN 003-15 - “Bivklimatologija“;
LVS EN 1991-1-1:2006 - ,ledarbes uz konstrukcijam”;
LBN 207-15 - “Geotehniska projektéSana®;
LVS EN 1992 "2. Eirokodekss. Betona konstrukciju projektéSana";
LVS EN 1993 "3. Eirokodekss. Térauda konstrukciju projektéSana";
LBN 205-97 "Mura un stiegrota mara konstrukciju projektéSanas normas”;
LBN 201-15 "Buvju ugunsdroSiba".

2. Buvkonstrukcijas

Ekas visparéjais apraksts

Par relativo augstuma atzimi £0.000 pienemts ékas 1. stava tiras gridas [imenis.

EsoSa éka ir veidota no saliekama dzelzsbetona, mira konstrukcijam. EsoSai
€kai ir trTs stavi. Pie skolas €kas pieslédzas sporta zale.

EsosSas ékas pamati ir veidoti no stabveida pamatiem, cokols no saliekama
dzelzsbetona paneliem. Aréjas pamatu atbalstsienas konstrukcija ir veidota no
marétiem laukakmeniem.

NesoSais €kas karkass ir veidots no saliekama dzelzsbetona kolonnam, sijam
un parseguma paneliem. Aktu zales dala sienas ir veidotas no kiegelu mara.

Starpsienas veidotas no kiegelu mira.
Jumta segums bituma rullveida materials.

Biavlaukuma geologiskie apstakli

Grunts @eologiskie dati nav nepiecieSami projektéjamo blvkonstrukciju
aprékinos. Tiek pienemts, ka grunts nestspéja ir 1.5kg/cm2 un, ka ir smilSainas gruntis.

ledarbes uz ékas konstrukcijam

Bivniecibas vietai ir sekojoSi klimatiskie raksturojumi saskana ar LBN 003-
15 “Blvklimatologija” prastbam:



¢ Normativa sniega slodze — 1.5 kN/m?;

e Lietderiga slodze (skola) - 3.0 kN/m?;

e Fundamentalais véja pamatatrums — netiek nemts véra pie aprékiniem,

e Grunts normativais sasaluma dzilums, kas iespéjams reizi 10 gados —
smilSainas gruntis 138cm.

Parsedzu terauda konstrukcijas

NesoS$as térauda konstrukcijas - térauds S355.

Teérauda konstrukcijas izstradatas BK stadija. Térauda konstrukciju

izgatavotajiem jaiesniedz metala konstrukciju pase.

Metala elementu pretkorozijas aizsardzibu izpildit saskand ar EN ISO 12944

prasibam.

Konstrukciju gruntéSanai pielietot gruntskrasu - kartas biezums 40um.
Konstrukciju krasoSanai izmantot alkida krasu, kartas biezums 80um. Kopé€jais
krasojuma biezums ne mazaks par 120um.

Montazas savienojumi - dal€ji metinati, dal&ji savilkti ar bultskrivém. Metinatos
savienojumus veikt ar rokas metinasanu. Minimalais Suves augstums a=5mm, bet ne
lielaks ka visplanaka elementa biezums. Suves, par kuram nav specialu noradijumu,
izpildit visa metinamo elementu saskares virsma. MetinaSanas kvalitates kontroli veikt
ar 100% vizualo parbaudi (LVS EN ISO 17637:2011 L), nepiecieSamibas gadijuma, ja
vizuald parbaude neizpildas, pielietot arT citas metodes (magnétiska, ultraskanas
parbaude). Visas térauda konstrukcijas japarmeéra objekta un japrecizé izmeri.

Skravju savienojumos lietot B precizitates skraves, DIN 933 cinkota ar stipribas

klasi 8.8.

Parsedzu konstrukcijas nepiecieSams apvilkt ar apmetuma sietu un apmest ar

cementa javu.

Pamati
Pie Siguldas 1.pamatskolai tiek izveidota jauna atbalstsiena perpendikulari

P.Brieza ielai. Eso$a atbalstsiena ir veidota no marétiem laukakmeniem un ta tiek daléji
demontéta. Jauna atbalstsiena tiek izveidota aptuveni 3.6...3.8m attaluma no eso$as
ékas cokola dalas. Atbalstsienai no €kas puses ir izveidots grunts aizbérums Ilidz
atbalstsienas augstakai dalai, savukart no otras puses ir izveidots stavlaukums ar zemaku
grunts limeni.

Tiek izveidoti jauni pamati ara kapném. Viena variantd esoSas kapnes tiek
paredzéts demontét un ta vieta tiek izveidotas jaunas kapnes, otra varianta tiek izveidotas
jaunas térauda kapnes ar jaunu pamatu.

3. Visparigi noradijumi

Ugunsdrosiba

Bavei ir noteikta U2a ugunsnoturibas pakape.
Projektéjamas ékas buvkonstrukciju minimala ugunsizturiba un ugunsreakcijas
klase ir sekojosa:

Pamata atbalstsienai netiek norméts



Celtniecibas organizacijam janodroSina visu buvkonstrukciju minimalas
ugunsizturibas robezas, izmantojot LBN 201-15 "Blvju ugunsdrosiba" prasibam
atbilstoSus materialus.

Terauda konstrukcijas

Terauds S355.

Terauda konstrukcijas izstradatas MK stadija. Térauda konstrukciju izgatavotajiem

jaiesniedz metala konstrukciju pase.

Konstrukciju aizsardzibu veica karsti cinkotas konstrukcijas. Karstas cinkoSanas
kategorija C2, cinka slana biezums ne mazaks par 70 mikrometriem (péc LVS EN ISO
1461:2009).

Montazas savienojumi - savilkti ar bultskrdvém M10...M12 (skrQves pielietotas
konstruktivi). Metinatos savienojumus veikt ar MIG/IMAG pusautomatisko metinasanu.
Minimalais Suves augstums a=6mm, bet ne lielaks ka visplanaka elementa biezums.
Suves, par kuram nav speciadlu noradijumu, izpildit visa metinamo elementu saskares
virsma. MetinaSanas kvalitates kontroli veikt ar 100% vizualo parbaudi (LVS EN ISO
17637:2011 L), nepiecieSamibas gadijuma, ja vizuala parbaude neizpildas, pielietot art
citas metodes (magnétiska, ultraskanas parbaude). Visas térauda konstrukcijas
razoSanas laika ir jasaliek kopa raZzotné un japrecize izmeri.

Uz neso$a ara kapnu ramja tiek uzmontéts nesoSais rezgis (metinats vai preséts),
acs izméri 34x38. Rezgi ir jaiemetina tér.lenki 35x3 pa visu perimetru. Rezgus paredzéts
pieskravet ar specialam stiprindjuma detalam pie nesoSa ramja.

Uz nesosa iekséjo kapnu ramja tiek uzmontéti betona pakapieni. Kapnu laukums
no monolita betona.

Dzelzsbetona konstrukcijas

Betons C30/37, stiegrojums B500B.

Visu stiegrojumu sietu izgatavo$anu veikt, izmantojot sieSanas tehnologiju.
Garenstiegrojuma salaidi veidot ar parlaidumu (ne mazaku par 35d), veidojot to vietas,
kur lieces moments ir minimals. Viena Skéluma drikst salaist ne vairak par 50% no sieta
stiegrojuma. Katra sieta stiegrojuma salaidumus izveidot pamiSus ar minimalu attalumu
starp salaiduma centriem 50d. Gadijuma, ja pielieto gatavus, metinatus stiegrojuma
sietus, stiegrojuma enkurojumu un sietu salaidi izpildit saskana ar LVS EN 1992
"Betona konstrukciju projektésana".

Monolita dzelzsbetona konstrukciju atveidnosana pielaujama tikai tad, kad betons

ir sasniedzis 80%
no projekta paredzétas stipribas. Visi betonésSanas darbi veicami saskana ar LVS EN
206-1:2001, LVS 156:2000, LVS ENV 13670-1:2001 prasibam.

Visparigi noradijumi

Visiem izmantojamiem materidliem ir jaatbilst attiecigas kvalitates sertifikatiem
izmantojama sfera.

Visas atsauces uz materialu un izstradajumu izgatavotajfirmam, kuras noraditas
bavprojekta, liecina tikai par So izstradajumu kvalitates un apkalpoSanas Ilimeni.
Bivprojekta noradito izstradajumu un materialu nomaina ir iespéjama ar citiem tehniski
analogiem izstradajumiem un materialiem, ieprieks to saskanojot ar projekta autoru.



Darbu veikSana pielaujama juridiskam personam, kuram ir licence atbilstoSu

darbu veikSanai.

Visus bavmontazas darbus izpildit, pamatojoties uz buvdarbu uznéméja
izstradato un ar projekta autoru saskanoto "Darbu veikS8anas projektu" (DVP), uz
terauda karkasa montazas laiku paredzét atgaznu un saiSu izveidi karkasa stabilitates
nodroSinasanai.

Pirms buvbedres izveides augsnes karta no apblves laukuma janonem un
aizsargat no apudenosanas.

Zemes darbus veikt saskana ar esoSo projektu un ar LBN 207-15 “Geotehniska
projekteéSana“ prasibam.

Tehniskais projekts izstradats bdvdarbu veikSanai apstaklos, kad vidéja

diennakts temperatira nav zemaka par +5°C. Zemakas temperattras gadijuma

jaievies pasakumi, kas saistiti ar bavdarbu veikSanu ziemas apstaklos.

Pieplles, kuras rodas no montdZas slodzém un materidlu novietoSanas uz
konstrukcijam, nedrikst parsniegt pieptles, kas attiecigajai konstrukcijai ir paredzétas
ekspluatacijas laika.

Veicot buvdarbus, jaievéro "Darba aizsardzibas likums", MK noteikumi Nr. 92
"Darba aizsardzibas prasibas, veicot blvdarbus".

Visas izmainas vai atkapes no projekta saskanot ar projekta autoru.



Siquldas 1.pamastskolas jaunbuvéjamo éku dalu buvkonstrukciju aprékins

1. Projekta pienemtas slodzes

Parslodze uz grunts virsmas €kas puseé tiek pienemta 10kN/m2

2. Pamata atbalstienas griezuma shéma un apréekins
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RETAINING WALL ANALYSIS

In accordance with EN1997-1:2004 incorporating Corrigendum dated February 2009 and the

recommended values

Retaining wall details
Stem type

Stem height

Stem thickness

Angle to rear face of stem
Stem density

Toe length

Heel length

Base thickness

Base density

Height of retained soil
Angle of soil surface
Depth of cover

Depth of excavation

Retained soil properties

Soil type

Moist density

Saturated density

Characteristic effective shear resistance angle
Characteristic wall friction angle

Base soil properties

Soil type

Soil density

Characteristic cohesion

Characteristic effective shear resistance angle
Characteristic wall friction angle
Characteristic base friction angle

Loading details
Variable surcharge load

Cantilever

hstem = 2900 mm
tstem = 250 mm
o =90 deg

Ystem = 25 kN/m3
ltoe = 500 mm
Iheet = 1000 mm
tbase = 300 mm
Ybase = 25 kN/m3
hret = 1800 mm
B =0deg

dcover = 1100 mm
dexc = 200 mm

Medium dense well graded sand
ymr = 21 KN/m3

ysr = 23 KN/m3

¢'rk = 30 deg

6rk = 0 deg

Medium dense well graded sand
b = 18 KN/m?®

C'bk = 0 kN/m?

¢'bk = 30 deg

dbk = 15 deg

dbb.k = 30 deg

Surchargea = 10 kN/m?

Tedds calculation version 2.9.04
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General arrangement

Calculate retaining wall geometry
Base length

Moist soil height

Length of surcharge load

- Distance to vertical component
Effective height of wall

- Distance to horizontal component
Area of wall stem

- Distance to vertical component
Area of wall base

- Distance to vertical component
Area of moist soil

- Distance to vertical component

- Distance to horizontal component
Area of base soil

- Distance to vertical component

- Distance to horizontal component
Area of excavated base soil

- Distance to vertical component

- Distance to horizontal component

Design approach 1

Ibase = loe + tstem + lheet = 1750 mm

hmoist = hsoil = 2900 mm

Isur = lheet = 1000 mm

Xsur_v = lbase - lheel / 2 = 1250 mm

heff = hbase + dcover + hret = 3200 mm

Xsur_h = heff / 2 =1600 mm

Astem = hstem X tstem = 0.725 m2

Xstem = loe + tstem / 2 = 625 mm

Abase = Ibase X thase = 0.525 m?

Xbase = lbase / 2 = 875 mm

Amoist = hmoist X Iheel = 2.9 m?

Xmoist_v = Ibase = (Nmoist X Iheet? / 2) / Amoist = 1250 mm
Xmoist_h = heff / 3 = 1067 mm

Apass = deover X ltoe = 0.55 m?

Xpass_v = Ibase - (dcover X ltoex (lbase - ltoe / 2)) / Apass = 250 mm
Xpass_h = (dcover + hbase) / 3 = 467 mm

Aexc = hpass X ltoe = 0.45 m?

Xexc_v = Ibase - (hpass X ltoex (|base - ltoe / 2)) / Aexc = 250 mm
Xexc_h = (Npass + hbase) / 3 = 400 mm

Partial factors on actions - Table A.3 - Combination 1

Partial factor set

Permanent unfavourable action
Permanent favourable action
Variable unfavourable action

A1
ve =1.35
yef = 1.00

ya=1.50



Variable favourable action

Soil parameter set

Angle of shearing resistance
Effective cohesion

Weight density

Retained soil properties
Design moist density
Design saturated density

Design effective shear resistance angle

Design wall friction angle

Base soil properties
Design soil density

Design effective shear resistance angle

Design wall friction angle
Design base friction angle
Design effective cohesion

Using Coulomb theory
Active pressure coefficient

Passive pressure coefficient

Sliding check

Vertical forces on wall
Wall stem

Wall base

Moist retained soil
Base soil

Total

Horizontal forces on wall
Surcharge load

Moist retained soil

Total

Check stability against sliding

Base soil resistance
kN/m

Base friction
Resistance to sliding
Factor of safety

Overturning check

Vertical forces on wall
Wall stem

Wall base

Moist retained soil
Base soil

Total

yar = 0.00

Partial factors for soil parameters — Table A.4 - Combination 1

M1
v = 1.00
e =1.00
v, = 1.00

Library item Partial factors output

ymr' = ymr /vy = 21 KN/m3

s = ysr /vy = 23 KN/m?3

¢'ra = atan(tan(¢'rk) / y¢) = 30 deg
ora = atan(tan(drk) / y¢) = 0 deg

Yo' =vb /vy = 18 KN/m3

¢'v.a = atan(tan(d'vx) / ys) = 30 deg
db.d = atan(tan(dvk) / y¢) = 15 deg
dbb.a = atan(tan(dob.k) / ve') = 30 deg
C'b.d = C'bk / yo = 0 KN/m?

Ka = sin(o + ¢'ra)? / (sin(a)? x sin(o - 8ra) x [1 + V[sin(¢'ra +
Srd) x sin(¢'r.d - B) / (sin(a - 8ra) x sin(o + B))]1?) = 0.333

Kp = sin(90 - ¢'v.4)? / (SiN(90 + 8b.d) x [1 - \[siN(¢'b.d + Sb.d) X
sin(¢'v.a) / (sin(90 + &b.4))]]%) = 4.977

Fstem = yof X Astem X ystem = 18.1 KN/m

Fbase = yGf X Abase X Ybase = 13.1 KN/m

Fmoist_v = YGf X Amoist X Ymr' = 60.9 kN/m

Fexc_v = yof X Aexc X 7b' = 8.1 KN/m

Fiotal v = Fstem + Fbase + Fmoist v + Fexc_ v = 100.3 KN/m

Fsur h = Ka x ya x Surchargea x hett = 16 kN/m
Fmoist_h = y6 % Ka x ymr' x hei? / 2 = 48.4 KN/m
Ftotal_h = Fmoist h + Fsur_ h = 64.4 KN/m

Fexc_h = yof x Kp x €OS(8b.d) X yb' x (Npass + hbase)2 /2=62.3

Friction = Ftotal_v X tan(abb.d) =57.9 kN/m
Frest = Fexc_h + Firiction = 120.2 KN/m
FoSsi = Frest / Ftotal_h =1.867

PASS - Resistance to sliding is greater than sliding force

Fstem = yof X Astem X ystem = 18.1 KN/m

Fbase = Yot X Abase X Ybase = 13.1 KN/m

Fmoist v = Y6t X Amoist X ymr = 60.9 KN/m

Fexc v = y6f X Aexc x 7b' = 8.1 KN/m

Fiotal_v = Fstem + Fbase + Fmoist_v + Fexc_v = 100.3 kN/m



Horizontal forces on wall
Surcharge load

Moist retained soil

Base soil

Total

Overturning moments on wall
Surcharge load

Moist retained soil

Total

Restoring moments on wall
Wall stem

Wall base

Moist retained soil

Base soil

Total

Check stability against overturning

Factor of safety

Bearing pressure check

Vertical forces on wall
Wall stem

Wall base

Surcharge load

Moist retained soil
Base soil

Total

Horizontal forces on wall
Surcharge load

Moist retained soil

Base soil

Total

Moments on wall
Wall stem

Wall base
Surcharge load
Moist retained soil
Base soil

Total

Check bearing pressure
Distance to reaction
Eccentricity of reaction
Loaded length of base
Bearing pressure at toe
Bearing pressure at heel

Fsur h = Ka x ya x Surchargea x heft = 16 kKN/m

Fmoist h = G x Ka x ymr' x hef? / 2 = 48.4 KN/m

Fexc_h = -yaf x Kp x C0S(8b.d) X yb' x (Npass + hbase)? / 2 = -62.3
kN/m

Fiotal_h = Fmoist h + Fexc_h + Fsur h = 2.1 KN/m

Msur_oT = Fsur_h x Xsur_h = 25.6 KNm/m
MmoistﬁOT = Fmoistﬁh X Xmoist_h = 51.6 KNm/m
Mtotal_oT = Mmoist_oT + Msur_oT = 77.2 KNm/m

Mstem_R = Fstem x Xstem = 11.3 kKNm/m

Mbase_R = Fpase X Xpase = 11.5 KNm/m

Mmoist R = Fmoist v X Xmoist v = 76.1 KNm/m

Mexc_R = Fexc_v X Xexc_v = Fexc_h X Xexc_h = 26.9 kNm/m
Miotal R = Mstem_R + Mbase R + Mmoist R + Mexc R = 125.9
kNm/m

FoSot = Mtotal_R / Mtotai_oT = 1.63

PASS - Maximum restoring moment is greater than overturning moment

Fstem = yG x Astem X Ystem = 24.5 KN/m

Fbase = Y6 X Abase X Ybase = 17.7 KN/m

Fsur v = ya x Surchargeq x lheel = 15 kKN/m

Fmoist_v = YG X Amoist X ymr' = 82.2 kN/m

Fpass v =76 x Apass x yb' = 13.4 KN/m

Ftotal_v = Fstem + Fbase + Fmoist_v + Fpass_v + Fsur v = 152.8 kN/m

Fsur h = Ka x ya x Surchargeq x heft = 16 kN/m

Fmoist h = G x Ka x ymr' x hef? / 2 = 48.4 KN/m

Fpass h = max(-yef x Kp x cos(8b.d) X yb' x (dcover + hbase)? / 2, -
(Fmoist_h + Fsur_n)) = -64.4 kN/m

Fiotai_h = maxX(Fmoist_h + Fpass_h + Fsur_h - Ftotal_v x tan(3bb.q), 0
kN/m) = 0 kN/m

Mstem = Fstem x Xstem = 15.3 KNm/m
Mbase = Fbase X Xbase = 15.5 KNm/m

sur = Fsur v X Xsur v = Fsur_h X Xsur_h = =6.8 KNm/m
Mmoist = Fmoist_v X Xmoist_v = Fmoist_h X Xmoist h = 51.2 KNm/m
Mpass = Fpass_v X Xpass_v - Fpass_h X Xpass_h = 33.4 KNm/m
Miotal = Mstem + Mbase + Mmoist + Mpass + Msur = 108.5 kKNm/m

X = Meotal / Frotal v = 710 mm
€= X-lbase/2=-165mm
load =2 x x = 1420 mm
Qtoe = Fiotal v / lioag = 107.6 KN/m?
Qheel = 0 KN/m?



Effective overburden pressure g = (tbase + dcover) X 1b' =

25.2 KN/m?
Design effective overburden pressure q' =q/yy =25.2 kN/m?
Bearing resistance factors Nq = Exp(n x tan(¢'v.d)) x (tan(45 deg + ¢'v.a / 2))? = 18.401

Nc = (Ng - 1) x cot(¢'b.d) = 30.14
Ny =2 x (Ng- 1) x tan(¢'b.a) = 20.093

Foundation shape factors Sq=1
sy, =1
Ssc=1
Load inclination factors H = Fsur_h + Fmoist_h + Fpass_h = 0 KN/m
V = Fiota_v = 152.8 KN/m
m=2

ig=[1-H/(V + licad x C'b.d x COt(¢'b.4))]™ = 1
iy =[1-H/(V+ lioad x C'b.d x COt(¢'b.d))™* " =1
ic = iq - (1-1iq) / (Nc x tan(¢'b.a)) =1
Net ultimate bearing capacity
Nf = C'b.d X N x S¢ x ic + @' x Ng x 8g x iqg + 0.5 x 1b' X load x Ny x 8y x iy = 720.6 KN/m?
Factor of safety FoSbp = nt / max(Qtoe, Qheel) = 6.7
PASS - Allowable bearing pressure exceeds maximum applied bearing pressure

Design approach 1

Partial factors on actions - Table A.3 - Combination 2

Partial factor set A2

Permanent unfavourable action ve =1.00

Permanent favourable action yoef = 1.00

Variable unfavourable action ya=1.30

Variable favourable action yar = 0.00

Partial factors for soil parameters — Table A.4 - Combination 2

Soil parameter set M2

Angle of shearing resistance vo = 1.25

Effective cohesion e =1.25

Weight density vy = 1.00

Library item Partial factors output

Retained soil properties

Design moist density ymr' = ymr /vy = 21 KN/m3

Design saturated density s = ysr /vy = 23 KN/m?3

Design effective shear resistance angle ¢'ra = atan(tan(¢'rk) / y¢) = 24.8 deg
Design wall friction angle ora = atan(tan(drk) / y¢) = 0 deg

Base soil properties

Design soil density ' =vb /vy =18 KN/m3

Design effective shear resistance angle ¢'v.a = atan(tan(¢'vx) / y¢) = 24.8 deg
Design wall friction angle db.d = atan(tan(dv) / v¢) = 12.1 deg
Design base friction angle dbb.a = atan(tan(dob.k) / vo) = 24.8 deg
Design effective cohesion C'b.d = C'bk / yo = 0 KN/m?

Using Coulomb theory

Active pressure coefficient Ka = sin(o + ¢'ra)? / (sin(a)? x sin(o - 8ra) x [1 + V[sin(¢'ra +
8rd) x sin(¢'rd - B) / (sin(a - 8r.a) x sin(o + B))]1?) = 0.409
Passive pressure coefficient Kp = sin(90 - ¢'v.d)? / (SiN(90 + 8b.d) x [1 - \[siN(¢'b.d + Sb.d) x

sin(¢'v.a) / (sin(90 + &b.4))]]%) = 3.473



Sliding check

Vertical forces on wall
Wall stem

Wall base

Moist retained soil
Base soil

Total

Horizontal forces on wall
Surcharge load

Moist retained soil

Total

Check stability against sliding
Base soil resistance

kN/m

Base friction

Resistance to sliding

Factor of safety

Overturning check

Vertical forces on wall
Wall stem

Wall base

Moist retained soil
Base soil

Total

Horizontal forces on wall
Surcharge load

Moist retained soil

Base soil

Total

Overturning moments on wall
Surcharge load

Moist retained soil

Total

Restoring moments on wall
Wall stem

Wall base

Moist retained soil

Base soil

Total

Check stability against overturning

Factor of safety

Bearing pressure check

Vertical forces on wall
Wall stem

Fstem = yGf x Astem X Ystem = 18.1 kN/m

Fbase = yGf X Abase X Ybase = 13.1 KN/m

Fmoist_v = yGf X Amoist X Ymr' = 60.9 kN/m

Fexc_v = yof X Aexc X 7b' = 8.1 KN/m

Fiotal_v = Fstem + Fbase + Fmoist_v + Fexc_v = 100.3 KN/m

Fsur h = Ka x ya x Surchargea x hett = 17 kN/m
Fmoist_h = ya x Ka X ymr' x hef? / 2 = 44 KN/m
Fiotal_h = Fmoist h + Fsur h = 61 KN/m

Fexc_h = y6f x Kp x COS(8b.d) x b' x (Npass + hvase)? / 2 = 44

Friction = Ftotal_v x tan(8bb.d) = 46.3 kN/m

Frest = Fexc_h + Firiction = 90.3 kN/m

FoSsi = Frest / Ftotal h = 1.48

PASS - Resistance to sliding is greater than sliding force

Fstem = yof X Astem X ystem = 18.1 KN/m

Fbase = yGf X Abase X Ybase = 13.1 KN/m

Fmoist_v = YGf X Amoist X Ymr' = 60.9 kN/m

Fexc_v = yof X Aexc X 7' = 8.1 KN/m

Ftotal_v = Fstem + Fbase + Fmoist_v + Fexc_v = 100.3 kN/m

Fsur h = Ka x ya x Surchargea x heff = 17 kN/m

Frmoist_ h = ya x Ka x ymr' x he® / 2 = 44 KN/m

Fexc_h = -yaf x Kp x COS(8b.d) X yb' x (Npass + hvase)? / 2 = -44
kN/m

Fiotal_h = Fmoist h + Fexc_h + Fsur h =17 KN/m

Msur_oT = Fsur_h x Xsur_h = 27.2 KNm/m
Mmoist_OT = Fmoist_h X Xmoist_h = 46.9 kNm/m
Mtotal_oT = Mmoist_ 0T + Msur o1 = 74.2 KNm/m

Mstem_R = Fstem x Xstem = 11.3 kKNm/m

Mbase_R = Fpase X Xpase = 11.5 KNm/m

Mmoist R = Fmoist v X Xmoist v = 76.1 KNm/m

Mexc_R = Fexc_v X Xexc_v = Fexc_h X Xexc_h = 19.6 KNm/m
Miotal R = Mstem_R + Mbase R + Mmoist R + Mexc R = 118.6
kKNm/m

FoSot = Mtotal R / Mtotal_ot = 1.599

PASS - Maximum restoring moment is greater than overturning moment

Fstem = yG x Astem X Ystem = 18.1 kN/m



Wall base
Surcharge load
Moist retained soil
Base soil

Total

Horizontal forces on wall
Surcharge load

Moist retained soil

Base soil

Total

Moments on wall
Wall stem

Wall base
Surcharge load
Moist retained soil
Base soil

Total

Check bearing pressure
Distance to reaction
Eccentricity of reaction
Loaded length of base
Bearing pressure at toe
Bearing pressure at heel
Effective overburden pressure

Design effective overburden pressure

Bearing resistance factors

Foundation shape factors

Load inclination factors

Net ultimate bearing capacity

Fbase = Y6 X Abase X Ybase = 13.1 KN/m
Fsur v = ya x Surchargeq x lheet = 13 kKN/m
Frmoist v = Y6 x Amoist X ymr = 60.9 KN/m
Fpass v =76 x Apass x 7o' = 9.9 KN/m
Ftotal_v = Fstem + Fbase + Fmoist_v + Fpass_v + Fsur v = 115.1 kN/m

Fsur h = Ka x ya x Surchargeq x heft = 17 kN/m
Fmoist h = G x Ka x ymr' x hef® / 2 = 44 KN/m
Fpass_h = -yaf x Kp x c0s(8b.d) X yb' x (dcover + hbase)2 /2=-59.9
kN/m

Fiotai_h = maxX(Fmoist_h + Fpass_h + Fsur_h - Ftotal_v x tan(dob.q), 0
kN/m) = 0 kN/m

Mstem = Fstem x Xstem = 11.3 KNm/m

Mbase = Fbase X Xbase = 11.5 KNm/m

Msur = Fsur v X Xsur_v = Fsur_h X Xsur_ h = =11 KNm/m

Mmoist = Fmoist v X Xmoist v = Fmoist_h X Xmoist h = 29.2 KNm/m
Mpass = Fpass_v X Xpass_v - Fpass_h X Xpass_h = 30.4 KNm/m
Miotal = Mstem + Mbase + Mmoist + Mpass + Msur = 71.5 KNm/m

X = Miotal / Fiotalv = 621 mm
€= X-lbase /2 =-254 mm
load =2 x x = 1242 mm
Qtoe = Fiotal v / lioad = 92.6 KN/m?
Qheel = 0 KN/m?
g = (tbase + dcover) x b’ =
25.2 kN/m?
q' =q/y, =25.2 kN/m?
Ng = Exp(r x tan(¢'v.d)) x (tan(45 deg + ¢'v.a / 2))? = 10.431
N = (Ng - 1) x cot(¢'b.a) = 20.418
Ny =2 x (Ng - 1) x tan(¢'v.a) = 8.712

Sq=1
sy =1
sc=1

H = Fsur_h + Fmoist_h + Fpass_.h = 1.1 kKN/m

V = Fiotal_v = 115.1 KN/m

m=2

iqg=1[1-H/(V + load x C'b.d x cot(¢'b.a))]™ = 0.981

iy =[1-H/(V + load x C'b.a x COt(¢'b.a))]™* 1) = 0.972
ic = iq - (1 - ig) / (Ne x tan(¢'n.a)) = 0.979

Nf = C'b.d x N x S¢ x ic + @' x Ng x 8g x ig + 0.5 x 1b' X lioad x Ny x 8y x iy = 352.5 KN/m?

Factor of safety

FoSbp = nf / max(Qtoe, Gheel) = 3.806

PASS - Allowable bearing pressure exceeds maximum applied bearing pressure

RETAINING WALL DESIGN

In accordance with EN1992-1-1:2004 incorporating Corrigendum dated January 2008 and the

recommended values

Tedds calculation version 2.9.04



Concrete details - Table 3.1 - Strength and deformation characteristics for concrete

Concrete strength class C30/37

Characteristic compressive cylinder strength fok = 30 N/mm?

Characteristic compressive cube strength fok,cube = 37 N/mm?

Mean value of compressive cylinder strength fem = fok + 8 N/mm? = 38 N/mm?
Mean value of axial tensile strength fetm = 0.3 N/mm? x (fox / 1 N/mm?2)23 = 2,9 N/mm?
5% fractile of axial tensile strength fetk,0.05 = 0.7 X fotm = 2.0 N/mm?2
Secant modulus of elasticity of concrete Ecm = 22 KN/mm? x (fem / 10 N/mm?2)03 = 32837 N/mm?
Partial factor for concrete - Table 2.1N yc =1.50

Compressive strength coefficient - ¢l.3.1.6(1) occ = 1.00

Design compressive concrete strength - exp.3.15  fea = ol x fox / yc = 20.0 N/mm?
Maximum aggregate size hagg = 20 mm

Ultimate strain - Table 3.1 gcuz = 0.0035

Shortening strain - Table 3.1 gcus = 0.0035

Effective compression zone height factor A =0.80

Effective strength factor n=1.00

Bending coefficient k1 K1 =0.44

Bending coefficient k2 K2 =1.25 x (0.6 + 0.0014/gcu2) = 1.25
Bending coefficient k3 Ks =0.54

Bending coefficient k4 K4 =1.25 x (0.6 + 0.0014/ecu2) =1.25
Reinforcement details

Characteristic yield strength of reinforcement fyk = 500 N/mm?

Modulus of elasticity of reinforcement Es = 200000 N/mm?

Partial factor for reinforcing steel - Table 2.1N ys =1.15

Design yield strength of reinforcement fya = fyk / ys = 435 N/mm?

Cover to reinforcement

Front face of stem Csf = 35 mm
Rear face of stem Csr = 35 mm
Top face of base cot =35 mm
Bottom face of base Cob = 75 mm
Loading details - Combination No.1 - kN/m? Shear force - Combination No.1 - kN/m Bending moment - Combination No.1 - kNm/m
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Loading details - Combination No.2 - kN/m?

5.32

9

8.53 fSOQ

90.26 |7188
73.92

12298 188

Check stem design at base of stem
Depth of section

Rectangular section in flexure - Section 6.1

Design bending moment combination 1
Depth to tension reinforcement

x K2))

Lever arm

199 mm

Depth of neutral axis

Area of tension reinforcement required
Tension reinforcement provided

Area of tension reinforcement provided
Minimum area of reinforcement - exp.9.1N

Maximum area of reinforcement - ¢l.9.2.1.1(3)

Shear force - Combination No.2 - kN/m

302

Bending moment - Combination No.2 - kNm/m

-25.5

h =250 mm

M = 59.4 kNm/m

d=h-Csr-sr/ 2 =209 mm

K =M/ (d? x fek) = 0.045

K'=(2 x n x aeelyc)x(1 - A x (8 - K1)/(2 x K2))x(A x (8 - K1)/(2

K'=0.196
K'> K - No compression reinforcement is required
z=min(0.5+ 0.5 x (1-2x K/ (n x o/ yc))*%, 0.95) x d =

x=25x (d—2z) =26 mm

Asrreq = M/ (fyd x z) = 689 mm2/m

12 dia.bars @ 160 c/c

Asrprov = Tt X ¢ / (4 x Ssr) = 707 mm>3/m

Astmin = max(0.26 x fetm / fyk, 0.0013) x d = 315 mm?/m
Asrmax = 0.04 x h = 10000 mm?Z/m

max(Asr.req, Asr.min) / Asr.prov = 0.974

PASS - Area of reinforcement provided is greater than area of reinforcement required

Deflection control - Section 7.4
Reference reinforcement ratio

Required tension reinforcement ratio
Required compression reinforcement ratio
Structural system factor - Table 7.4N
Reinforcement factor - exp.7.17

Limiting span to depth ratio - exp.7.16.a

Actual span to depth ratio

Crack control - Section 7.3
Limiting crack width
Variable load factor - EN1990 — Table A1.1

Library item: Rectangular single output

po = V(fa / 1 N/mm?2) / 1000 = 0.005

p = Asrreq / d = 0.003

p' = Asr2req / d2 = 0.000

Ko = 0.4

Ks = min(500 N/mm? / (fyk x Asrreq / Asr.prov), 1.5) = 1.027

Ks x Kb x [11 + 1.5 x V(fox / 1 N/mm?2) x po / p + 3.2 x \(Ffox / 1
N/mm2) x (po / p - 1)%2] = 14

hstem / d = 13.9

PASS - Span to depth ratio is less than deflection control limit

Wmax = 0.3 mm
y2 = 0.6



Serviceability bending moment Msis = 36.9 kNm/m

Tensile stress in reinforcement Gs = Msis / (Asrprov x Z) = 262.7 N/mm?
Load duration Long term
Load duration factor ki=0.4
Effective area of concrete in tension Acef = min(2.5x (h-d), (h-x)/3,h/2)
Ac.etf = 74625 mm?2/m
Mean value of concrete tensile strength feteft = form = 2.9 N/mm?
Reinforcement ratio pp.eff = Asrprov / Aceff = 0.009
Modular ratio oe = Es / Ecm = 6.091
Bond property coefficient ki=0.8
Strain distribution coefficient k2=0.5
ks=3.4
ks = 0.425
Maximum crack spacing - exp.7.11 Srmax = K3 X Csr + K1 x k2 X K4 X @sr / ppeff = 334 mm
Maximum crack width - exp.7.8 Wk = Sr.max X Max(os — Kt x (foteff / ppeeft) x (1 + ote x ppefr), 0.6
x os) | Es
wk = 0.263 mm

Wk / Wmax = 0.878
PASS - Maximum crack width is less than limiting crack width

Rectangular section in shear - Section 6.2
Design shear force V =54.2 kN/m
Crd,c =0.18 /yc = 0.120
k = min(1 + ¥(200 mm / d), 2) = 1.978

Longitudinal reinforcement ratio p1 = min(Asrprov / d, 0.02) = 0.003
Vmin = 0.035 N"2/mm x k3?2 x &% = 0.533 N/mm?
Design shear resistance - exp.6.2a & 6.2b VRd.c = max(Crd.c x k x (100 N2'mm* x pi x fek) "2, Vmin) x d

Vrd.c = 111.5 KN/m
V / VRrd.c = 0.487
PASS - Design shear resistance exceeds design shear force
Horizontal reinforcement parallel to face of stem - Section 9.6

Minimum area of reinforcement — ¢l.9.6.3(1) Asxreq = max(0.25 x Asr.prov, 0.001 x tstem) = 250 mm?/m
Maximum spacing of reinforcement — cl.9.6.3(2) Ssx_max = 400 mm

Transverse reinforcement provided 10 dia.bars @ 200 c/c

Area of transverse reinforcement provided Asxprov = Tt X dsx? / (4 x Ssx) = 393 mmZ/m

PASS - Area of reinforcement provided is greater than area of reinforcement required

Check base design at toe

Depth of section h =300 mm

Rectangular section in flexure - Section 6.1

Design bending moment combination 1 M =11.3 kNm/m

Depth to tension reinforcement d=h-cob-doo/2=219 mm

K =M/ (d? x fek) = 0.008
K'= (2 x 1 x aeclyc)x(1 - A x (8 - K1)/(2 x K2))x(A x (5 - K1)/(2

x K2))
K'=0.196
K'> K - No compression reinforcement is required
Lever arm z=min(0.5+0.5x (1-2x K/ (n x ac/yc))®5 0.95) xd =
208 mm
Depth of neutral axis x=25x(d—-2z)=27 mm
Area of tension reinforcement required Avb.req = M/ (fya x z) = 125 mm?/m

Tension reinforcement provided 12 dia.bars @ 200 c/c



Area of tension reinforcement provided Abb.prov = Tt X Pob? / (4 x Sbb) = 565 mm2/m
Minimum area of reinforcement - exp.9.1N Abb.min = max(0.26 x fetm / fyk, 0.0013) x d = 330 mm?/m
Maximum area of reinforcement - cl.9.2.1.1(3) Abb.max = 0.04 x h = 12000 mm?/m

max(Abb.req, Abb.min) / Abb.prov = 0.583

PASS - Area of reinforcement provided is greater than area of reinforcement required
Library item: Rectangular single output

Crack control - Section 7.3

Limiting crack width Wmax = 0.3 mm
Variable load factor - EN1990 — Table A1.1 y2 = 0.6
Serviceability bending moment Msis = 8.1 KNm/m
Tensile stress in reinforcement Ss = Msis / (Abb.prov x Z) = 68.9 N/mm?
Load duration Long term
Load duration factor ki=0.4
Effective area of concrete in tension Aceff = min(2.5x (h-d), (h-x)/3,h/2)
Aceff = 90875 mm?/m
Mean value of concrete tensile strength feteft = form = 2.9 N/mm?
Reinforcement ratio Pp.eff = Abb.prov / Aceff = 0.006
Modular ratio oe = Es / Ecm = 6.091
Bond property coefficient ki=0.8
Strain distribution coefficient k2=0.5
ks=3.4
ka = 0.425
Maximum crack spacing - exp.7.11 Sr.max = k3 x Cob + k1 x k2 x ka x dpb / pp.eff = 583 mm
Maximum crack width - exp.7.8 Wk = Sr.max X Max(os — Kt x (foteff / ppeft) x (1 + ote x ppefr), 0.6
x os) | Es

wk = 0.12 mm
Wk / Wmax = 0.402
PASS - Maximum crack width is less than limiting crack width

Rectangular section in shear - Section 6.2
Design shear force V =42.8 kN/m
Crdc =0.18 /yc = 0.120
k = min(1 + ¥(200 mm / d), 2) = 1.956

Longitudinal reinforcement ratio p1 = min(Aob.prov / d, 0.02) = 0.003
Vmin = 0.035 N"2/mm x k32 x f405 = 0.524 N/mm?
Design shear resistance - exp.6.2a & 6.2b Vrd.c = Max(Cra.c x k x (100 N2/mm* x pi x fek)", Vimin) x d

VRd.c = 114.8 kKN/m
V /VRrdc=0.373
PASS - Design shear resistance exceeds design shear force

Check base design at heel

Depth of section h =300 mm

Rectangular section in flexure - Section 6.1

Design bending moment combination 2 M = 25.5 kNm/m

Depth to tension reinforcement d=h-cot- ot/ 2 =259 mm

K=M/(d? x f«) = 0.013
K'= (2 x N x aeclyc)x(1 - A x (8 - K1)/(2 x K2))x(L x (5 - K1)/(2

x K2))
K'=0.196
K'> K - No compression reinforcement is required
Lever arm z=min(0.5+ 0.5 x (1-2x K/ (1 x occ /)5, 0.95) x d =

246 mm



Depth of neutral axis x=25x(d—-2)=32mm

Area of tension reinforcement required Abtreq = M/ (fyd x ) = 239 mm?/m

Tension reinforcement provided 12 dia.bars @ 200 c/c

Area of tension reinforcement provided Abtprov = Tt x dot? / (4 x Sbt) = 565 mm>3/m

Minimum area of reinforcement - exp.9.1N Abt.min = max(0.26 x fetm / fyk, 0.0013) x d = 390 mm?3/m
Maximum area of reinforcement - c1.9.2.1.1(3) Abtmax = 0.04 x h = 12000 mm?2/m

max(Abt.req, Abt.min) / Abtprov = 0.69

PASS - Area of reinforcement provided is greater than area of reinforcement required
Library item: Rectangular single output

Crack control - Section 7.3

Limiting crack width Wmax = 0.3 mm
Variable load factor - EN1990 — Table A1.1 y2=0.6
Serviceability bending moment Msis = 15.9 KNm/m
Tensile stress in reinforcement Gs = Msis / (Abtprov x Z) = 114.5 N/mm?
Load duration Long term
Load duration factor ki= 0.4
Effective area of concrete in tension Acef =min(2.5 x (h-d), (h-x)/3,h/2)
Ac.eif = 89208 mm?2/m
Mean value of concrete tensile strength feteft = form = 2.9 N/mm?
Reinforcement ratio Pp.eff = Abtprov / Aceff = 0.006
Modular ratio oe = Es / Ecm = 6.091
Bond property coefficient ki=0.8
Strain distribution coefficient k2=0.5
ks =3.4
ka = 0.425
Maximum crack spacing - exp.7.11 Srmax = K3 x Cbt + k1 x k2 x ka x ¢t / pp.ett = 441 mm
Maximum crack width - exp.7.8 Wk = Srmax X Max(os — ke x (feteff / pp.ef) x (1 + ole X ppefr), 0.6
x os) | Es

wk = 0.151 mm
Wk / Wmax = 0.505
PASS - Maximum crack width is less than limiting crack width

Rectangular section in shear - Section 6.2
Design shear force V =41.2 KN/m
Crdc=0.18/vyc =0.120
k = min(1 + V(200 mm / d), 2) = 1.879

Longitudinal reinforcement ratio pi = min(Aotprov / d, 0.02) = 0.002
Vmin = 0.035 N"2/mm x k32 x fo9-% = 0.494 N/mm?2
Design shear resistance - exp.6.2a & 6.2b VRd.c = max(Crd.c x k x (100 N&¥mm?* x pi x fo)"3, vmin) x d

VRd.c = 127.9 kN/m
V /Vrd.c = 0.322
PASS - Design shear resistance exceeds design shear force
Secondary transverse reinforcement to base - Section 9.3

Minimum area of reinforcement — cl.9.3.1.1(2) Abxreq = 0.2 x Abb.prov = 113 mm?/m
Maximum spacing of reinforcement — ¢l.9.3.1.1(3)  Sbx_max = 450 mm

Transverse reinforcement provided 10 dia.bars @ 200 c/c

Area of transverse reinforcement provided Abxprov = T X Pox? / (4 x Sbx) = 393 mm2/m

PASS - Area of reinforcement provided is greater than area of reinforcement required



35 afferfla-3s
=y 10 dia.bars @ 200 c/c

horizontal reinforcement
parallel to face of stem

12 dia.bars @ 200 c/c 12 dia.bars @ 160 c/c
12 dia.bars @ 200 c/c

12 dia.bars @ 200 c/c

10 dia.bars @ 200 c/c
transverse reinforcement
in base

Reinforcement details
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3. Parsedzu aprekina shéma

Plataka jaunizbavejama aila ir 900mm plata.

Tatad pienemu So izméru par galveno izejas informaciju parsedzes aprékina.
Aprékina pienemtais térauda profils ir UPN140, S355, kurs ir tiks pielietots visas
parsedzés.

Tas ir darits tapéc, lai nebutu profilu dazadiba. Tiek pienemts, ka visas parsedzés
tiks pielietots viens un tas pats U-veida profils
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Attéls Nr.2 — parsedzu aprékina shéma ékas fasade
lekrasotajos laukumos paraditi divi slogojuma varianti. Pa kreisi parsedze tiek
slogota ar taisnstirveida linearu slodzi, pa labi ar trijstirveida linearu slodzi
(slodzes iedarbiba izvéleta 60 gradi no horizontalas virsmas).

Izvélamies sliktako slogojuma variantu — tas ir taisnstdrveida slodzi.

q = 0.38m x 1.53m (izmérs starp logiem pa vertikali) x 19kN/m3 x 1m=11.05 kN/m

Tatad slogojums uz jaunajam parsedzém ir 11.05 kN/m.



Aprékins ir veikts ar aprékinu programmas palidzibu Tekla TEDDS palidzibu.

STEEL BEAM ANALYSIS & DESIGN (EN1993-1-1:2005)

In accordance with EN1993-1-1:2005 incorporating Corrigenda February 2006 and April 2009 and the
recommended values
TEDDS calculation version 3.0.13
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Shear Force Envelope

1450

-11.2

Support conditions
Support A

Support B

Applied loading
Beam loads

Load combinations
Load combination 1

Analysis results

Maximum moment

Maximum moment span 1 segment 1

Maximum moment span 1 segment 2

Maximum moment span 1 segment 3

Maximum moment span 1 segment 4

Maximum shear

Maximum shear span 1 segment 1

Maximum shear span 1 segment 2

Maximum shear span 1 segment 3

Maximum shear span 1 segment 4

Deflection segment 5

Maximum reaction at support A

Unfactored permanent load reaction at support A
Maximum reaction at support B

Unfactored permanent load reaction at support B

Section details
Section type
Steel grade

Vertically restrained
Rotationally free
Vertically restrained
Rotationally free

Parsedzes passvars - Permanent self weight of beam x 1.35

Sienas passvars - Permanent full UDL 11.05 kN/m

Support A

Support B

Mmax = 4.1 kNm
Ms1_segt_max = 3.1 KNm
Ms1_seg2_max = 4.1 KNm
Ms1_seg3 max = 4.1 KNm
Ms1_sega max = 3.1 KNm
Vmax = 11.2 kN
Vs1_segt_max = 11.2 kKN
Vs1_seg2_max = 5.6 KN
Vs1iseg37max =0 kN
Vsi1_segs_max = 0 kN
Smax = 0.3 mm

Ra_max = 11.2 kN
RA_permanent = 8.3 kN
Re_max = 11.2 kN
RB_Permanent = 8.3 kN

2 x UPN 140 (Arcelor)
S355

Permanent x 1.35
Variable x 1.50
Permanent x 1.35
Variable x 1.50
Permanent x 1.35
Variable x 1.50

Mmin = 0 KNm
Ms1_seg1_min = 0 KNm
Ms1_seg2_min = 0 KNm
Ms1_seg3 min = 0 KNm
Ms1_segs_min = 0 KNm
Vmin = -11.2 kN
Vs1_segt_min = 0 KN
Vs1_seg2_min = 0 KN
Vs1_seg3_min = -5.6 kN
Vs1_sega min = =11.2 KN

Smin = 0 mm
RA_min =11.2 kN
RB_min =11.2 kN

From table 3.1: Nominal values of yield strength fy and ultimate tensile strength f, for hot rolled

structural steel

Nominal thickness of element
Nominal yield strength

Nominal ultimate tensile strength
Modulus of elasticity

t = max(tr, tw) = 10.0 mm
fy = 355 N/mm?

fu = 510 N/mm?

E =210000 N/mm?



—»{ 10}«

e 140————————p]

—»{ 10}«

230

Partial factors - Section 6.1

Resistance of cross-sections

Resistance of members to instability
Resistance of tensile members to fracture

Lateral restraint

Effective length factors

Effective length factor in major axis
Effective length factor in minor axis
Effective length factor for torsion

Classification of cross sections - Section 5.5

ymo = 1.00
yv1 =1.00
w2z =1.25

Span 1 has lateral restraint at supports plus quarter points

Ky =1.000
Kz=1.000
Kir.a =1.000
Kirs =1.000

e = V[235 N/mm?2 / f;] = 0.81

Internal compression parts subject to bending - Table 5.2 (sheet 1 of 3)

Width of section

Outstand flanges - Table 5.2 (sheet 2 of 3)
Width of section

Check shear - Section 6.2.6
Height of web
Shear area factor

Design shear force
Shear area - cl 6.2.6(3)
Design shear resistance - ¢l 6.2.6(2)

Check bending moment at span 1 segment 2 major (y-y) axis - Section 6.2.5

Design bending moment
Design bending resistance moment - eq 6.13

Slenderness ratio for lateral torsional buckling
Correction factor - Table 6.6

c=d=97.9 mm
cltw=172xe<=72x¢

c=b-tw-r1=43 mm
c/tr=53xeg<=9x¢

hw=h-2xt =120 mm
1 =1.000
hw/tw<72><8/'l’]

Class 1

Class 1
Sectionis class 1

Shear buckling resistance can be ignored
Ved = max(abs(Vmax), abs(Vmin)) = 11.2 kN
Av=A-2xbxtr+ (tw+r1) x tr= 1007 mm?
VeRrd = Vpira = N x Ay x (fy / V[3]) / ymo = 412.8 kN
PASS - Design shear resistance exceeds design shear force

Meq = maX(abS(Ms1_se92_max), abS(Ms1_seg2_min)) =4.1 KNm

Mcrd =

Mpi,Rd = N x Wiy x fy / ymo = 73 kNm

ke=1
Ci=1/k&=1



Destabilised load condition factor
Curvature factor

Poissons ratio

Shear modulus

Unrestrained length

Elastic critical buckling moment

Slenderness ratio for lateral torsional buckling
Limiting slenderness ratio

Design resistance for buckling - Section 6.3.2.1
Buckling curve - Table 6.5

Imperfection factor - Table 6.3

Correction factor for rolled sections

LTB reduction determination factor

LTB reduction factor - eq 6.57

Modification factor

Modified LTB reduction factor - eq 6.58

Design buckling resistance moment - eq 6.55

D=15
g=1[1-(2/1y)] = 0.947
v=0.3

G=E/[2x(1+v)]=80769 N/mm?
L =1.2 x Ls1_segz = 435 mm
r=CixmxExlz/(L2xg)x V[lw/lz+L2x G x It/ (2 x E
x Iz)] = 458.6 kKNm
AT =D x V(Waiy x fy / Mor) = 0.423
ALto = 0.4
ALt > Aito - Lateral torsional buckling cannot be ignored

d
oLt = 0.76
B=0.75

T =0.5 x [1+ awr x ( AT - ALT0) + B x ALt?] = 0.576
xur = min(1/ [our + V(@2 - B x Ard)], 1, 1/ Ar?) = 0.980
f=min(1-0.5x (1-ke)x [1-2x( AT - 0.8)3, 1) = 1.000
%LT,mod = Min(yLt / f, 1) = 0.980

Mbrd = yLT.mod X N x Wpiy x fy / ym1 = 71.5 kKNm

PASS - Design buckling resistance moment exceeds design bending moment

Check vertical deflection - Section 7.2.1
Consider deflection due to permanent loads
Limiting deflection

Maximum deflection span 1

Siim = Ls1 /400 = 3.6 mm
8 = max(abs(8max), abs(min)) = 0.26 mm

PASS - Maximum deflection does not exceed deflection limit
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SKAIDROJOSAIS APRAKSTS

Pamatskolas izglitibas iestades parbives blvdarbu organizacijas projekts (DOP) izstradats pamatojoties
uz izstradato blvprojektu, tehniskajiem noteikumiem un pasttitaja projektéSanas noteikumiem.

Darbu organizaciju veikt saskana ar spéka esosajiem normativajiem aktiem, nemot véra MK noteikumus
Nr.500 "Visparigie bavnoteikumi", kas nosaka butiskas prasibas blvém ar tas blvniecibas stadijam.

OBJEKTA ATRASANAS VIETA: PulkveZa BrieZa iela 105, Sigulda, Siguldas novads.

Augstuma atzimes: Péc izstradata blvprojekta — par projekta pamatskolas izglitibas iestades parbuves
+0.000 pienemts projektétas ékas tirais gridas limenis, kas atbilst absolltajai augstuma atzimei 103.51
LAS-2000,5.

Pamatskolas izglitibas iestades parblves tiek paredzéta dalit tris kartas, dotais darbu organizésanas
projekts attiecas uz 3.kartas blvniecibas darbiem. Tres$aja karta pirmaja posma paredzéta 2. un 3. stava
parblve un inZeniertiklu izbGve. Fasades un jumta siltinaSana un apdare. Demontét eso$o atbalstsienu
un izbavét jaunu atbalstsienu un izveidot stavlaukumu. Skolas teritorija paredzéts izblveét asfaltsegumu
un brugakmens gajéju ietves, un atjaunot péc nepiecieSamibas asfaltsegumu. Paredzét izblvét
nozogojumu ar vartu atvérumiem.

Otraja posma paredzéts iestradat bruga segumu iekSpagalma, atjaunot esosos brugakmens segumus .
Ka ari péc visiem blvdarbiem labiekartot teritoriju ar labiekartojuma elementiem un apzalumot.

DOP izstradasana izmantoti sekojosi normativie akti:

BUvniecibas likums;

LBN 310 — 14 “Darbu veikSanas projekts”;

MK noteikumi Nr.500 “Visparigie bdvnoteikumi”;

MK noteikumi Nr.529 , Eku bavnoteikumi”;

LBN 201 — 15 ,,Bivju ugunsdrosiba”;

LBN 008-14 ,InZeniertiklu izvietojums”;

LBN 202 — 15 “Bivprojekta saturs un noformésana”;

MK noteikumi Nr. 660 (02.10.2007.) “Darba vides iek$éjas uzraudzibas veikSanas kartiba”;
MK noteikumi Nr.238 (01.09.2016.) ,,Ugunsdrosibas noteikumi”- izdoti saskana ar
Ugunsdrosibas un ugunsdzésibas likuma 12. pantu.

10. MK noteikumi Nr. 92 (01.03.2003.) “Darba aizsardzibas prasibas, veicot blvdarbus”;

11. MK noteikumi Nr.113 (13.02.2010.) “Kravas celtnu tehniskas uzraudzibas kartiba”;

12. MK noteikumi Nr.400 (07.09.2002.) ,,Darba aizsardzibas prasibas drosibas zimju lietosana”;
13. MK noteikumi Nr.526 (13.12.2002.) , Darba aizsardzibas prasibas lietojot darba aprikojumu”.
14. Visus betonésanas darbus veikt saskana ar LVS EN prasibam: betona konstrukcijas - LVS EN
206-1:2001, LVS 156:2000; Stiegrojums LVS EN 10080:2006; Mira konstrukcijas - LVS EN 771-2;
15. Darba aizsardzibas pasakumi veicami atbilstosi St bavlaukuma darba aizsardzibas un
ugunsdrosibas planam. Ja Saja plana, kada joma nav noteiktas konkrétas prasibas, tad galvenais
blvuznéméjs darbus organizé, ievérojot LR “Darba aizsardzibas likumu” un ta grozijumus;

16. Visiem apdares materialiem jaatbilst LR noteiktajam ugunsdrosibas un sanitarajam normam,
ka ar tiem jabat sertificetiem LR likumdosanas noteiktaja kartiba.

VISPARIGI NORADIJUMI

Darba aizsardzibas pasakumi veicami atbilsto$i 1 bUvlaukuma darba aizsardzibas un ugunsdrosibas
planam. Ja Saja plana, kada joma nav noteiktas konkrétas prasibas, tad galvenais bdvuznémeéjs darbus
organizé, ievérojot LR “Darba aizsardzibas likumu” un ta grozijumus.

LooNOULEWN R

Visiem pielietotiem materialiem jaatbilst LR noteiktajam ugunsdrosibas un sanitarajam normam, ka ari
jabat sertificeétiem LR likumdoSanas noteiktaja kartiba.

Darbu kvalitates kontrole javeic saskana ar autoruzraudzibu, tehniskas uzraudzibas nodrosinasanu
atbilstosi LR Visparigo blvnoteikumu prasibam.
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Visiem apdares materialiem jaatbilst LR noteiktajam ugunsdrosibas un sanitarajam normam, ka ari tiem
jabat sertificétiem LR likumdoSanas noteiktaja kartiba.

DOP MERKIS:

1. Bdvniecibas laika nodrosinat baves dalu tehnologiski pareizu izstradi.

2. Parbdves realizacijas laika nodrosinat blves vai tas dalu mehanisko stipribu un stabilitati.

3. Ugunsdrosibas pasakumu nodrosinajums buves celtniecibas darbu veikSanas laika, lai
ierobezotu uguns un dimu rasanos, ka ar izplatisanos bave.
Nodrosinat mehanismu, iekartu un aprikojumu drosibu.
Visus darbus veikt, nodrosinot darba aizsardzibas prasibas.
Novérst esoso inZenierkomunikaciju bojajumus bavdarbu veiksanas laika.

7. lespéjami saglabat esoso dabigo vidi.
VISPAREJIE UN SPECIALIE BOVNIECIBAS APSTAKLI
Ta ka bivobjekts atrodas no vienas puses tiesa dzivojamo éku tuvuma, pirms bdvdarbu uzsak$anas un
to laika Galvenajam blvuznéméjam jakomunicé ar apkartéjo éku iedzivotajiem un Tpasniekiem par
bilvniecibas procesa paredzamajiem apgritinajumiem un ierobezojumiem, nepiecieSamibas gadijuma
vienojoties par kompromisu.

o v ks

Ipasa uzmaniba un plano$ana japievérs darbiem, kuru procesa rodas paaugstinats troksnis, putek|i vai
smakas, ka arl, ja darbi planoti diennakts tumsaja laika, tie nedrikst traucét iedzivotaju naktsmieru
(troksnis, gaisma, putekli, smakas).

VISPAREJS DARBINIEKU PIENAKUMU UN ATBILDIBAS APRAKSTS
Pienakumus var uznemties viena vai vairakas personas atbilstosi likumdos$anas prasibam.
Atbildigais Bavdarbu vaditajs (ABV)

- Bavdarbu vadiSana un uzraudziba atbilstosi LBN;

- Darbu kvalitates kontrole saskana ar LR Visparéjo blvnoteikumu prasibam;
- A/Uun Galvena Bivuznéméja darbu koordinésana bavlaukuma;

- atbildigais par darba drosibu, uguns drosibu, droSu kravu parvietosanu,

- bdvniecibas procesam nepiecieSamo materialu un mehanismu pasttisanu;
- segto darbu pienemsana ar aktu;

- atbildigais par blvdarbu Zurnala aizpildisanu;

- meénesi izpildito darbu pienemsana no autoruzrauga;

- izpildito darbu nodosana Pastitajam.

Blvdarbu vaditajs (BV)
- darbu uzraudziba konkrétiem darbiem;
- materialu pasttisanu un pienemsanu objekt3;
- projekta dokumentacijas aprite objekta un atsevisku darbu vadisana un uzraudziba;
- objekta lietvedibas kartosana.

Darba aizsardzibas koordinators (DAK)

- kopa ar projekta vaditaju un bavdarbu vaditaju izstradat darba aizsardzibas planu;
- nodrosinat Blvobjekta darba aizsardzibas visparéjo principu Istenosanu, kontroli atbilstosi
Darba aizsardzibas likumam ar MK noteikumu grozijumiem.;
- koordinét darbuznéméju sadarbibu darba aizsardzibas jautajumos, lai novérstu nelaimes
gadijumus darba un arodslimibas, nodrosinat savstarpéju informacijas apmainu;
- informét projekta vaditaju, blvdarbu vaditaju par ikvienu svarigu notikumu, kas var ietekmét
blvprojekta realizésanu.
BUVDARBU SAGATAVOSANAS DARBU APRAKSTS
Darbu organizéSanas projekts ir shematisks, to precizé blvuznéméjs, atbilstoSi sevis izvélétai
bdvniecibas tehnologijai, pieejamiem mehanismiem u.c. specifikai. Darbuznéméjs precizé DOP,
nesamazinot darba un ugunsdrosibas prasibas un neapdraudot vidi.
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BUVLAUKUMA NOROBEZOSANA

Pirms bidvdarbu uzsak$anas, saskana ar DOP-IlI-2 lapas risinajumiem pret PulkveZa Brieza ielu tiks
izvietota blvtafele ar likumdosana noteikto informaciju. Tresas kartas esoSais pagaidu mobilie Zoga
posmi tiek parvietoti saskana ar DOP-III-2 lapas risindjumiem. Ta ka blvlaukums ir daléji ierobezots ar
esoSajiem Zoga posmiem, bet vietas, kur nepiecieSams jaieriko pagaidu nozogojums. Mobilais metala
,BEKAERT” tipa sistémas pagaidu Zogs 1,8 m augstuma (bez raksanas darbiem);

Galvenais blvuznéméjs organizé/nodrosina blvlaukumu ta, lai novérstu nepiederosu personu iek|Gsanu
blavlaukuma. Blvdarbu veikSanas laika Generaluznéméjs ir tiesigs mainit blavlaukuma pagaidu
nozogojuma tipu (materialu un sistému), ieprieks to saskanojot ar PasGtitaju.

APSARDZES SISTEMAS IZVEIDE

Bdvuznémeéjs bavlaukuma nodrosina ar darbu izpildi saistito materialo véertibu fizisko apsardzi. Pie
esosas €kas tiks saglabata esosSa piebraukS$ana un to kartiba paredzéts izmantot ari bUvniecibas
vajadzibam. Skolas iekSpagalmu un priekSpagalmu paredzéts izmantot blvniecibas vajadzibam. Tur tiks
izvietotas pagaidu blves un u.c. bdvniecibas saistito lietu. Kur pie noZogojuma paredzéts uzstadits vienu
apsardzes konteinertipa éku.

Bdvlaukuma apsardze nodroSina nepiederoSu personu (t.i. personu bez specidlas caurlaides)
neieklaSanu bavlaukuma teritorija, ka arT veic ienakoso/izejoso materialu, elektroinstrumentu un iekartu
registraciju Tpasi iertkota dezirzurnala un kontroli.

Mazgabarita blvmateriali un instrumenti tiek uzglabati parvietojama noliktavas konteineri, kurs tiek
slegts laika, kad bUvdarbi teritorija nenotiek.

PAGAIDU CELI

Pie esosas ékas piebrauksana un gajéju kustiba tiek slégta un teritorija tiek paredzéta bdvniecibas
vajadzibam. Uz blvniecibas laiku planots izveidot pagaidu iebrauktuvi no Pulkveza Brieza ielas aizklajot
esoSo cela zimi. Pa Pulkveza Brieza ielas iebrauktuvi organizéjama blvmasinu un blvmaterialu piegade
un izve$ana, savukart, no otras pagaidu iebrauktuves no Lauktehnikas ielas puses, kur ieklG3ana tiek
organizéta péc pieprasijuma pie apsardzes darbinieka.

Bdvniecibas tehnikas kustiba organizéjama pa esosiem celiem un laukumiem.

Transportlidzek|u brauksanas atrums teritorija nedrikst parsniegt 5 km/h, ka ar7 kustiba bdvlaukuma un
ta pievadcelos organizéjama atbilstosi visparéjo celu satiksmes noteikumu prasibam. EsoSo celu un
laukumu segumi péc bavniecibas darbiem tiks sakartoti sakotnéja stavokli visu tris blvniecibas kartu
ietvaros.

SAGLABAJAMO STADIJUMU AIZSARDZIBA
Saskana ar projekta risinajumiem, paredzéta tris esoSo koku izcirsana.
Bavdarbu laika:

- Koka stumbru apliek ar delu vairogu 2,5 metru augstuma nebojajot koka mizu un zarus, bet
koka saknu sistémas teritorija uzber 20 centimetrus biezu grants vai Skembu slani, kuru lielu
slodZu gadijuma nosedz ar térauda platném (2.zimejums);

- Jadarbu veikSanas gaita koka saknes tiek bojatas, bojato saknu galus rlpigi nolidzina un
transeju piepilda ar baribas vielam bagatu augsni (1. un 3.zZiméjums);

- Ja koka apkartéjas grunts limenis tiek batiski paaugstinats vai pazeminats, visapkart kokam
veido reljefa mainas atbalstsienu (ne vairak ka 80 centimetru augstuma) (4.un 5.zZimejums); par
batisku grunts limena pazeminasanu vai paaugstinasanu tiek uzskatita augsnes slana biezuma
izmaina vairak ka par 20 centimetriem.

- Jakoku zari vai zaru grupa traucé blvkonstrukciju un aprikojuma transportésanai, tad
traucéjosu koku zaru ir jaatliec mala vai japievelk pie stumbra. Koku zaru liekSanu javeic
specializétajai organizacijai, ar kuru ir noslégts ligums par koku saglabasanu;
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- Péc bivdarbu beigam nepiecieSamibas gadijuma ir javeic koku vainagu sakopsana.

KOKA STATN

M
™\ Y e STIEPLU PINUMS

AV,

IEPRIEXSEJAIS GRUNTS
Linems

EPRICKSEIAIS GRUNTS LIMENS I

MATERIALU UN INSTRUMENTU (KRAUTNU) IZVIETOSANA

Mazgabarita materialu un instrumentu noliktava iekartojama parvietojama noliktavas konteinert, ka ari
tiek veidotas nelielas lielgabarita materialu krautnes bavliaukuma (skat. DOP-IV-2). Piegadato materialu
glabasana notiek saskana ar materialu glabasanas noteikumiem.

Saskana ar blvniecibu netiek planota ilgstosa lielu materialu uzglabasana objekta teritorija. Lidz ar to
darbu organizacija javeido ta, lai darbu process veidotos pa posmiem un nebUtu nepiecieSams veidot
lielus materialu uzkrajumus bavlaukuma. Pienemot materialus objekta, uzreiz javeic stingra piegadato
materialu kontrole un nederigie un bojatie materialu uzreiz nostami atpakal materialu piegadatajiem
vai novietojami blvlaukuma teritorija, vieta, kur tie netraucé darba procesam un tos uzreiz, ar nakoso
materialu piegades transportu var jaizved no blvlaukuma. Konstrukciju nokrausanas vietas izlidzina un
noblieté grunti (ja nepiecieSams, ar papildus konstrukcijam, veido horizontalus laukumus). Atsevisku
materialu nokrausanai izmanto atbalsta stendus vai konduktorus, ka ari koka paliktnus.

PAGAIDU INZENIERKOMUNIKACIJU NODROSINASANA BUVNIECIBAS VAJADZIBAM

Bivlaukuma elektroapgade

Bdvlaukuma pagaidu elektroapgadi nodrosina galvenais blvuznémeéjs izbveidojot pagaidu piesléegumu
esosaja eka telpas Nr.10 atrodos$a elektrosadalnes skapja. Jauzstada elektroenergijas uzskaites skaititajs
ar aizsargautomatiku blvdarbu veikSanai nepiecieSamo elektroieri¢u pieslégsanai.

Bavlaukuma pagaidu elektribas apgade izveidojama pa zemes virsmu aizsargcaurulés arpus tehnikas
darbibas zonam. Pagaidu elektroapgades pieslégsanai blvlaukumam, janem véera visu mehanismu un
iekartu nepiecieSamo elektroenergijas jaudu. Elektroietaises un instalacijas vadi tiek markéti ar
atbilstosam drosibas zZimém; pielietot elektrokabelus ar dubulto, gumijoto izolaciju, mitruma un
triecienizturiga izpildijjuma.

Aréjai apgaismosanai izmanto 100W LED starme3us. lek3telpu apgaismo$anai izmanto parvietojamus
LED starmesus. lzveido dubultizolacijas kabelu instalaciju ar zeméjumu. JanodroSina bdvlaukuma
apgaismosanu diennakts tumsaja laika: 200Ix — darbu veikSanas zona, 150Ix — nokrau$anas zona.

Bdvlaukuma Gdensapgade
Sanitari - higiéniskam vajadzibam izmantojams Gdens no esosaja €ka esosa piesleguma centralizétajiem
tikliem.
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Udensvada bivdarbu veik3anas laika nodarbinatie izmanto individudlo dzerama Udens piegadi
mainamos Udens traukos, kurus uzstada bdvlaukuma biroja.

Sadzives sanitari higieéniskam, ka ar1 bdvniecibas procesa vajadzibam izmantotais Gdens tiek novadits
specialos konteineros veicot Gdens attirisanu. Kategoriski aizliegts izmantoto Gdeni novadit augsné.

Sadzives vajadzibam tiek izmantotas parvietojamas biologiskas tualetes, periodiski veicot to
apkalpo3anu, atbilsto$i nodarbinato skaitam. Udensapgades un elektroapgades pagaidu piesléguma
shémas badvlaukumam tiek izstradatas Iidz darbu sakumam DVP, ko izstrada tieSais darbu veicéjs, tas
obligati saskanot ar pastitaju.

ADMINISTRATIVO UN SADZIVES TELPU IERTKOSANA

Nodarbinato sadzives telpas, vadosa personala darba telpas un apsardzes telpas paredzéts izvietot
parvietojama tipa speciali aprikotas blvlaukuma konteinertipa ékas (sk. DOP-III- 2). Konteinertipa ékas
paredzéts otraja posma parvietot uz zemes gabala austrumu pusé péc auto stavlaukuma izbaves, lai
varétu pabeigt iekSpagalma seguma izbdves darbus.

Piegadato materialu apsardzei un apsardzei no nepiederoso personu iek|Gsanas teritorija izvietojama
viena apsardzes telpa, kura tiek uzglabatas 7-8 kiveres objekta kontroles un parraudzibas
apmekléjumiem.

Atbilstosi DOP-III-2 lapas risinajumiem paredzéts iekartot sekojoSas pagaidu ekas:

- Blvdarbu vaditaja biroja konteinertipa éka — 1 gab.;

- Stradnieku sadzives konteinertipa éka — 1 gab.;

- Materialu un instrumentu noliktava konteinertipa éka — 1 gab.;
- Biotualetes — 1 gab., parvietojama.

NepiecieSsamo telpu un sanitaro mezglu skaitu nosaka atbildigais blvuznémeéjs atbilstosi planotajam
darba spéku apjomam un normativu prasibam. Darbu veiksanas laika Generaluznéméjs ir tiesigs mainit
sadzives telpu izvietojumu, ieprieks to saskanojot ar PasGtitaju.

Lidz telpu izmantoSanai tas jaiztira, jaieriko apgaismojums un lokala apkure. NepiecieSamibas gadijuma
uzstadit pagaidu boilerus Gdens uzsildisanai (personigai higiénai) un organizét notekldenu savaksanu
un to nodosanu apsaimniekojosai organizacijai. Uz sadzives telpam organizét blvniekiem atsevisku
drosu eju. Blvuznéméja biroja tiek iertkots sakaru linijas pieslégums, ar kuras palidzibu objekts tiek
nodrosinats ar sakariem un interneta piesléegumu.

Bdvdarbu vaditaja biroja jabut pieejamai sekojosai dokumentacijai un aprikojuma,:

=

Bivatlauja (kopija);
Saskanots buvprojekts;
DVP konkrétaja bridi veicamo blvdarbu izpildei;
Aktualais teritorijas un esosas ékas evakuacijas plans;
Blvdarbu Zurnals;
Autoruzraudzibas Zurnals;
Blvuzraudzibas plans;
Uznéméja liguma kopija;
Atbildiga blvdarbu vaditaja objekta apmekléjuma grafiks;
. Stradajoso saraksts;
. Stradajoso darba laika uzskaites tabula;
. Bavdarbu veiksanas tehniska dokumentacija;
. Bavdarbu veiksanas izpilddokumentacija;
. Darba drosibas un ugunsdrosibas instrukcijas;
. Darba drosibas instruktazas darba vieta Zurnals;
. Darba kartibas noteikumi;
. Ugunsdzésibas aparats (2.gab);
. Pirmas palidzibas aptiecina.
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Blvdarbu veik3anas laika jaievero MK noteikumu Nr. 529 “Eku bavnoteikumi” 7.3.sadalas prasibas
“Blvdarbu veiksanas dokumentacija”

TROKSNU LIMENIS VEICOT BUVDARBUS

Veicot blvdarbus janem véra troksnu robezlielumus, kas ir noteikti MK noteikumu Nr. 16 “Troksna
novértésanas un parvaldibas kartiba” 2.pielikuma, pirms darbu sakuma tos nepiecieSams saskanot ar
Pasatitaju.

TrokSna robezlielumi

Apbuves teritorijas izmantoSanas funkcija Luena Lvakars Loke

(dB(A)) (dB(A)) (dB(A))

Publiskas apbdves teritorija (sabiedrisko un parvaldes 55 50 45
objektu teritorija, tai skaita kultlras iestazu, izglitibas un
zinatnes iestazu, valsts un pasvaldibu parvaldes iestazu

un viesnicu teritorija) (ar dzivojamo apbvi)

BUVDARBU ORGANIZACIJA. BUVDARBU ORGANIZACIJAS VISPAREJIE NOTEIKUMI

Blvdarbi objekta tiek uzsakti péc atzimes sanemsanas blvat|auja par blvniecibas nosacijumu izpildi un
darbu veikSanas projektu (DVP) izstradasanas un saskanoSanas. Saskana ar DVP bdvdarbu gaita
janodrosina buvniecibas normu, darba aizsardzibas prasibas darba vieta un izmantojamas tehnikas
ekspluatacijas instrukcijas drosibas tehnikas noteikumu ievérosana.

Visus blvdarbus veikt sertificétu blvnieku vadib3, sertifikatiem jaatbilst veicamo darbu specifikai. Pirms
tam ar uznéméja vaditaja rakstisku rikojumu tiek norikots atbildigais bdvdarbu vaditajs, atbildigais par
darbu aizsardzibu, ugunsdrosibu un darba aizsardzibas koordinators.

Parblavéjamas ékas funkcija ir pamatskolas izglitibas iestade, nemot véra, ka 3. kartas parblveé paredzétie
risinajumi skar €kas dalu, kur atrodas lielaka dala macibu telpu, nav pielaujama €kas ekspluatacija.
Paredzet tresas kartas darbus veikt skolénu vasaras brivlaika.

BUVGRUZU TRANSPORTESANAS UN SAVAKSANAS ORGANIZESANA

Blvgruzu savakSana paredzéta bdvgruzu konteineros. Par blvgruzu izveSanu pirms blvdarbu
uzsakSanas nepiecieSams noslégt ligumu ar bdvgruzu apsaimniekosanas firmu. Atkritumu
apsaimniekosSanu veikt saskana ar vietéjas pasvaldibas saistoSos noteikumos noteikto atkritumu
apsaimniekoSanas planu. Blvobjekta ir paredzéts izvietot vienu sadzives atkritumu konteineru netalu
no nodarbinato sadzives tepu konteineriem.

- Blvniecibas darbu laika nodrosinat apkartéjas vides aizsardzibu no piesarnoSanas ar
blvmaterialu atkritumiem un naftas produktiem no celtniecibas tehnikas;

- Blvniecibas darbu laika radusos sadzives un bistamos atkritumus savakt Tpasi tam paredzétas
vietas un apsaimiekoSanu veikt atbilstosi “Atkritumu apsaimniekoSanas likuma” 13. un 14.
pantiem, atkritumus nodot atkritumu apsaimniekotajiem, kuri ir sanémusi attiecigo atkritumu
veidu apsaimniekosanas at|aujas;

- Aizliegts sajaukt bdvniecibas un demontazas darbu laika raduSos sadzives un bistamos
atkritumus atbilstosi “Atkritumu apsaimniekoSanas likuma” 16. pantam.

- Saskana ar Visparigajiem blvnoteikumiem, ir jaievéro vides aizsardzibas nosacijumi (5.8. nodalas
172. punkts). Blvdarbi organizéjami un veicami ta, lai kaitéjums videi bltu iespéjami mazaks.
Vides un dabas aizsardzibas, sanitarajas un droSibas aizsargjoslas blvdarbi organizéjami un
veicami, ievérojot tiesibu aktos noteiktos ierobeZojumus un prasibas. Dabas resursu patérinam
jabt ekonomiski un sociali pamatotam.

lzvedot blvgruzus, tos janosedz ar brezentu vai specialu tiklu. Bavuznémeéjam jaizmanto piemérotas
metodes, lai samazinatu un parstradatu bivniecibas procesa raditos atkritumus.
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Atkritumu apsaimniekosana veicama atbilstosi ieteikumiem par videi draudzigu blvniecibu t3, lai netiktu
apdraudeéta cilvéku dziviba un veseliba, ka arT personu manta, un ta nedrikst negativi ietekmet vidi, tai
skaita:

- -radit apdraudéjumu Gdeniem, gaisam, augsnei, ka arf florai un faunai;

- -radit traucéjosus troksnus vai smakas;

- -nelabvéligi ietekmét ainavas un Tpasi aizsargajamas teritorijas;

- -piesarnot un piegruzot vidi.

Bdvniecibas laika blvobjekta jaievéro ddens resursu lietotaja galvenie pienakumi, kas atbilstosi
ieteikumiem par videi draudzigu bavniecibu ir tiesi vai pastarpinati saistiti ar bdvniecibu:

- lietojot Udens resursus, jaievéro tdens objektam noteiktos izmantoSanas mérkus, vides
kvalitates meérkus un kvalitates normativus, atlauju nosacijumus, veselibas aizsardzibas,
blvniecibas noteikumus un citos normativajos aktos ietvertas prasibas;

- nodrosinat tdens kvalitates un kvantitates saglabasanu sava Tpasuma vai lietoSana esosajos
ddens objektos un teritorija;

- veikt visas ar Gdens resursu lietoSanu saistitas darbibas ta, lai nepasliktinatu pazemes un
virszemes ddenu stavokli, nenodaritu kaitéjumu cilvéku veselibai vai videi, ari Udens
ekosisttmam un no tam tiesi atkarigajam sauszemes ekosistémam, ka arT neraditu apstak]us,
kas neveicina plidus vai zemes izkal$anu;

- ieverot citu Gdens resursu lietotaju un tdens objektiem piegulosas zemes pasnieku tiesibas.

AUTOTRANSPORTA KUSTIBA BUVLAUKUMA

Pie esoSas ékas piebraukSana un gajéju kustiba tiek slegta un teritorija tiek paredzéta blvniecibas
vajadzibam. Uz bavniecibas laiku planots izveidot pagaidu iebrauktuvi no Pulkveza Brieza ielas aizklajot
esoso cela zimi. Pa PulkveZa Brieza ielas iebrauktuvi organizéjama blvmasinu un blvmaterialu piegade
un izveSana, savukart, no otras pagaidu iebrauktuves no Lauktehnikas ielas puses, kur ieklGsana tiek
organizéta péc pieprasijuma pie apsardzes darbinieka.

Uz tresas kartas otro posmu bivniecibu skolas teritorija daléji tiks ierobezo piekluve galvenajai skolas
ieejai gajéjiem un masinam.

TEHNOLOGISKAIS UN MONTAZAS APRIKOJUMS OBJEKTA

Objekta janem véra darba aizsardzibas prasibas, lietojot darba aprikojumu un stradajot augstuma
saskana ar MK noteikumiem Nr.526. (13.12.2002.) ,Darba aizsardzibas prasibas, lietojot darba
aprikojumu” un MK noteikumiem Nr. 143 ,Darba aizsardzibas prasibas, stradajot augstuma.”
Bavkonstrukciju un inZenierkomunikaciju iekartu montazas laika visus signalus celtna vaditajam, ka ari
stradniekiem, kas tur atsaites un pienem elementus, drikst dot tikai viena persona, kura vada
konstrukciju pacelS8anas un montazas darbus, kurai ir jabdt ar derigu stropétaja apliecibu.

SLODZES UN KRAUTNES

Veidot koncentrétus kravumus uz parsegumiem ir stingri aizliegts, taja skaita art atkritumu uzglabasana
ir stingri aizliegta. Veidojot krautnes uz parsegumiem, galvenais nosacijums ir neparslogot tos.

Faktiskas slodzes no materialiem blvniecibas procesa un darba vietu ierikoSanas uz parsegumiem
nedrikst parsniegt BK dala noteiktas aprékina slodzes uz konstrukcijam. Detalizétas slodzu shémas
jaizstrada DVP ietvaros.

Nav pieJaujama materialu, blvgruzu koncentréta nokrausana viena vieta uz parsegumiem.
MATERIALU PIEGAZU ORGANIZESANA BUVLAUKUMA

Lielgabarita materialu piegades objekta tiek organizétas nemot véra celtniecibas — montazas darbu
grafiku, lai tiktu nodrosinata kravas izkrausana nekavéjot celtniecibas darbus.

BUVDARBI
Pamatskolas izglitibas iestades parbave tiek paredzeta dalit tris kartas, dotais darbu organizésanas
projekts attiecas uz 3.kartas blvniecibas darbiem. Tresaja karta pirmaja posma paredzéta 2. un 3. stava
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parblve un inZeniertiklu izblve. Fasades un cokola siltinaSana un apdare, jumta siltinasana. RParedzéts
izbavettetustdenskanatizachas-sistému- Demontét esoso atbalstsienu un izbGvét jaunu atbalstsienu
un izveidot stavlaukumu. Skolas teritorija paredzéts izblvétasfaltsegumu un brugakmens gajéju ietves,
un atjaunot péc nepiecieSamibas asfaltsegumu. Paredzét izbGvét noZogojumu ar vartu atvérumiem.
Otraja posma paredzéts iestradat bruga segumu iekSpagalma, atjaunot esosos brugakmens segumus .
Ka ar péc visiem bivdarbiem labiekartot teritoriju ar labiekartojuma elementiem un apzalumot.
Detalizétu bdvdarbu veikSanas grafiku un terminus izstrada bavuznémeéjs un saskano ar Pasatitaju.

IETEICAMA BUVDARBU SECIBA

3.karta parblvéjamas pamatskolas ékas blvniecibas realizacijas process paredz:

Sagatavos$anas darbus:
- Blvlaukuma pagaidu nozogojuma izveide, izvietojot "BEKAERT" Zoga posmus.
- Pagaidu elektribas uzskaites skapja izblve blvniecibas vajadzibam.
- Pagaidu elektribas kabelu izvietoSana.
- Galvenais bUvdarbu veicéjs (Generaluznémeéjs) izstrada kopéjo DVP pa kartam. Katrs specializéto
darbu veicéjs (apaksuznéméjs) - par savu veicamo darbu;
- Starmesu izvietoSana.
- Apsarga telpas novietosana;
- Blvniecibas konteinera izvietoSana;
- Paréja bavlaukuma aprikojuma izvietosana;
- Udens nems$anas vietas ieriko$ana blvniecibas vajadzibam;
- EsoSo saglabajamo koku stumbru aizsargvairogu ierikosana.

Tresaja kartas blvniecibas darbi pirmajam posmam:
- Otra stava telpu parbave;
- Otra stava inzeniertiklu ierikosana;
- Tresa stava telpu parbdve;
- Tresa stava inZniertiklu ierikoSana;
- Fasades, cokola un jumta siltindSana un apdare;
- NoZogojuma ar vartu atvérumiem izbadve;
- NepiecieSamajiem esosajiem inZeniertikliem Zogu trajektorija aizsargcaurules izblve;
- Eso$a asfaltseguma atjaunosana;
- Jaunu asfaltseguma izbUve;
- Atbalstsienas demontaza;
- Atbalstsienas izbGve un auto novietnes izveide;
- Jaunu gajéju ietvju izblve;
Tresas kartas blvniecibas darbi otrajam posmam:
- Skolas iekSpagalma brugakmens seguma izblve;
- Skolas priekSpagalma esosa asfaltseguma atjaunosana;
- Labiekartojuma elementu izbdve;
- Teritorijas labiekartosana un apzalumosana;

BUVNIECIBAS PROCESA IZMANTOJAMIE MEHANISMI:
- Zemes darbiem mehanismus DVP izstrades laika pienems blvuznémé;js;
- Pielietot mazo mehanizaciju: frontalo iekravéju, kompaktiekravéju Bobcat (vai analogs) — 1gab.;
- Kravas auto MAN bivmaterialu piegadei (vai analogs) — 1gab.;
- Materialu novietoSanai mobilais celtnis LIEBHERR LTM 10170 vai analogs- 1. gab.;
- Betonmasu sagatavot betona razosanas mezgla, uz objektu nogadat auto betona maisitaju LTB
12 RO/GL (vai analogs) ar ietilpibu [1dz 9m3, kas ir aprikots ar betona padosanas sistému.

Bdvmasinu kustiba pa blvlaukumu apbives gabala robezas ir attélota DOP -IV—- 2 raséjuma lapa.
BUVDARBU KVALITATES KONTROLE

BUvdarbu kvalitates kontrole ietver:
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- bivdarbu veiksanas dokumentacijas, piegadato materialu, izstradajumu blvdarbu veiksanas
dokumentacijas, piegadato bavizstradajumu un konstrukciju, iericu, mehanismu un lidzigu
iekartu

- sakotnéjo kontroli;atsevisku darba operaciju vai darba procesa tehnologisko kontroli;

- pabeigta (hododama) darba veida vai blvdarbu cikla nosléguma kontroli.

Bdvniecibas kontroli veic bavinspektoru registra registréts bavinspektors, kas ir saskana ar 01.10.2014.
MK noteikumu Nr. 500 “Visparigie bavnoteikumi” XllI. NodaJu “Bdvniecibas kontrole un ekspluatacijas
uzraudziba”.

Autoruzraugs nodrosSina bUvprojekta autora tiesibas istenot bivprojekta autentisku realizaciju daba,
nepielaujot blvniecibas dalibnieku patvaligas atkapes no akceptéta buvprojekta, ka ari saistoSo
normativo aktu un standartu parkapumus blvdarbu gaita. Blvdarbu laika autoruzraugs parbauda
blvobjekta arhitektonisko apjomu atbilstibu blvprojekta arhitektlras risinajumiem, laicigi parbauda
pielietoto konstrukciju, tehnologisko un citu iekartu, bavizstradajumu un materialu atbilstibu
blvprojektam, nepielaujot neatbilstoSu konstrukciju, tehnologisko un citu iekartu, bavizstradajumu un
materialu iestradasanu bave, ja tie nav pilnvertigi aizvietotaji blvprojekta paredzétajiem.

Visu konstruktivo elementu parametriem jaatbilst projekta risinajumiem. Atkapes nedrikst parsniegt
pieJaujamas normas. Ja atkapes parsniedz pielaujamas normas, tad pasakumi, lai to novérst, jasaskano
ar projektétaju.

Veicot kvalitates kontroli, tiek piedavata sekojosa darba shéma:

- Pirms realizacijas uzsaksanas, japrecizé projekta dotie konstrukciju izméri un parametri;
- Kontrole tiek veikta salidzinot realos un projekta dotos izmérus un parametrus;
- Japarbaudamas konstrukcijas un elementi neatbilst projekta dotiem parametriem, jaizstrada
pasakumu plans un tehnologiskie risinajumi neatbilstibu novérsanai;
- Visiizmantojamie materiali ir atbilstosi projektam. Izmantot materialus, kas neatbilst projekta
uzraditajiem, bet ir tiem analogi, pielaujams tikai péc saskanoS$anas ar projektétaju;
Pabeigtos nozimigo konstrukciju elementus un segtos darbus pienem ar Pienemsanas aktu, nav
pielaujama veicamo darbu uzsaksana, ja pasUtitaja un blvuznémeéja parstavji nav sastadijusi un darbu
izpildes vieta parakstijusi iepriekséjo segto darbu pienemsanas aktu. Ja bivniecibas gaitad veidojas
partraukums, kura laika iespéjami ar aktu pienemto segto darbu bojajumi, pirms darbu uzsaksanas
veicama atkartota ieprieks veikto segto darbu kvalitates parbaude un sastadams attiecigs akts.

PasUtitajs saskana ar Visparigo blvnoteikumu 120.punktu bUvdarbu kvalitates kontrolei pieaicina
blvuzraugu un iesniedz blvvaldé blvuzrauga saistibu rakstu (visparigo bdvnoteikumu 8.pielikums).
Blvuzraugs nodrosina PasUtitaja tiesibas un intereses blvdarbu veikSanas procesa, ka ari uzrauga, lai
netiktu veiktas patvaligas atkapes no akceptéta blvprojekta.

Blvuzrauga pienakums ir parbaudit izmantojamo buvizstradajumu atbilstibas deklaracijas,
ekspluatacijas Tpasibu deklaracijas un tehniskas pases, ka ari bavizstradajumu atbilstibu blvprojektam.
Visi bUvprojekta ieklautie blvmateriali, blvelementi un bdvizstradajumi jaiestrada atbilstosi razotaja
deklaracijam un nosacijumiem.

BETONESANAS DARBU KVALITATES KONTROLE

Katram darbu veidam saskana ar LBN 310 — 14 ,Darbu veikSanas projekts” prasibam un, pamatojoties
uz bilves kopéjo DVP, Darbuznéméjs izstrada atsevisku darbu veikSanas projektu. Darbuznéméju
izstradatie DVP jasaskano ar Uznéméju.

Darbu plisma tiek organizéta secigi. Visu konstruktivo elementu parametriem (izmériem, attalumiem,
augstumu atzimém utt.) jaatbilst projekta prasibam. Atkapes nedrikst parsniegt pielaujamas normas,
kas ir noteiktas LVS NE 1992 “2.Eirokodekss. Betona konstrukciju projektésana”. Ja atkapes parsniedz
pielaujamas normas, tad pasakumi, lai to novérstu, jasaskano ar projektétaju. Veicot betonésanas
darbus tiek veikta sekojosu procesu kvalitates kontrole:

- Betona masas pavadosas dokumentacijas kontrole.
- Betona masas vizuala un mehaniska parbaude.
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Blvprojekts izstradats blvdarbu veikSanai apstaklos, kad vidéja diennakts temperatira nav zemaka par
+5°C. Zemakas temperatiras gadijuma jaievie$ pasakumi, kas saistiti ar blvdarbu veiksanu ziemas
apstak|os.

Papildus betonésanas darbu kvalitates kontrole, veicot darbus ziemas apstaklos:

- Tiek kontrolets betona cietésanas rezims;
- Novérojumu rezultatus ieraksta betonésanas darbu Zurnala;
- Betonmasas temperatiru objekta nosaka katrai pienemtajai porcijai.

Lidz darbu uzsaksanai japrecizé projekta dotie izméri un parametri salidzinot realos un projekta dotos
izmérus un parametrus. Ja projekta dotie parametri neatbilst parbaudamajam konstrukcijam un
elementiem ir jaizstrada pasakumu plans un tehnologiskie risindjumi neatbilstibu novérsanai.

Visi izmantojamie materiali, ir atbilstosi projektam. Izmantot materialus, kas neatbilst projekta
uzraditajiem, bet ir tiem analogi, izmantojami tikai péc saskanoSanas ar projektétaju. Katra betonésanas
posma tiek veikta projektéjamo elementu veidnosana, stiegro$ana un betonésana atbilstosi izstradatajai
tehniskajai dokumentacijai, sk. BK dalu. BetonéSanas tehnologisko Suvju (partraukuma vietu)
izvietojumu saskanot ar projektésanas firmu. Atveidnosanu veikt saskana ar BK dalas noradijumiem.

RAKSANAS DARBI

Lidz darbu sakumam celtniekiem izstradat Darbu veikSanas projektu un saskanot ar ekspluatéjosam
organizacijam pasakumus komunikaciju drosai darbibai. Projekta japaredz pielietot standarta kabelu un
caurulu aizsardzibas pasakumus, veidojot Skérsojumus ar citiem inzeniertikliem vai rakSanu darbu
tuvuma. Grunts nostiprinajumam transejas izmanto inventaros transeju atbalsta elementus. Zemes
darbu gaita transejas malas janorobezo ar signala lentu un noradoSam zimém.

Zemes darbu laika pastavigi veikt apbtves zemes gabala blakus esoso éku pamatu monitoringu, ja zemes
darbu laika tiks konstatétas blakus esoSo éku pamatu deformacijas, darbus partraukt un pieaicinat
bdvkonstruktoru, lai pienemt |émumu par turpmako zemes darbu veikSanas tehnologiju un
nepieciesamibas gadijuma par papildus veicamiem pasakumiem esoSo pamatu pastiprinasanai. Darbus
turpinat péc konstruktora noradijumu izpildes.

Blvniecibas ietvaros visu darbu veikSanas laika pastavigi sekot €ku (blvju) nesoSo konstrukciju -
pamatu, sienu, parsegumu tehniskajam stavoklim. Konstatéjot mazakas redzamas deformacijas,
sésanas, plaisu paradisanas, nekavéjoties blvdarbus partraukt. Veikt attiecigus pasakumus konstrukciju
pagaidu nostiprinaSanai un izsaukt projektétaja parstavi, nostiprinasanas risinajumu izstradei.
Novérojamo objektu izvéle tiek veikta vadoties péc to iespéjamas atrasanas jaunblves pamatu sésanas
ietekmes zona. Monitoringa mérkis jaunblves bivdarbu ietekmes novértésana uz esoSajam ekam
bdvniecibas laika, to deformaciju savlaiciga atklasana un pazino$ana. Pirms monitoringa veikSanas ir
nepiecieSams veikt sekojo3o:

- Arsienu vizualo apskati ar mérki noteikt to tehnisko stavokli;

- Arsienu aréja virsma esoso raksturigdko plaisu fotofiksaciju;

- Uz arsienu aréjas virsmas esos$ajam raksturigakajam plaisam gipsa kontrolmarku uzstadisanu
nepiecieSamaja daudzuma un to fotofiksaciju;

- Atzinumu un novérosanas darbu Zurnala sagatavoSana un saskanosSana par augstak minétajiem

darbiem.

Monitoringa  laika  veicama gipSa  kontrolmarku apskate, ar iespéjama parravuma
uzmerisanu.Kontrolmarku apskates dati tiks fikséti darbu Zurnala. Par iespéjamam konstatétajam
nozimigam deformacijam nekavéjoties tiks zinots Generaluznéméjam. Monitoringa termina beigas
paredzéta deformaciju novérojumu (monitoringa) atskaites nodoSana Generaluznémeéjam.
Bdvuznémeéjam vai Kontrolierim javeic kontrolmarkas (uz esoSajam plaisam) novérosana saskana ar
sadu programmu:

- lzrakumu laika 10 m attaluma no ékas - 2 reizes nedéla;
- Grunts blivésanas laika 10 m attaluma no ékas - 2 reizes nedéla.
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- Tiklidz paradas pazimes, par kadas ékas sésanos, Generaluznéméjam jasazinas ar Uznéméju un
Kontrolieri. Ja tiek registréta nosésanas, Uznéméjam japartrauc zemes darbi un jaseko Kontroliera
noradijumiem, lai novérstu talaku sésanos. Generaluznémeéjam javienojas ar Pasatitaju par darbu talaku
turpinasanu.

AREJIE APDARES DARBI
Apdares darbi tiks veikti péc pielietojamo materialu raZotaju rekomendacijam un tehnologijam,
izmantojot paligiekartas un paligierices, kas atvieglo darba veikSanu un ietaupa laiku. NoZzogojuma un
vartu apdares konstrukciju montaza tiks veikta péc razotaja rekomendacijam, izmantojot roku darbu un
attiecigos instrumentus.

IEKSEJIE APDARES DARBI

Apdares darbi tiks veikti péc pielietojamo materialu razotaju rekomendacijam un tehnologijam,
izmantojot paligiekartas un paligierices, kas atvieglo darba veikS8anu un ietaupa laiku. Starpsienu
konstrukciju montaza tiks veikta péc raZotaja rekomendacijam, izmantojot roku darbu un attiecigos
instrumentus. Smagako apdares materialu (sausa maisijuma maisu, metala profilu u.c.) parvietosana
objekta tiks veikta ar vertikalo pacélaja palidzibu un roku darbu.

Veicot ieksSejos apdares darbus gada aukstaja laika, eku iekstelpas jaapsilda. Apsildi ir iespéjams veikt
pieslédzot eku centralizétiem tikliem, vai ir pielaujams pielietot lokalos autonomos silditajus ieprieks
saskanojot to ar atbildigo autoruzraugu.

BUVOBJEKTA NODOSANA EKSPLUATACIJA

Saskana ar blvprojekta risindjumiem un pasGtitaja projektésanas uzdevuma nosacijumiem, blvprojekta
realizacija un nodoSana ekspluatacija ir paredzéta tris kartas. Konkréto blvniecibas kartu blvdarbu
apjoms un robezas ir noraditas blvprojekta attiecigajas sadalas.

blvdarbus paredzéts veikt no janija lidz augustam. Saskana—ar

leteicama visu paredzéto darbu veikSana tris ménesu perioda, bet, nemot véra lielo darbu apjomu,
iespéjama blvniecibas laika parsniegsana. Lidz jauna macibu gada sakumam skola japabeidz visi darbi, kas
traucé macibas, ierobezo €kas izmantoSanu un noslogo jumta un stavu parsegumus. Parsniegtaja
bavdarbu laika iesp&jami tikai fasades siltinasanas un apdares darbi, blvniekam izstradajotDVP, vadoties
un ievérojot DOP-III-6i bavdarbu generalplanu, ka ari skolénu macibu stundu laika grafiku. Laikus saskanot
ar skolas vadibu. Nemt véra papildus ugunsdro$ibas pasakumus, kas noraditi sadala UGUNSDROSIBAS
RISINAJUMI.

Péc treSas blvniecibas kartas pabeigSanas blvuznéméjam janovac visi mehanismi, blvgruzi, kas
raduSies blvniecibas laika, ka no bdvlaukuma, ta ari no tam piegulosas teritorijas, jasakarto visas
ieseguma virsmas, laukumi, zalaji.

Pirms pabeigSanas janotira un jasakarto esosas ékas telpas un citas norobezojosas konstrukcijas. Telpam
jabUt izmazgatam un tiram, jumta notekam iztiritam, visiem logu un durvju mehanismiem,
santehniskajam ietaisém un citam iericém un iekartam jadarbojas atbilstosi tehniskajam prasibam.

4. bdvniecibas kartas ietvaros objekts tiek sagatavots nodosanai, visa tehniska dokumentacija, ékas un
inZeniertiklu horizontalas un vertikalas novietnes parbaudes akti, segto un nozimigo konstrukciju
pienemsanas akti, inZeniertehnisko iekaru pienemsanas un parbaudes akti un protokoli, materialu
atbilstibas deklaracijas un sertifikati, lietoSanas un apkalposanas instrukcijas, akceptéts blvprojekts,
bilvat|auja, Kadastralas uzmérisanas lieta tiek apkopota mapés ar satura raditaju.

Blvobjekts tiek nodots pasGtitdjam saskana ar Blvniecibas likumu (spéka no 01.10. 2014.), MK
noteikumiem Nr. 500 “Visparigie bavnoteikumi” (spéka no 01.10.2014.) MK noteikumiem Nr.529 , Eku
blvnoteikumi” (spéka no 01.10.2014.) un citiem spéka esosiem normativiem aktiem.

DROSIBAS TEHNIKAS PASAKUMI
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Visus darbus javeic atbilstosi valstl noteiktajiem likumdosanas aktiem — Darba likumam, Blvniecibas
likumam, Darba aizsardzibas likumam, ka arT citiem noteikumiem un blvnormativiem, kas reglamenté
blvdarbu veiksanas, darba aizsardzibas un ugunsdrosibas normas.

Visiem stradniekiem jabdt apmacitiem darba aizsardziba, ugunsdrosiba. Stradnieki drikst uzsakt darbu
tikai péc darba aizsardzibas instruktazas sanemsanas. levadinstruktazu sanem, kad nodibina darba
tiesiskas attiecibas, sakotnéjo, atkartoto un neplanoto instruktazu sanem darba vieta.

Ar rikojumu ir janoriko atbildiga persona, kura atbild par celtniecibas darbu drosibu.

Blvlaukuma bistamas zonas un transporta kustibas zonas ierobeZzo ar signallentém, jauzstada
bridinajuma zimes. Diennakts tumsajos periodos pielaujama celtniecibas montazas darbu veikSana pie
darba vietas maksliga apgaismojuma, kas atbilst darba higiénas un drosibas prasibam.

Bdvmaterialu izkrausanu veic, kravu parvietojot vismaz 0,5 m augstuma virs cela sastopamajiem
priekSmetiem, konstrukcijam.

Parejas no vienas darba vietas uz citu jaizmanto ar norobezojumiem aprikoti inventari, parejas tiltini,
kapnu laipas, kapnes. Ejam jabat 0,6 m platam, eju brivajam augstumam jabUt vismaz 1,8 m.

cirvji, lapstas, kaste ar smiltim un Gdens muca. Atbilstosi noteikumiem jabut noteiktam daudzumam
ugunsdzeéSamo aparatu.

Celtniecibas laika ir jaievéro individualo aizsardzibas lidzek|u lietosana.
VIDES AIZSARDZIBAS NOSACIJUMI (saskana ar Visparigiem buavnoteikumiem)

Bdvdarbi ir jaorganizé un javeic ta, lai kaitéjums videi butu iesp&jami mazaks. Vides un dabas resursu
aizsardzibas, sanitarajas un drosibas aizsargjoslas bdvdarbi organizéjami un veicami, ievérojot tiesibu
aktos noteiktos ierobezojumus un prasibas.

Nepielaut apkartnes piegruzosanu ar blvgruziem, piesarnosanu ar atkritumiem. Péc celtniecibas darbu
pabeigSanas bilvgruzi izvedami un nododami parstradei saskana ar saistoSajiem noteikumiem.

Veicot blvniecibu, nav pielaujama grunts un pazemes tGdenu piesarnosana.

BUvlaukuma ir paredzéts LINGO - DRY granulu (vai analogs) sorbenta krajumus naftas produktu
savak$anai. Minimalais sorbenta krajums 20 kg, nepiecieS$amibas gadijuma papildinat.

Dabas resursu patérin$ tiek izmantots ekonomiski. Blvdarbu laika radusos sadzives un bistamos
atkritumus savakt TpaSi tam paredzétds vietas un apsaimniekoSanu veikt atbilstosi “Atkritumu
apsaimniekosanas likuma” 13. un 14. pantiem, atkritumus nodot atkritumu apsaimniekotajiem, kuri ir
sanémusi attiecigo atkritumu veidu apsaimniekoSanas atlaujas. Aizliegt sajaukt blvdarbu laika radusos
sadzives un bistamos atkritumus atbilstosi “Atkritumu apsaimniekosanas likuma” 16. pantam.
Nodrosinat atkritumu (demontazas, bistamo, sadzives) nodoSanu apsaimniekoSanai firmam, kas ir
sanémusas attieciga atkritumu veida apsaimniekosanas atjauju.

Objekta paredzéts ievérot sekojoSos normativos dokumentus: 24.01.2014. MK noteikumi Nr.16
,TrokSna novértésanas un parvaldibas kartiba”; 01.07.2015. MK noteikumi Nr.312 , Noteikumi par
Latvijas bOvnormativu LBN 016-15 "Blvakustika"”; 01.07.2003. MK noteikumi Nr.163 "Par troksna
emisiju no iekartam, kuras izmanto arpus telpam"; Likums "Par ietekmes uz vidi novértéjumu";
02.11.2006. Vides aizsardzibas likums, 12.10.2004. MK noteikumi Nr. 852 “Darba aizsardzibas prasibas
darba ar azbestu”.

Bdvdarbus veikt laika no 7:00 — 21:00. Nodrosinat, lai bdvdarbu laika netiktu parsniegtas troksnu
emisijas pielaujamas veértibas: laika no 7:00-19:00 — 55 dB un no 19:00-21:00 —-50 dB atbilstosi MK
noteikumiem Nr.16 "Trok$nu novertéSanas un parvaldibas kartiba".

Péc blvdarbu pabeigSanas blvobjekta teritorija jaatbrivo no blvgruziem, bdvgruZus jaizved uz
atkritumu novietni, kas saskanota ar pastitaju, vai ar atkritumu apsaimniekoSanas generaluznéméju,
atkariba no liguma nosacijumiem. Blvgruzi savacami un transportéjami slégtos konteineros. Blvdarbu
veikSanas procesa nav pielaujama bilvprojekta neparedzétu stadijumu ierikoSana, ka ari saglabajamo
koku bojasana.
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Dzerama Udens vidéja patérina samazinasana. Efektiva, videi nekaitiga kanalizacijas notekddenu
apsaimniekoSana. Ekonomiska Gdens izmantoSana saimnieciba.

DARBA AIZSARDZIBAS PLANS PROJEKTA IZPILDES POSMA
DARBA DROSIBAS NOTEIKUMI

Visi bavdarbi bdvlaukuma ir veicami stingri ieverojot:

- Darba aizsardzibas likumu;

- MK not. Nr. 92 “Darba aizsardzibas prasibas veicot bavdarbus”;

- MK not. Nr. 238 “Ugunsdrosibas noteikumi”;

- MK not. Nr. 660 “Darba vides iek$éjas uzraudzibas veikSanas kartiba”;

- MK not. Nr. 526 “Darba aizsardzibas prasibas, lietojot darba aprikojumu”;

- MK not. Nr. 400 “Darba aizsardzibas prasibas drosibas zimju lieto$ana”;

- MK not. Nr. 209 “lekartu elektrodrosibas noteikumi”;

- MKnot. Nr. 66 “ Darba aizsardzibas prasibas nodarbinato aizsardzibai pret darba vides
troksna radito risku”;

- MKnot. Nr. 325 “Darba aizsardzibas prasibas saskaré ar kimiskam vielam darba vietas”;

- MKnot. Nr. 950 “Nelaimes gadijumu darba izmekléSanas un uzskaites kartiba”;

- MKnot. Nr. 749 “ Apmacibas kartiba darba aizsardzibas jautajumos”;

- MKnot. Nr. 372 “Darba aizsardzibas prasibas, lietojot individualos aizsardzibas lidzek|us”;

- MK not. Nr. 500 “Visparigie bdvnoteikumi”;

- MK not. Nr. 344 “Darba aizsardzibas prasibas, parvietojot smagumus”.

Objekta ar rikojumu ir jablt nozimétam atbildigam specialistam par darba drosibas noteikumu stingru
ievéroSanu veicot blvniecibas darbus.

Janoriko atbildiga persona, kura sekos, lai bdvniecibas laika bistamaja zona neatrastos nepiederosas
personas. Janoriko atbildiga persona par darba masinu kustibu bGvlaukuma — iebraukSana un
izbrauksana. Vinam ir jakoordiné bivtehnikas un gajéju kustiba buvniecibas laika. ParvietoSanas
blvobjekta teritorija notiek pa atbilstosi iekartotiem/noraditiem parvietosanas un satiksmes celiem.
Parvietojoties objekta teritorija, stingri jaievéro tur izvietotas droSibas zimes un noradijumi, t.sk.,
uzstaditie aizsargnozogojumi. lebraukSana un transporta kustiba bOvobjekta teritorija ir noradita
blvdarbu generalplana.

Objekta janem vera darba aizsardzibas prasibas, lietojot darba aprikojumu un stradajot augstuma
saskana ar MK Nr. 526 (13.12.2002.) ,Darba aizsardzibas prasibas, lietojot darba aprikojumu” un
Ministru kabineta noteikumi Nr. 143 , Darba aizsardzibas prasibas, stradajot augstuma.”

Stingri aizliegts izmantot, un ievest blvlaukuma teritorija bistamas iekartas, kuras nav parbauditas
normativajos aktos paredzétaja apjoma un terminos. lekartam jablit apgadatam ar inspicéSanas
institdcijas izsniegtu tehnikas parbaudes zimi. lekartam jabGt nodrosSinatam ar atbilstoSajam lietoSanas
instrukcijam, drosibas zimém un uzrakstiem. Personalam, kurs ekspluaté bistamo iekartu jabat atbilstosi
apmacitam.

Lidz bavdarbu uzsaksanai, darba zona jauzstada ugunsdrosibas stends, ugunsdzésibas aparati un so
inventaru izmanto$anas noteikumus. Blvlaukuma jabat telefonu vai mobiliem sakariem ugunsdzésibas
un neatliekamas mediciniskas palidzibas izsaukSanai. Pie iebraukSanas vartiem bdvlaukuma ir jabat
uzstadttai buvlaukuma shémai. Smékésana Saja bdvlaukuma ir atlauta tikai noraditaja sméekésanas vieta.

Kimisko VIELU/PRODUKTU UZGLABASANAS VIETAS UN TO IEDARBIBA

Kimisko vielu/produktu uzglabasanai japaredz novietne, kas atbilst kimisko vielu/produktu Tpasibam,
ievérojot DroSibas datu lapas noteiktas prasibas. Ja objekta ir paredzéts izmantot uguns nedrosSus un
spradzienbistamus produktus, par to iepriek$ nepiecieSams informét bavlaukuma vaditaju. Kimisko
vielu/produktu novietnes, piem., konteineri jaapzimé ar atbilstosam drosibas ziméem.
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Ja objekta tiek veikti darbi ar kimiskajam vielam/produktiem, nepiecieSams ievérot so vielu/produktu
Drosibas datu lapas noteiktas prasibas un visparigds darba aizsardzibas prasibas, t.sk., izmantot
noteiktos aizsardzibas lidzek|us. Darbuznémeéju atbildigajam personam par darba aizsardzibu objekta ir
jakontrolé darba aizsardzibas prasibu ievérosanu, veicot darbus ar kimiskajam vielam/produktiem.

DARBI AUGSTUMA

Veicot darbus augstuma jaievero visparigas darba aizsardzibas prasibas:

- -pirms darbu uzsakSanas augstuma, javeic darbinieku instruéSana darba aizsardziba, atbilstosi
paredzamajiem darbiem;

- -japarliecinas par izmantota darba aprikojuma, t.sk., sastatnu un darba platformu drosibu un
piemeérotibu veicamajam darbam;

- -japarliecinas par aizsardzibas lidzek|u (individualo un kolektivo) piemérotibu un drosibu.

Prasibu ievérosanu, veicot darbus augstuma, jakontrolé un jauzrauga darbuznéméju atbildigajam
personam par darba aizsardzibu objekta.

PRASIBAS DARBAM AR SASTATNEM

Ja darbu veiksanai bilvlaukuma nepiecieSams uzstadit sastatnes, darbuznémeéjam janoriko atbildiga
persona par sastatnu montazu, demontazu vai parvietoSanu. Atbildiga persona nodrosina pastavigu
sastatnu atbilstibu droSibas prasibam. Ja objekta uzstaditas sastatnes neatbilst visparigajam drosibas
prasibam un iespéjams var apdraudét objekta esoSo cilvéku drosibu un veselibu, objekta Darba
aizsardzibas koordinators ir tiesigs apturét darbus uz sastatném, lidz neatbilstibas tiks novérstas.

DARBU KOORDINESANA BUVOBJEKTA

Darba aizsardzibas prasibu koordinéSanu blvobjekta veic pasltitaja iecelts Darba aizsardzibas
koordinators. Darba aizsardzibas koordinators veic visparigo darba aizsardzibas pasakumu istenoSanu
blvobjekta, t.sk., piedalas tehnisko un organizatorisko darba aizsardzibas pasakumu koordinésana.
Darba aizsardzibas koordinators organizé blvobjekta stradajoso darbuznéméju savstarpéjo sadarbibu,
uzraugot un kontroléjot darba drosibas, ugunsdrosibas un elektrodrosibas prasibu ievérosanu. Darba
aizsardzibas koordinators veic regularus bivobjekta apmekléjumus, izstradajot Veicamo pasakumu
planus darba aizsardzibas joma.

DARBA AIZSARDZIBAS PASAKUMI

Darba aizsardzibas pasakumi veicami atbilsto$i 1 bUvlaukuma darba aizsardzibas un ugunsdrosibas
planam. Ta ka darbi tiek veikti augstuma un ir saistiti ar paaugstinatu ugunsbistamibu katrai objekta
blvnieciba iesaistitai personai tiek veikta darba aizsardzibas ievadinstruktaza, darba aizsardzibas
instrukcijas darba vieta un ugunsdrosibas instrukcija, un darbinieks ar savu parakstu apliecina, Tpasi Sim
nolikam iekartota Zurnald to, ka ir iepazinies ar darba aizsardzibas un ugunsdroSibas prasibam
bavlaukuma. Instruktdzu / apmacibu veic bilvuznéméja atbildigais blvdarbu vaditajs, saskana ar
Ministru kabineta noteikumu Nr.323 ,Noteikumi par apmacibu darba aizsardzibas jautajumos”
prasibam. Blvlaukuma ir visas nepiecieSamas instrukcijas, kuras atrodas bvlaukuma biroja.

Visi nodarbinatie janodroSina ar atbilstoSiem individualas aizsardzibas [idzekliem, kuri ir ar EC
markéjumu un atbilsto$am lietoSanas instrukcijam (ipasa uzmaniba tiek pievérsta galvas aizsardzibai
(aizsargkiveres) un atbilsto$i darba apavi (ar pédu, purngala aizsardzibu). Blvdarbu vaditajs kontrolé
aizsardzibas lidzek|u pielieto$anu atbilstosi darba aizsardzibas instrukciju, bavlaukuma iek$éjas kartibas
un Ministru kabineta noteikumu Nr.372 ,Darba aizsardzibas prasibas, lietojot individualas aizsardzibas
lidzek|us” prasibam.

DARBA DROSIBA UN KRAVU PACELSANA

Visu konstrukciju un kravu pacelSanu veikt tikai bavlaukuma robeZas. Stingri aizliegts parvietot kravu
zona, kur gaisa atrodas elektrotikli. Aizliegts stradat viena tvériena vairakos posmos, kuros notiek
konstrukciju nostiprinasana vai parvietoSana ar mehanismu palidzibu. Celtna un mehanismu vaditajam
izsniegt norikojumu darbam ierobezZotajos manevrésanas apstak|os, kura ir minéts, ka aizliegts iznest
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kravu arpus bistamas zonas zimes, ka arl aizliegts kravas izvirzijjumam atrasties arpus bdvlaukuma
teritorijas, ka ari aizliegts izvirzit izlieci ar kravu talak ka 3m radiusa no blakus esosas ékas, kur var

atrasties cilveki.

RISKA FAKTORI
Riska faktors Pasakums Atbildiga persona
1 Smags darbs Darba  organizacija — ieviest minimalos | Darba aizsardzibas
(smagumu partraukumus uz 15 min. ik péc 2 stundam specialists, darba
nesana, Darbinieku arpuskartas apmaciba — instruktaza | devejs
stumsana) Apmacit par pareizu smagumu parvietoSanu,
relakséjoSiem vingrinajumiem.
Sekot, lai parnésajot smagumus, tiktu izmantoti | Darba aizsardzibas
individualie aizsardzibas lidzek|i —mehaniskiizturigi | specialists
cimdi, apavi ar neslidosu zoli un metalisku purngalu
2. Psihoemocional | Darba  organizacija — ieviest minimalos | Darba aizsardzibas
a slodze — laika partraukumus uz 15 min. ik péc 2 stundam specialists, darba
trakums, Darbinieku arpuskartas apmaciba — instruktaza | devejs
bistamas Apmacit veikt relakséjosus vingrinajumus
situacijas . - R . -
Veikt periodiskas obligatas veselibas parbaudes
3. Meteorologiskie | Darba  organizacija — ieviest minimalos | Darba aizsardzibas
apstakli (darbs partraukumus uz 15 min. ik péc 2 stundam specialists, darba
arpus telpam) Darbinieku arpuskartas apmaciba un instruktazu | deveéjs
darba drosibas jautajumos.
Veikt periodiskas obligatas veselibas parbaudes
4, Objekta Darbinieku arpuskartas apmaciba un instruktazu | Darba  aizsardzibas
apgaismojuma darba drosibas jautajumos. specialists, darba
apstakli (laika Nodarbinitos nodroginat ar atstarojoam vestém | devejs
apstakli, masinu
apgaismojuma
intensitate)
5. Vibracija un Elektro  un  hidraulisko  dzinéju  plasaka | Darba aizsardzibas
troksnis izmantosana; specialists, darba
Dziné&ju trok$na limena pazeminasana; devéjs
Izmantot iekartas un tehnologijas, kas samazina
skanas un vibracijas pldsmu.
6. Darbs augstuma | Javeic darbinieku instruésana darba aizsardziba, | Darba aizsardzibas
atbilstosi paredzamajiem darbiem; specialists, darba
Japarliecinas  par drofu izmantotd darba | devejs

aprikojumu;

Darbu veic uz stabilas un drosas virsmas;

Veicot darbu augstuma stradniekiem obligati
japiespradzéjas ar drosibas jostam;

Pirms darbu sakuma japarliecinas par aizakésanu
un ieZogosanu iericu izturibu un stabilitati, ka ari
vai var drosi parvietoties
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Darbs ar
aprikojumu un
bistamam
iekartam

stradajosSiem
jaizsledz visas
nepiecieSamie

Ja  rodas avarijas  situacija,
nekavéjoties japartrauc darbs,
darbojosas iekartas un javeic
drosibas pasakumi;

Darbs ar kravas parvietoSanu un montazu atjauts
tikai stradniekiem kuriem ir atbilstosas apliecibas
(stropétaju aplieciba);

Blvlaukuma stropétajiem jabdt signala vestes zala
krasa;

Stradajot ar elektroinstrumentiem japarliecinas
par instrumenta tehnisko stavokli (vads nav
parsists, daksina nav salauzta);

Darbu ar atklato uguni (metinasanas darbi) var
veikt tikai kvalificéts specialists ar atlauju;
Mazoglekla térauda rokas loka metinasanu,
apaks$éja un vertikala stavoklr;

Metinasanas darbu vieta, obligati jaatrodas
ugunsdzeésamajam aparatam, Sos darbu ieraksta
Blvdarbu Zurnala specialaja sadala.

Darba

specialists,

devéjs

aizsardzibas
darba

Ultravioletais un
infrasarkanais
starojums

Japarliecinas par izmantota darba aprikojuma
kvalitati un obligati jaizmanto veicot darbus;

Stradajot ar bistamiem starojumiem izmantot lieto
aizsarglidzeklus, kas pasarga adu un elpu celus no
indigo vielu saskares;

Par darba vides risku novértésanu blvobjekta ir
atbildigi darbuznéméju atbildigas personas par
darba aizsardzibu blvobjekta;

Darba

specialists,

devéjs

aizsardzibas
darba

Elektrotraumas

Aizliegts izmantot elektriskos un pneimatiskos
instrumentus augstuma, kas lielaks par 2,5 m no
atbalsta virsmas;

Atbildigais par darbinieku instruésanu
elektrodro$iba ir attieciga darbuznémeéja vaditajs;

Elektrovadus jaizvieto ta, lai nebltu iespéjama to
bojasana;

Stradajot ar elektroinstrumentiem japarliecinas
par instrumenta tehnisko stavokli (vads nav
parsists, daksina nav salauzta);

Darba

specialists,

devéjs

aizsardzibas
darba

10.

Veselibai kaitigu
materialu
lietoSana, kuru
ietekmei
paklauti
betonétaji,
krasotaji,
metinataji un
apdares darbu
veiceji

Jaievéro drosibas datu lapas noteiktas prasibas un
visparigas darba aizsardzibas prasibas, t.sk.,
izmantot noteiktos aizsardzibas lidzek|us;

Blvdarbos  atlauts izmantot tikai  tadus
bdvmaterialus produktus, kas nesatur vielas, kas
saskana ar LR normativo aktu prasibam ir aizliegtas;

Kimiskas vielas/produkti jauzglaba atbilstosi
Drosibas datu lapas noraditajam prasibam.

Darba

specialists,

devéjs

aizsardzibas
darba
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Veicamie pasakumi

Atbildiga persona

Izpildes termins

1. Apgadat bdvlaukumu ar kantora telpam prieks
blvdarbu vaditajiem.

2. Apgadat kantora telpas ar telefonu, faksu un
interneta pieslégumu.

3. Apgadat stradniekus ar gérbtuvém, roku
mazgasanas telpam ar silto Gdeni, tualete virieSiem un
sievietém, instrumentu noliktavam atbilstosi darba
aizsardzibas un darba higiénas prasibam.

4. Apgadat ar dzeramo Udeni un Udeni darba
procesu vajadzibam.

5. Apgadat nodarbinatos ar individualajiem
aizsardzibas  lidzekliem péc  bdvdarbu  vaditaju
pasutijuma.

6. Apgadat ar aptiecinam 1gab., nepiecieSamiem
medikamentiem.

7. lerikot  laukumus  bdvmaterialu  pagaidu
novietoSanai.

8. Nodros$inat esoSo ugunsdzésibas aparatu

parbaudi, iegadaties jaunus ugunsdzésibas aparatus,
apzimét ugunsdzésibas aparatu atrasanas vietas un
ieregistrét “Ugunsdzésibas aparatu uzskaites zurnala”.

9. Nodrosinat blvdarbu vaditajus ar instruktazas
Zurnaliem:

a) Darba aizsardziba;

b) Ugunsdrosiba;

c) Elektrodrosiba.

10. Nodrosinat blvdarbu vaditajus ar vajadzigajam

instrukcijam darba aizsardziba, ugunsdrosiba un

elektrodrosiba.

11. Nodrosinat apmacibu centros darbu veiksana ar
paaugstinatu bistamibu: stropétajus, elektromontierus.
12. Nodrosinat regularu instruktazu veikSanu darba
vietas:

d) Sakotnéjo instruktazu — pirms darba uzsaksanas;
a) Atkartoto instruktazu;

b) Neplanoto instruktazu — sakotnéjas instruktazas
apjoma;

c) Meérka instruktazu, kad nodarbinatajam iesniedz
norikojumu atlauju.

13. Visas instruktazas darba aizsardziba veikt

atbilstosi MK noteikumiem Nr. 323.

13.1. Nodrosinat instruktazas un nodarbinato
apmacibu ugunsdrosiba MK noteikumi Nr. 238.

13.2.  lepazistinat nodarbinatos blvlaukuma ar Ricibas
planu ugunsgréka izcelsanas gadijuma.

14. Nodrosinat  badvlaukumu  bdvlaukumu  ar
ugunsdzésibas aparatiem un ugunsdzésibas stendiem.
15. Péc autoceltnu uzstadiSanas norobeZot to
bistamas zonas ar drosibas zimém.

16. Parbaudit stropétaju apliecibas terminu, lai ir
derigs.
17. Steidzigi nosQtit uz atestaciju tos, stropétajus,

kuru apliecibas nav derigas.

Atbildigais  blvdarbu
vaditajs

Darba aizsardzibas
specialists

Darba aizsardzibas
specialists

Atbildigais  blvdarbu
vaditajs

Atbildiga persona par
ugunsdrosibu

Pec atzimes
sanemsanas blvatlauja
par blvdarbu

nosacijumu izpildi

Pirms darbu uzsaksanas

Lidz darba
péc profesijas

sakumam

Atbilstosi  rikojumam
par instruktazam

Pirms pielaiz pie darba
nodarbinato
Visa
perioda

blvniecibas
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Atbildigais  bUvdarbu | Uzstadot autoceltnus
vaditajs

Pasakumi darba vieta:

Janem vera, ka uzstadit sastatnes nepiecieSams péc noteiktas instrukcijas vai plana.

Nepielaut patvaligu sastatnu nojaukSanu un uzstadisanu.

Nepielaist pie darba nodarbinatos bez aizsargkiverém, bet ja darbus izpilda augstuma (jumta,
fasades siltindsanas darbi), tad ari bez drosibas jostam.

Nodrosinat darba vietas ar droSibas zimém un uzstadit redzama vieta, kur tas nepiecieSams.
lepazistinat nodarbinatos ar darba riskiem, apstiprinat ar parakstiem.

Uzturet bavlaukuma tirtbu un kartibu, katru dienu darba beigas darba vietas un bdvlaukumu
uzkopt un sakartot, savaktos atkritumus saskirot un ievietot attiecigos blvniecibas, sadzives un
bistamo atkritumu konteineros.

Veicot darbus augstuma, pielaist tikai tos nodarbinatos, kuri ir izgajusi obligato medicinas
parbaudi.

Nodrosinat pietiekoSu apgaismojumu darba vietas, apgaismot braukSanas ceus, transejas gar
cokolu un tikliem, noliktavas un gajeju celinus.

UGUNSDROSIBAS RISINAJUMI PROJEKTA I1ZPILDES POSMA
UGUNSDZESAMO APARATU APREKINS

Parnésajamo ugunsdzésibas aparatu skaitu A un B ugunsgréku klasém nosaka, saskana ar noteikumu
apakSminéta sada kartiba:

Nosaka objektu un objekta ugunsbistamibas limeni

Atbilstosi objekta ugunsbistamibas l[imenim nosaka minimalo ugunsdzésibas aparatu dzéstspéju
uz noteiktu platibu

Noteikto dzéstspejas klases skaitlus dala ar izvéléto ugunsdzésibas aparatu dzéstspéju, lai
noteiktu ugunsdzésibas aparatu skaitu.

Skatit 5. pielikuma 2. tabulu, Ministru kabineta 2016. gada 19. aprila noteikumiem Nr. 238
“Ugunsdrosibas noteikumi”

lzvéletais ugunsdzeésibas aparats PA-6 VALPRO 34A 233 B/C.
Kopéja platiba ékai ir 1778.3 m?

Péc MK noteikumiem Nr. 238 5. pielikuma 2. tabulas noteiktais objekta ugunsbistamibas [imenis — liels.

Uz platibu 951 — 1000 m? objekta ugunsbistamibas limenis ir 334A 1736B. Bet par katriem nakamajiem
250 m2 papildus nodroSina ar 64A 2968B.

Aprékina, cik daudz ugunsdzésibas aparati nepiecieSami A klases ugunsgréku dzésanai:
334/34=9.8, pienem 10

Apreékina, cik daudz ugunsdzésibas aparati nepieciesami B klases ugunsgréku dzésanai:
1736/233=7.8, pienem 8

Aprékina, cik daudz ugunsdzésibas aparati nepiecieSami par katriem nakosajiem 250m2 A
klases ugunsgréeku dzeésanai:

64/34=1.8, pienem 2x4=8 gab.

Aprékina, cik daudz ugunsdzésibas aparati nepiecieSami par katriem nakosSajiem 250m2 B
klases ugunsgréeku dzesanai:

296/233=1.2, pienem 2x4=8 gab.

Pienem lielako skaitu (10+8) 18 gab. ugunsdzésibas aparatus PA-6 VALPRO 34A 233 B/C.
UGUNSDROSIBAS RISINAJUMI
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Nemot véra to, ka bilvdarbi var tikt veikti objekta ekspluatacijas laika, un pamatojoties uz
Ugunsdrosibas noteikumu 42.punkta noradito prasibu, lai nesamazinatu objekta ugunsdrosibu, objekta
nodrosina attiecigus kompenséjoSus ugunsdroSibas pasakumus. KompenséjoSos ugunsdroSibas
pasakumus norada bivobjekta ugunsdrosibas instrukcija.

Ka kompenséjosi pasakumi blvniecibas laika, lai nodrosinatu parblvéjama objekta ugunsdrosibu,
ir nepiecieSams:

- noteikt ugunsbistamo darbu veikSanas kartibu;

- elektroinstalacijas, elektroiekartu un elektroieri¢u izmantosanu un atslégsanu péc darba
beigam;

- kartibu kada tiek veikta ugunsdrosibas instruktaza ar citu komersantu darbiniekiem;

- kartiba kada tiek iedarbinatas nozimigas inZeniertehniskas sistémas;

- darbinieku riciba ugunsgréka izcelS8anas (aizdegSanas) gadijuma, izmantojot objekta
eso30 primaros ugunsdzésibas lidzek|us;

- blvobjektu nodrosina ar ugunsdroSibai lietojamam zimém atbilstoSi Ugunsdrosibas
noteikumu 1.pielikuma noraditajam;

- bavlaukuma iertko piebrauktuvi un caurbrauktuvi ugunsdzésibas transportlidzekliem.
Piebrauktuvi apzimé ar 7.1., 7.2., 7.3. vai 7.4. zZimi atbilstosSi Ugunsdrosibas noteikumu 1.pielikuma
noradrtajam;

- pagaidu blvi un blvmaterialu uzglabasanas laukumu izvietoSana;

- ierobeZot bivdarbu veikSanas zonu, lai nepielautu nepiederosu personu piek|Gsanu
noteiktd darbu veikSanas vieta.

Ugunsbistamie darbi bivobjekta telpds un bivlaukuma veicami atbilstosi Ugunsdrosibas
noteikumu 11.sadalas prasibam. JanodroSina ugunsbistamo darbu vietu kontrole vismaz 4 stundas péc
ugunsbistamo darbu beigam.

Saskana MK noteikumu Nr. 238 “Ugunsdrosibas noteikumi” prasibam, bavlaukuma paredzéts uzstadit
18 pulvera ugunsdzésibas aparatus PA-6 ABC (Dzéstspéja 34A 233B/C) ar spiediena indikatoru.

Sis ugunsdzésibas aparats paredzéts ABC klases ugunsgréku dzé$anai. Paredzéti cietu organiskas
izcelsmes vielu (koka, papira, tekstila u.c.), dazadu viegli uzliesmojosu un degt spéjigu skidumu (benzina,
ellas, tauku, spirtu u.c.), gazu un elektroiekartu zemsprieguma, lidz 1000 V, dzésanai. Aparati paredzéti
lietoSanai mérena un auksta klimata rajonos ar temperatiru no -30° lidz +60°C, izvietojot tos gan telpas,
gan arpus tam un nodrosinot aparatu aizsardzibu pret tieSu saules un atmosféras nokrisnu iedarbibu.

Pulvera daudzums 6 kg, aparata svars: 9,6 kg, darbibas laiks (nepartraukts): 15 sek.

Objekta aparati jaizvieto parskatamas un viegli pieejamas vietas, tieSa ugunsnedrosas vietas tuvuma,
atrasanas vietas apziméjot ar atbilstosam zimém. Ugunsdzésibas stenda izvietojums paredzéts saskana
ar DOP raséjumiem.

Evakuésanas no blvobjekta teritorijas notiek atbilstosi blvlaukuma vaditaja noradijumiem. Evakuéjoties
no telpam, jaievéro tur izvietotas evakuacijas zimes un virzienus. Evakué$anas gadijuma jaievero
visparigas drosibas prasibas. Darba vietas, evakuacijas ejas, un pieejas darba vietam regulari tirit un
uzturét kartiba. Bavobjektu nodroSina ar ugunsgréka izzinoSanas iericém un evakuacijas celiem
nodarbinato evakuacijai. Evakuacijas celus nodrosina ar apgaismojumu.

Ugunsdzésibas transporta piebrauktuves apblves gabalam ir nodroSinatas pa esoSiem celiem no
PulkveZa Brieza ielas un Lauktehnikas ielu puses. Ugunsdzésibas transporta iebrauksana apbdves gabala
teritorija ir nodrosinata caur manuali veramiem vartiem, parvietosanas zemes gabala ir nodroSinata pa
vismaz 3.5m platiem esoSajiem celiem un laukumiem.

Stingri aizliegts parvietot kravu zona, kur gaisa atrodas elektrotikli. Aizliegts stradat viena tvériena
vairakos posmos, kuros notiek konstrukciju nostiprinasana vai parvietoSana ar mehanismu palidzibu.
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Pagaidu bives un blvmaterialu uzglabasanas laukumus izvietojamas ne tuvak par 6 m no blvéjama un
uzblveta objekta, iznemot gadijumu, ja to izvieto pie objekta konstrukcijas, kura buvéeta no
degtnespéjigiem (ugunsreakcijas klase A1) materialiem.

Pamatskolas izglitibas iestades €kas aréja ugunsdzésana nodroSinata no esoSiem ugunsdzésibas
hidrantiem, kas izvietoti uz aréja Gdensvada cilpveida tikliem un atrodas uz skolas priekSpagalma.
Attalums no ugunsdzésibas hidrantiem lidz objektam neparsniedz 200 m. Stkaku informaciju skatit
ugunsdrosibas pasakumu parskata.

Veicot jebkurus darbus blvobjekta, japarliecinas par apgaismojuma pietiekamibu un droSibu.
Apgaismes kermeniem ir jablt droSiem, un tie nedrikst apdraudét cilveku drosibu. Apgaismes
kermeniem ir jabat droSi nostiprinatiem, un nodrosinatiem ar aizsargrezgi. Apgaismes kermenu elektro
vadiem ir jablt drosa izpildijuma, bez bojajumiem un atbilstosi izoletiem. Elektrovadus jaizvieto t3, lai
nebdtu iespéjama to bojasana. Blvobjekta apgaismosanai tiek izmantoti apgaismes prozektori, kas
teritorija tiek izvietoti péc nepiecieSamibas.

Ugunsbistamie darbi blvobjekta telpas un bavlaukuma veicami atbilstosi UgunsdrosSibas noteikumu
11.sadalas prasibam. JanodroSina ugunsbistamo darbu vietu kontrole vismaz 4 stundas péc
ugunsbistamo darbu beigam.

Blvobjekts tiek nodroSinats ar nepiecieSamajam drosibas zimém atbilstosi LR MK noteikumu nr.400
“Darba aizsardzibas prasibas drosibas zimju lietosana” (03.09.2002.) un LVS 446:2003 “Ugunsdrosibai
un civilajai aizsardzibai lietojamas drosSibas zimes un signalkrasojums” prasibam. Ugunsnedros$os
atkritumus (sasmeérétas lupatas u.tml.) jauzglaba noslégtos metala konteineros, kas atbilstosi apziméti
ar drosibas zimém nr.4.1. ,Degosa viela vai ugunsbistama telpa” vai informativu uzrakstu. Darbuznéméjs
ir atbildigs par drosibas zimju izvietoSanu bilvobjekta teritorija. Zimes objekta tiek izvietotas atbilstosi
izveidotajam sarakstam DroSibas zimju sarakts un izvietojums bivobjektos, kura ir noraditas attiecigo
droSibas zimju nosaukums un iesp&jamais izvietojums blvobjekta. Drosibas zimes un attiecigais saraksts
atrodas blvlaukuma vaditaja vagonina. Visiem bivobjekta esosajiem darbiniekiem ir stingri jaievéro
objekta izvietotas droSibas zimes un uzrakstus. Prasibu ievéro$anu un nepiecieSamo pasakumu
organizésanu nodroSina Darba aizsardzibas koordinators projekta izpildes posma.

Ugunsbistamo darbu veicéjam ir jabGt normativajos aktos noteiktaja kartiba ieglta atbilstosa
kvalifikacija, un tas ir speciali instruéts ugunsbistamo darbu veiksanai.

Ugunsbistamo darbu vietas nodrosinat ar ugunsdzésibas lidzekliem atbilstosi Ugunsdrosibas noteikumu
5.pielikuma prasitbam.

Vietu, kur paredzets veikt ugunsbistamo darbu, 5 m attaluma atbrivot no degtspéjigiem materialiem. Ja
vietu, kur paredzéts veikt ugunsbistamo darbu, 5 m attaluma nav iespéjams atbrivot no degtspéjigiem
materialiem, tos aizsargat no aizdegSanas.

Veicot ugunsbistamos darbus, aizliegts:

- metinat, griezt, lodét un karsét konstrukcijas un izstradajumus, ja uz tiem ir nenoZuvusi
degtspéjigu skidrumu parklajumi

- metinat, griezt, lodét un karsét metala daudzslanu konstrukcijas, kas pilditas ar degtspéjigu
(ugunsreakcijas klase C-s2,d1; D-s2,d2; D-s1; E; E-d2; F) siltumizolaciju;

- lietot apgérbu un cimdus ar ellas, taukvielu vai degtspéjigu sSkidrumu traipiem;

- novietot degvielu tuvak par 10 m no ugunsbistamo darbu veikSanas vietas;

- elektrometinasana par atpakalvadu izmantot zeméjuma tiklu, ka art objekta inzeniertiklu un
tehnologisko iekartu metala konstrukcijas.

Evakuésanas no bivobjekta teritorijas notiek atbilstosi blvlaukuma vaditaja noradijumiem. lerikot
evakuacijas izejas. Evakuacijas celus nodrosina ar apgaismojumu.
Evakuacijas celiem izvirza $3adas prasibas:

- tieir viegli atrodami;
- tos neaizsedz ar priekSmetiem un iericém, kas apdraud lietotaju drosibu evakuacijas laika;
- evakuacijas celu un izeju noradém jabat uzlimétam zaJam trafaretam;
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- armatdru, veicot blvniecibas darbus, uzstada pie visam bivniecibas laika izmantojamam
evakuacijas durvim un evakuacijas celu pagriezieniem;
- evakuacijas ceJu noradei jablt labi saskatamai vismaz 20 metru attaluma.

Gaismas kermeniem, armatdrai jadeg pastavigi un sprieguma padeves partraukuma gadijuma
janodrosina evakuacijas norades darbiba ne mazak ka 1 stunda.

Sastadija:
Blvprojekta DOP vaditajs Aigars Teresko




SITUACIJAS PLANS

PIENEMTIE APZIMEJUMI PIENEMTIE APZIMEJUMI
BERZKALNI Nr.p.k. Apzimé&jums Piezime Nr.pk. Apzimajums Piezime
1 -+ Buvtafele (1 gab.) 40 o — — — 2. karta izbvéts sadzives kanalizacijas tikls
2 A Apsarga telpa (1 gab.) 41 % Demontéjama atbalstsiena
Ugunsdrosibas stend ilSu kasti (1 gab. - - _
3 = gunsdroftbas stends ar smilfu kasti (1 gab.) GALVENAS DARBU ORGANIZACIJAS PIEZIMES:
4 Bivgruzu konteineris (3 gab.) 1. Generaluznéméja pienakums ir savlaicigi un pilniba iepazities ar visu projekta
i 0 Sadzives telpas stradniekiem (med.aptieciga, dzéramais adens, bvniecibas dokumentaciju.
S dokumentacija, sadzives telpa stradniekiem) ( 7gab.) 2. Pirms bivdarbu uzsak$anas darba uznéméja pienakums ir bridinat eso$o eku un
Materialu un instrumentu noliiava slégta konteinert (1gab.) zemes Tpasniekus par bivdarbiem atbilstosi spéka esoSai likumdoSanai.
6 | 3‘1 aterialu un instrumentu noliktava siegtd konteinert {1gab. 3. Pirms bavdarbu uzsak$anas darbu uznéméjam likuma paredzétaja kartiba
7 | ﬁ Biroja telpa konteineri (1gab.) jaizstrada bavdarbu veikSanas projekts.
. 4. Visus izmérus un mérkédes pirms konkréto blvdarbu uzsakSanas vai pasttijuma
8 B'Ot_”a_"fte (1 gf’b') izdarisanas parbaudit.
9 Sméekesanas vieta 5. Celtniectbas generaluznéméjs pilna méra ir atbildigs par celtniecibas procesu un
— Dhani 10 Materialu nokrauganas uzglabaganas laukums (63.4 m?) ar to saistitajam izmaksam, termirjiem, kvalitati un droStbu, ka arT pielietojamo
‘ Véjupite izvéleto celtniectbai darbu tehnologiju konkréta projekta realizacija.
\ 11 Beramo materialu atbértne (86.0 m?) 6. Visas atkapes no projekta risinajumiem, ka ari celtniecibas gaita nepiecieSamos
o - . — - — mezglu un risinajumu papildus detalizacijas savlaicigi - pirms darbu uzsak$anas
12 Buvlaukuma pagaidu nozogojums "Bekaert" H=1,8m,parklats ar vai pasiifiiuma izdari$anas - saskanojamas ar projektétaju. Autors saglaba Ir
plévi,inventara Zoga posmi bez rakSanas darbiem(~209.3tm.) bivniecibas likuma paredzétas tiesbas pieprasit objekta realizaciju pac projekta,
13 Varti, platums 4 m (2 gab.) ka art iespéju apstadinat bavdarbus likuma paredzétaja kartiba.
14 < Bavtehnikas parvietosanas trajektoria teritorija 7. Projekta neapskatitos jautajumus risinat saskana ar spéka esosajiem
- - - L - bdvnormativiem un prasibam
) 15 Bavlaukuma pagaidu elektribas apgade aizsargcaurulés
izveidota pa zemes virspusi. Pieslégums no eso$a piesleguma NORADLIUMI
16 Esosas parblvéjamas &kas dala Il un IV karta 1. Buvdarbi jauzsak péc siguldas novada bavvaldes atzimes sanemaanas bivatauja
17 Esosa | karta parbavéjamas ekas dala n[. bis/bv-4.1-_20j 7-6675 pa{_vap_roje;kt_a akeeptu, projektéSanas nosacijumu un
bivdarbu uzsaksanas nosacijumu izpildi.
18 Esosa neparbivéjama ékas dala 2. Janosledz ligums ar bavgruzu savaksanas firmu par bavgruzu izveSanu uz
= PP - parstradi.
9 A Esosas evakuaclas |zeJasvno Slas 3. Bavdarbu laika jaievero latvijas bivnormativi, kas nosaka pielaujamas tehniskas
\ 20 Zemesgabala robeza parametrus, kritérijus un ierobezojumus.
Pulkveza Brieza iela 105, Sigulda Esosie brugétais iekSpagalma laukums, kas paredzéts pgc | 4. Visam personam darbu zona lietot aizsargkiveres.
21 bavniecibas atjaunot 5. Buvdarbu laika veicami pasakumi lai ierobeZotu bavdarbu kaitigo ietekmi uz
GP SADALAS RASEJUMU SARAKSTS: — T apkartgjo vidi: ierobezojot trokSnu, vibraciju, puteklu utt. iespé&jamo ietekmi
22 K Demontétie elementi otras kartas ietvaros
NI, Nosaukums Mérogs Lapa Piezimes 23 Demontéjama atbalstsiena CETURTAS KARTAS SADALIJUMS:
S— o Sadzi it Konteineri Pamatskolas izgltibas iestades parbaves tiek paredzéta dalit cetras kartas, dotais
Vispatigie raditaji DOP-IlI-1i E adzlves alkritumu konteineris darbu organizé$anas projekts attiecas uz 4.kartas bavniecibas darbiem. Ceturtaja
2 Tredas kartas buvdarbu generalplans M 1:500 DOP-IlI-2 25 A Konteinertipa apsardzes &ka (1.gab.) karta pirmaja posma paredzéta 2. un 3. stava parbave un inzeniertiklu izbave.
3 Slodzu shéma pirma stava parsegumam M 1:200 DOP-II-3 Demontét .eS(.).éo atbalst_siepu Eln_iszvétjaunu atbalstsi‘enu un izve_ifj_olt §tévlaukumu.
2 Slodzu shama otra stava parsegumam M 1:200 DOP-lIl-4 2% F Pagaidu prozektori baviaukuma izgaismosanai (2.gab.) Sll<olas teritorija pargdvzets izbavét asfaltsegumu un brugakmens gvajejg ietves, un
a— = - atjaunot péc nepiecieSamibas asfaltsegumu. Paredzét izbavét nozogojumu ar vartu
5 Slodzu shéma jumta parsegumam M 1:200 DOP-III-5i atvarumiem
30 k3 o : AInlAns (& A . ; 27 Izbavétais brugakmens segums pirma posma ietvaros '
6 | Tresas kartas blvdarbu generalplans (ékas ekspluatacijas M1:200 DOP-lI-6i o gume pime Otraja posma paredzéts iestradat bruga segumu iek$pagalma, atjaunot esosos
laika) 28 Otra posma ietvaros izbtvétais brugamens segumu brugakmens segumus . Ka arT péc visiem bavdarbiem labiekartot teritoriju ar
= labiekartojuma elementiem un apzalumot.
_ - 29 Pirmas palidzibas aptiecina
BUVPROJEKTA DOP DALA IZSTRADATA, PAMATOJOTIES
UZ PRASIBAM UN NORADIJUMIEM SEKOJOSOS LATVIJAS 30 Nocgrtamie koki pirmas kartas ietvaros
BUVNORMATIVOS UN LIKUMOS: 31 = Projekt&jamais Zogs ar vartu atvérumiem
BUVNIECIBAS LIKUMS, 2014, R. 32 Pirmaja posma izvietotas bivlaukuma apriko$anas elementi
MK NOTEIKUMI NR. 500 "VISPARIGIE BUVNOTEIKUMI', 2014., R. 33 Otraja posma izvietotas bavlaukuma apriko$anas elementi
MK NOTEIKUMI NR. 529 "EKU BUVNOTEIKUMI', 2014.R 2 Pirmaia bosma afiaunoiamais asfaltsequms
LBN 002-15 "EKU NOROBEZ0JO30 KONSTRUKCIJU SILTUMTEHNIKA', 2015., R. V6 posmé glauncl 9
LBN 003-15 "BUVKLIMATOLOGIJA", 2015, R. 35 Pirmaja posma izbivéjamais asfaltsegums
LBN 005-15 "INZENIERIZPETES NOTEIKUMI BOVNIECTBA", 2015., R. 36 - Cela zime
LBN 201-15 "BUVJU UGUNSDROSIBA", 2015., R. —
LBN 202-15 "BUVPROJEKTA SATURS UN NOFORMESANA", 2015, R. 3 Darba zonas norobezosana
LBN 203-15 "BETONA BUVKONSTRUKCIJU PROJEKTESANA", 2015, R. 38 > Transporta kustibas virziens
LBN 310-14 "DARBU VEIKSANAS PROJEKTS", 2014., R.
MK NOTEIKUMI NR. 92 "DARBA AIZSARDZII%AS PRASII?AS, VEICQT BUVI?ARBUS , 2q03.,_R 1SS APRAKSTS PARAKSTS DATUMS
MK NOTEIKUMI NR. 400 "DARBA AIZSARDZIBAS PRASIBAS DROSIBAS ZIMJU LIETOSANA", 2002., R
Revizija A Papildinats rasgjumu saraksts. 18.02.2019.
_ . . N PASUTITAJS:  Siguldas novada pasvaldiba PAS.SIFRS
Buvprojekta DOP sadalas vaditaja apliecinajums . « Reg.nr. 90000048152, Pils iela 16, Sigulda, LV-2015 BD10-2017
. > OBJEKTS: Siguldas 1. pamatskola -
Si buvprojekta DOP sadalas risinajumi atbilst Latvijas buvnormativu un citu o P Kopa dala 4 lapas
normativo aktu, k3 ari tehnisko vai ipado noteikumu prasibam. SIA ADRESE: PulkveZa Brieza iela 105, Sigulda STADIJA
SIA "Buavdizains", Gertrides iela 2, 1l.korp., Riga KADASTRA NR: 80150030729 BP
BUvprojekta DOP sadalas vaditajs ~ Aigars Teresko, 1-00076 Talrunis: +371 67315066; Fakss; +371 67315745
(Vards, Uzvards, sert. nr.) BUVPROJ. D.VAD. | A.Teresko 18.06.2018 ZTMEJUMS Vispé rTg ie réthéji LAPA
BOVPROJ. D.VAD. | A.Teresko 18.06.2018 DOP-11-1
(Parasts) (Datums) IZSTRADAJA L Voldemare 18.06.2018 o




1

Z NR. NOSAUKUMS APBOVES LAUKUMS (m?) |  KOPEJA PLATIBA (m?) BOVTILPUMS (m?)
;fggg?‘SO 1 | Projektéjama eka (kadastra apz.- 80150030701001) 1869.9 4054.2 17357
A 2 |Eso3a sporta zale (kadastra apz.- 80150030729001) 1399.9 1743.0 12607 A
3 | Eso3s rotalu laukums
4 TEHNISKI- EKONOMISKIE RADITAJI
D ¥ Nr. NOSAUKUMS DAUDZUMS | MERVIENTBA PIENEMTIE APZIMEJUMI
— 1 Zemesgabala plafba 7681 me Nr.p.k. Apzimgjums Piezime
— v \ 2 Apbives laukums 3357,6 m? 1 === Bavtafele (1 gab.)
ok = M \
N e g Loran el | 3 Celu un laukumu platba 28723 mP 2 A Apsarga telpa (1 gab.)
0302 v, 1016% \ 5 e a5 - -
S e T ,(,2;2;: o 1,;1 ; ' & 4 Ekas kopgja plafiba 5948,2 AL 3 £=s Ugunsdrosibas stends ar smil$u kasti (1 gab.)
3 — — ¥ - A 101.42 " N - -
- k e \\ v s | 5 Ar}elpu platba 139,7 m* 4 -!i! Bavgruzu konteineris (3 gab.)
B 5 Loy - i \\tot}se 6 Stavu platba 7501,3 m 5 Sadzives telpas stradniekiem (med.aptiecina, dzeramais adens, bavniecibas B
. — A 7 01.39 - - _ I
uzm . Buvlaukum? aprikojuma elementu /‘ 3 _‘\ 1101.35 N X Rox \ 7 Buvtllpums 29964 m* 2 dokumentacija, sadzives telpa stradniekiem) ( 7gab.)
ocob = oar ¥y atrasanas vieta uz otro posmu : “ Ty a 10831 msb /. 8 Stavu skaits 3 6 | a Materialu un instrumentu noliktava slégta konteineri (1gab.)
- uzZ $
- K/T/ ‘ 7l i i3 . . .
L R g | | Oz_ -Vs v 1 g @1‘“'“0 X 9 Apbives intesitate 91,7 % 7 | -;I Biroja telpa konteinert (1gab.)
_ - \\ Ve \ A . — > o] < — —
\@3 1:\1\°3-b SN Y0 . / gy , s gropeta aug / =N | g me - NN L T 10 |Apbaves biivums 43,7 % 8 we Biotualete (1 gab.)
. . .0r. .26, oy~ 52 31 rapeta au 23 \ WK — . — A —— -
\\ \\ \\\ 2 %{%103;333\1%'3156 10022 . 102.9 ¥ di“/‘_‘v_///“f“//l po . ios:ﬁlsa = w ) \ k 101.48 J')“é 1 Brivas tefItOI’IJaS radnajs 30'1 % 9 Smelgesanas vieta
Lo \D8 X, (10 S 102.56 2 - : ) 0 ietoda i
10318y 2\ 1]‘;35523‘;1%8»“ e 0 v = \ \ = ) \ 2 v 12 Baves listosanas veids Iva 10 Materialu nokrau$anas uzglabasanas laukums (63.4 m?)
AN EETANEA NI et 05—~ = \ i\ - L . . .
miksigais.  \voe I, oo "m0 \ : % o natBiora0 | 13 Paredzamais bivniecibas atkritumu apjoms 830 m
LS RASNG . 5103 3MDZ | 61 4 01 478D v _ 5 a 2
zala 0.9 9 o T02.34 oA VOO o Ve & - 11 Beramo materialu atbértne (86.0 m?)
\ \’\03.16\\ 103.10( \ A 3 \ % e &Qﬁ)i‘ 14 Baves grupa il
R VAR I -\ D, B oebESP . & 15 |Ugunsdrogibas pakape U2a 12 Buvlaukuma pagaidu nozogojums "Bekaert" H=1,8m,parklats ar
Pt ] v. ) \\ K2 SAoT88 PN \ - plévi,inventara zoga posmi bez rakSanas darbiem(~209.3t.m.)
\ gumi]% | L ﬂ\v \ 1 et |3 g%~ g g PIEZIME: Apbives blivums un brivas teritorijas raditajs ir esoSs un projektéSanas gaita netiek mainits. 13 Vart, platums 4 m (2 gab.)
L W Oz s s 2. “ v P —— TR C
C 8 A\ "‘;a e parigres augta 4 z) & [ s Vighe 14 <l Buvtehnikas parvietoSanas trajektorija teritorija
Y ¢ jumta kore - =]
Ry D) ¥ B\t \\ Pt seo - sagar \ \‘ ® . \10100 5 Bavlaukuma pagaidu elektribas apgade aizsargcaurulés
‘ / B\ venoteri | T TT : ; % L) o ‘\‘ ooa CELA ZIMJU SPECIFIKACIJA izveidota pa zemes virspusi. Pieslégums no eso3a piesléguma
\ ‘Al k.103.1 00 7|
Voo N LR Bavlaukuma aprikojuma elementu e — Sz g MR R . — 16 Esosas parbivejamas ekas dala Il un IV karta
10085 yodey | AN atradanas vieta uz pirmo posmu i AR /:’»(/i‘\\ e LR \g“m'ld\\\\ ) 19120 i Apziméjums Apziméjuma nosaukums
o trenatieris D\ \ £ 1 S cok1us1y O DT R 0, \ o N TS\ 17 Eso$a | karta parblvéjamas ekas dala
Bt i)\ BLA sz Z C et SR R ) N |t ‘ e cela o1 Weein tikai
i oot S, o) 3y = %\ qumia s PR i i) : Projektéjama cela zime. Nr. 1022 - "leeja tikai ar 18 Eso$a neparblvajama &kas dala
oy} 1030 A 02.74 10247 \i W\ _creeh 2 0 S caurlaidem”
4190 @103.08/ =775 \ V. 10 =10k W dgarke(E 215 A & 10144 et = - _
o \ A . et L= “\\gumua 4505 V) G355 25102 v 19 y N Eso3as evakuécijas izejas no €kas
Caas Y ) 255 11027312 =\ \ Ela % 10262 7T 25 10. R _
\ A v\ | oA g i ot 2 W wzi Eso3a cela zime. Nr. 301 - "lebraukt aizliegts" (Uz 20 Zemesgabala robeza
\ b.br.&@ \103.09 ) b;, ‘1\ i ‘.65 %%% B st 7AW bivniecibas laiku aizsegt cela zimi) 2 Esosie brugétais iekSpagalma laukums, kas paredzéts péc
L o o\ A Vil 10146 \ bavniecibas atjaunot
: e A " v Rk o 194 Q) Esosa cela zZime. Nr. 326 - "Apstaties aizliegts" (Uz d
\ Y = y \ @ g blvniecibas laiku aizsegt cela zimi) 22 K Demontétie elementi otras kartas ietvaros
102,94 o o .
D ,1333\7 o \2&3"\‘ s | S ,{,43‘? 7 ... i 23 Demontgjama atbalstsiena D
5V o\ e 2l sy ____ . Wy S ’}101‘_49 24 a Sadzives atkritumu konteineris
\ Vb o | meniE IGIRL 7 pappgta 7 A (VA Py HTFE one
[ k\iom S paropeta avote AMDZ 2 4 <) 0278 10158 0150 25 A Konteinertipa apsardzes &ka (1.gab.)
/10/3;51‘3.3 5\\ \\103.013 2l \\\ oo \ _ ; 3 7 - v p o 1ares . Ak
VbV " “ “ 7= LK yNiezo3 . 4 . . - o
; cipetoaust gggfvagz; e - y 10256\ {2 bobr. $ | 26 f Pagaidu prozektori biviaukuma izgaismo$anai (2.gab.)
! . il ' PGS 10242 K2 K2 e
1_9\ Lo, il o \00%53 W% / © ) 1 e f 27 | lzbivétais brugakmens segums pirma posma ietvaros
10220 o 526 v et )
R\ g s \ S f \ 28 || Otraposmaletvaros izblvétais brugamens segumu
\2.42 2 /‘A S 1016)101476 /(me\m.ss ‘101453 e e
b K i 7 % / s , N T g 29 ﬁ Pirmas palidzibas aptiecina
701 K« @ \ Yol g/ \
3 Kg%ﬁ a /| 2/ , \ . .. .
:gggggg " i / //101_62 Soed 117y \ M \ 30 Nocértamie koki pirmas kartas ietvaros
= \ AA i . _ -
E 17 { Z X 7 — v 5 /gé";/ // 31 L Projektéjamais zogs ar vartu atvérumiem E
102,91 ) Aot - . . M ;
430 v/ v " ﬁl\f 32 mmmmm======= Pimajaposma izvietotas bivlaukuma aprikoSanas elementi
\ . : | v. o e = Ofraj@ posma izvietotas bvlaukuma apriko$anas elementi
(VAR 195_48 :1 10249, reklama \. i %/ —_%\21_75 101_75\‘ l1,101.97 3 9P P
% e\ 230 : & 3 o —”’7‘8?’35 lorg —==7 oo \m‘\ 34 Pirmaja posma atjaunojamais asfaltsegums
Q g : akm.br. __ o176 i .
g WMoy T e I\ N s e oy T e e Y S Ree WD §] e 7 \ 35 Pirmaja posma izblvéjamais asfaltsegums
' v \ ARIGA TTEQ. e Cela zime —
VISPARIGAS PIEZIMES: 36 el
15 15 — T \
—_ Latgg, .81, : - . . —
AW 15;1?\‘} SN, R )%%/ - :6 /e/cof e ! o e e e 5 : I/-z\mert| ir doti trz1]etrosl, o ros 37 Darba zonas norobe3osana
v . v A s - g5 v . <o e 2 ugstuma atzimes ir dotas metros; _ - —
\in. \ ° VA usosozern @ @ ® roass T v M oA~ e & e Raséjumus nedrikst mérit. Lasit rakstitos izmérus; 38 > Transporta kustibas virziens
sarkin: L . ksl , o2 v, e ) jekta ie jautajumi ti izeti 1 arta; i i li iZACij i
£\ \imog o - ) ‘/ZV@S;\‘ taba 107 01 \ . PI.'OJek.ta n_es_lfame Jautajurr_1| t|k§ p[e_c[zeh autoryztaudz]basv!(arta, 39 K K 2. Karta izbiveti lietusadens kanalizacias ki
5\ a0, .vv_rti ar drotibas zimam atu‘ms 45m o \ o Visus ieblvejamos materialus izvéléties/ apstradat atbilsto$i LBN
St Ga e e P " v o _SJ__;O,;&%; prasibam. levérot materialu un izstradajumu razotaja noradijumus. 40 K — ] — 2. karta izbuvets sadzives kanalizcijas tikls
| __oe—-—|| PEeng zebrauicana buvaukLiE /- V-7 0177 e i v e Bivniecibas atkritumi obligati nododami parstradei; — -
b ) - v, L L=Er sk 50031416 AN N T DOP PIEZIMES: 41 b3 Demontéjama atbalstsiena
= . 4 ~oh.1s //////// V. M M. '
\ v —="" g bbr. [ - 1. Noradijumus par bivlaukuma organizésanu un darba veik$anu skatit skaidrojo$a apraksta.
~103.40 102.20, 10
i —— . P 8 V. VA V. 0A~0 - - - v - - - - = - =
182 § | EEamaan . %Birggz’v. R, %31’_%,—”’ - iy 7 o oOomsz % Jo1s 2. SASKANA AR PASUTITAJA PROJEKTESANAS UZDEVUMA NOSACIJUMIEM, PARBUVES PROJEKTA PAREDZETIE BUVDARBI TIKS REALIZETI
) 3 03 . v, . ° - v o= - -y - - ¥ - - - - v v o= = -
103.26¢ [ o - m@““ _ ¥ ngpae/ (M M v 8 2% G v 1oLst o NEPARTRAUCOT ESOSAS EKAS FUNKCIONESANU. LIDZ AR TO IPASA UZMANIBA BUVDARBU LAIKA IR PIEVERSAMA ESOSAS EKAS LIETOTAJU
[V e TV ‘ £ DROSIBA.
7 b.br: P -l 5 . : L ) . . .
e © s oo 3. Visi celtniecibas darbi veicami ievérojot Ir mk 25.02.2003. noteikumus nr. 92 "darba aizsardzibas prasibas, veicot bivdarbus".
[ 4. Bulaukumab K d kstiem, brid |
\ L . . Olaukuma bistamas zonas un transporta kustinas zonas janodrosina ar uzrakstiem, bridinajuma zZimém un signaliem.
- A
) \ b'br'ﬂz_; B\ ¥ v 5. Blvuznémgjs ir tiesigs DOP precizét atbilstosi sevis izvélétai bivniecibas tehnologijai, pieejamiem celtniecibas paliglidzekliem, tehnikai.
= v oo 2T Y 6.  Bavuznémaja pienakums ir izstradat detalizétus darba veik§anas projektus.
) - ;10?21_7 B T 10“"\4@"3'\' 7. Visus iebavéjamos materialus izvéléties/ apstradat atbilstosi Ion prastbam. ievérot materialu un izstradajumu razotaja noradijumus.
sarkie: 1°3'°7Um_85 =\l joas 81%e\3\ Y - 8.  Gadijuma, ja darbu veikSanas rezultata tiek bojats esoSais labiekartojums vai kads no ta elementiem - péc darbu beigam atjaunot to sakotnéja izskata.
Fhoaes L Loens = o \Dégzog - -334800 9.  PiebraukSana baviaukumam ir paredzéta pa esoSiem celiem. autotransporta kustiba attélota nosactti. autotransporta kustiba var tikt mainita atkariba no
3 e 1028 — e W;»,Y — + - 553450 transportiidzeklu gabaritiem un manevréSanas iespé&jam.
§°%'8%:0K-§5' “ 10.  Udens apgade bavlaukumam tiek nodro$inata no eso3aja &ka esosiem pilsétas tikliem, izveidojot pagaidu uzskaiti pie patérétaja bavniecibas vajadzibam, ieprieks G
102 102 oAz saskanojot to ar ekas Tpasnieku un atbildigo iestadi.
P B 7 - = - = -
kA ; NORADIJUMI BUVDARBU VEIKSANAS SECIBAI:
q EER 1. Blvlaukuma pagaidu noZogojuma izveide, izvietojot "bekaert" inventara Zoga posmus bez rak§anas darbiem.h=1,8 m un parklasana ar plévi.
_qoa®! 2. Starmesu izvieto$ana.
3. Pagaidu elektribas kabelu izvietoSana pa zemes virspusi, vietas, kur kabeli $kérso braucamo dalu, paredzét kabelu aizsargcaurules. pagaidu elektribas pieslégumu
paredzéts izveidot no eso$aja eka eso$a piesléguma paredzot pagaidu uzskaiti bivniecibas vajadzibam.
4. Pagaidu ddens apgade bivniecibas vajadzibam ir paredzéta no esoSaja &ka esosa tdensvada.
5. EsoSo saglabajamo koku dé|u aizsargvairogu h=2,5 m ieriko$ana.
6.  EsoSos celus un laukumus péc bavniecibas atjaunot un savest kartiba sakotnéja stavokr.
PAGAIDU 70GA FRAGMENTS (MOBILAIS 70GS) 7. Lietus kanalizacijas izbtves darbi, kas tiks veikti uz Lauktehnikas ielas paredzét ielu izbiives darbu zona slégt dalu ielas posmu un satiksmi novirzit
) . PASUTITAJS:  Siguldas novada pasvaldiba PAS SIFRS
Siets ar necaurredzamu plévi ) 350 B 350 ) P . Reg.nr. 90000048152, Pils iela 16, Sigulda, LV-2015 BD10-2017
1 711 7
SASKANOTS AR PASUTITAJU SIGULDAS NOVADA PASVALDIBA > OBJEKTS: Siguldas 1. pamatskola
SIA’Kibilda zemes Pasutjums: N o Opasa .
K 'ir:chb?sz}’ﬁ{i Pulkveza Brieza iela 105, Metala stabi » i SIA ADRESE: Pulkveza Brieza iela 105, Sigulda STADUA H
| Te“iiigéuf;,uggfg@ﬁ; ) Sigulda, Siguldas novads = Siguldas novada domes izpilddirektore SIA_"Bﬁvr.iizains" . Gertrides iela 2, 1.korp., Riga KADASTRANR: 80150030729 BP
P ‘ Seliekarma bet ad < Talrunis: +371 67315066; Fakss; +371 67315745
‘opografisko planu izstradaja: Tar. 20409086 | Pasttitajs: B . asafuma ID numurs: dliekama petona pedas Projekta risinaiumi iekritu. —
;eftiﬁgcé:s ;e:dlézists /:\g:ri Slotin ar Sert.Nr.AC000000031 SIA "Akmens nami i ”TON';?OB rojeKta risinalumiem piekrit ZIMEJUMS: Treéés ké I’taS bl._,IVdarbu LAPA
aldes loceklis otin .07. Plana nosaukums: apa: T " ¢ — —
\s/e:ﬁcélzs o ::ot.n: ooy : N t o 1 T gl S (CE) BUVPROJ. D.VAD. | A Teresko 18.06.2018 generalplans DOP-I11-2
grnieks astars .07 apas: ), o s ANA - -
Herme R _[t0072017 R [ZSTRADAJA L.Voldemare 18.06.2018 M 1:500



AutoCAD SHX Text
Z

AutoCAD SHX Text
D


W72

=D ——
i
= ——
2
= —
Xt
772

7

777777
727778

A5 555557

N

777777
772777

/f%Z

7

7777777,
IIIIIIS

75

7777

Y2777
77707744

+3.860

B ==

Zona Nr.1

Maksimali pielaujamas gridu konstrukciju noslodzes ir sekojosas:

1. Drikst izkartot keramzitbetona sienu blokus maksimums 1m augstuma virs gridas
izkliedéta veida. Maksimali pielaujama slodze 650kg/m2 vai 6.5kN/m2.

2. Maksimali pielaujama koncentréta slodze 500x500mm liela laukuma nedrikst
parsniegt 400kg vai 4kN. Ap koncentréto slodzi nedrikst bat papildus slodzes par 1.5
metriem.

3. Demontéjamo kiegelu gruvesu kaudzes nedrikst bat ausgtakas par 300mm virs
gridas Iimena. Demonté&jot kiegelu starpsienas, nepiecie§ams nodrosinat demontéto
kiegelu nepartrauktu nogadi arpus skolas kas, lai neraditu iesp&jamibu, ka tiktu

izveidotas kiegelu gruvesu kaudzes, kas varétu parsniegt 300mm augstumu un parslodzi.

300mm bieza kiegelu gruvesu karta noslogo eso$o parseguma konstrukciju aptuveni ar
6.3kN/m2.

VISPARIGAS PIEZIMES:

|zméri ir doti metros;

Augstuma atzimes ir dotas metros;

Raséjumus nedrikst mérit. Lasit rakstitos izmérus;

Projekta neskartie jautajumi tiks precizéti autoruzraudzibas karta;
Visus iebvéjamos materialus izvéléties/ apstradat atbilstosi LBN
prasibam. levérot materialu un izstradajumu razotaja noradijumus.
o Bvniecibas atkritumi obligati nododami parstradei;

DOP PIEZIMES:

1. Noradijumus par bivlaukuma organizéSanu un darba veik3anu skatit skaidrojo$a apraksta.

2. Bulaukuma bistamas zonas un transporta kustinas zonas janodrosina ar uzrakstiem,
bridinajuma zZimém un signaliem.

3. Bavuznéméjs ir tiesigs DOP precizét atbilstosi sevis izvélétai bavniecibas tehnologijai,

pieejamiem celtniecibas paliglidzekliem, tehnikai.
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PASUTITAJS:  Siguldas novada pasvaldiba PAS.SIFRS
4. Blvuznéméja pienakums ir izstradat detalizétus darba veikSanas projektus. " Reg.nr. 90000048152, Pils iela 16, Sigulda, LV-2015 BD10-2017
5. Gadijuma, ja darbu veikSanas rezultata tiek bojats esoSais labiekartojums vai kads no ta 7, ™ OBJEKTS: .
elementiem - péc darbu beigam atjaunot to sakotnéja izskata. ) Siguldas 1. pamatskola
6. Aprékini ir doti uz izkliedéto lietderigo slodzi ieskaitot bivmaterialus, tehnologiskas iekartas . s s v .
un darbiniekus. SIA ADRESE: Pulkveza Brieza iela 105, Sigulda STADIA
SIA "Buvdizains", Gertrides iela 2-9b, Riga .
Talrunis: +371 67315066; Fakss; +371 67315745 KADASTRANR: 80150030729 BP
ZMewvs:  Slodzu shéma otra stava LAPA
BOVPROJ. D.VAD. | ATeresko 18.06.2018 parsegumam
— - - |IDOP-I11-3
IZSTRADAJA L.Voldemare 18.06.2018 M 1:200
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Zona Nr.1
Maksimali pielaujamas gridu konstrukciju noslodzes ir sekojosas:
1. Drikst izkartot keramzitbetona sienu blokus maksimums 1m augstuma virs gridas
izkliedéta veida. Maksimali pielaujama slodze 650kg/m2 vai 6.5kN/m2.
2. Maksimali pielaujama koncentréta slodze 500x500mm liela laukuma nedrikst
parsniegt 400kg vai 4kN. Ap koncentréto slodzi nedrikst bat papildus slodzes par 1.5
metriem.
3. Demontéjamo kiegelu gruvesu kaudzes nedrikst bat ausgtakas par 300mm virs
gridas [imena. Demonté&jot kiegelu starpsienas, nepiecie§ams nodrosinat demontéto
kiegelu nepartrauktu nogadi arpus skolas ékas, lai neraditu iesp&jamibu, ka tiktu
izveidotas kiegelu gruvesu kaudzes, kas varétu parsniegt 300mm augstumu un parslodzi.
300mm bieza kiegelu gruvesu karta noslogo eso$o parseguma konstrukciju aptuveni ar
6.3kN/m2.
VISPARIGAS PIEZIMES:
e |zméri ir doti metros;
e Augstuma atzimes ir dotas metros;
o Raséjumus nedrikst mérit. Lasit rakstitos izmérus;
o Projekta neskartie jautajumi tiks precizéti autoruzraudzibas karta;
o Visus ieblvejamos materialus izvéleties/ apstradat atbilstosi LBN
prasibam. levérot materialu un izstradajumu razotaja noradijumus.
o Buvniecibas atkritumi obligati nododami parstradei;
DOP PIEZIMES:
1. Noradijumus par bavlaukuma organizé$anu un darba veikSanu skatit skaidrojo3a apraksta.
2. Bulaukuma bistamas zonas un transporta kustinas zonas janodrosina ar uzrakstiem,
bridinajuma zZimém un signaliem.
3. Bavuznémejs ir tiesigs DOP precizét atbilstosi sevis izvélétai biivniecibas tehnologijai, o . . «
pieejamiem celtniecibas paliglidzekliem, tehnikai. PASUTITAJS:  Siguldas novada paSvaldiba ) PAS.SIFRS
4. Bivuznéméja pienakums ir izstradat detalizétus darba veikanas projektus. -, o« Reg.nr. 90000048152, Pils iela 16, Sigulda, LV-2015 BD10-2017
5. Gadijuma, ja darbu veikSanas rezultata tiek bojats esoSais labiekartojums vai kads no ta L OBJEKTS: Siguldas 1. pamatskola
elementiem - péc darbu beigam atjaunot to sakotnéja izskata. '
6. Aprékini ir doti uz izkliedéto lietderigo slodzi ieskaitot bivmaterialus, tehnologiskas iekartas SIA ADRESE: PulkveZa Brieza iela 105, Sigulda
un darbiniekus. SIA "Biavdizai Gertrides iela 2-9b, Ri I ’ ST
"Buvdizains", Gertrudes iela 2-9b, Riga - 80150030729
Talrunis: +371 67315066; Fakss; +371 67315745 KADASTRANR: BP
Zvewns:  SlodZzu shéma otra stava LAPA
BUVPROJ. DVAD. | ATeresko 18.06.2018 parsegumam DOP-l11-4
[ZSTRADAJA L.Voldemare 18.06.2018 M 1:200




JUMTA PLANS AR SLODZU SHEMU
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Zona Nr.1 - montazas slodze uz jumta panelu konstrukciju pielaujama 1.5kN/m2
Zona Nr.2 - montazas slodze uz jumta panelu konstrukciju pielaujama 2kN/m2
Zona Nr.3 - montazas slodze uz jumta panelu konstrukciju pielaujama 2kN/m2
Zona Nr.4 - montazas slodze uz jumta panelu konstrukciju pielaujama 2.5kN/m2

Zona Nr.5 - montazas slodze uz jumta panelu konstrukciju pielaujama 2.5kN/m2

VISPARIGAS PIEZIMES:

|zméri ir doti metros;

o Augstuma atzimes ir dotas metros;

o Raséjumus nedrikst mérit. Lasit rakstitos izmérus;

o Projekta neskartie jautajumi tiks precizéti autoruzraudzibas karta;

o \Visus ieblivéjamos materialus izvéleties/ apstradat atbilstosi LBN

prasibam. levérot materidlu un izstradajumu razotaja noradijumus.

o Biivniecibas atkritumi obligati nododami parstradei;

DOP PIEZIMES:

1. Noradijumus par bovlaukuma organizéSanu un darba veikSanu skatit skaidrojo$a apraksta.

2. Bllaukuma bistamas zonas un transporta kustinas zonas janodro$ina ar uzrakstiem,
bridinajuma zZimém un signaliem.

3. Blvuznéméjs ir tiesigs DOP precizét atbilstosi sevis izvélétai blvniecibas tehnologijai,
pieejamiem celtniecibas paliglidzekliem, tehnikai.

4. Blvuznéméja pienakums ir izstradat detalizétus darba veik3anas projektus.

5. Gadijuma, ja darbu veikSanas rezultata tiek bojats esoSais labiekartojums vai kads no ta
elementiem - p&c darbu beigdm atjaunot to sakotnéja izskata.

6.  Aprékini ir doti uz izkliedéto lietderigo slodzi ieskaitot bivmaterialus, tehnologiskas iekartas

un darbiniekus.

PASUTITAJS:  Sigulas novada pasvaldiba PASSIFRS
. Reg. nr. 90000048152; Pils iela 16, Sigulda, LV-2150 BD08-2017
7
< OBJEKTS: Siguldas 1. pamatskola
SIA ADRESE: Pulkveza Brieza iela 105, Sigulda, Siguldas novads STADIJA
SIA "Buvdizains", Gertrides iela 2-9b, Riga KADASTRA NR: 8015 003 0729 BP
Talrunis: +371 67315066; Fakss; +371 67315745
I > = NI LAPA
zvesumns: S| ODZU SHEMA JUMTA PLANAM
BUVPROJ. D. VAD. ATeresko 18.06.2018
IZSTRADAJA L Voldemare 18.06.2018 DOP-lI-5
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OBJEKTA IZVIETOJUMA SHEMA

Bivniecibas laika izeja paredzéta tikai

evakuacijai.
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EKU UN BUVJU EKSPLIKACIJA
NR. NOSAUKUMS APBUVES LAUKUMS (m?) KOPEJA PLATIBA (m?) BUVTILPUMS|(rr
1 |Projektéjama éka (kadastra apz.- 80150030701001) 1869.9 4054.2 17357
2 |EsoSa sporta zale (kadastra apz.- 80150030729001) 1399.9 1743.0 12607 A
3 |Eso$s rotalu laukums
& TEHNISKI- EKONOMISKIE RADITAJI PIENEMTIE APZIMEJUMI
P N NOSAUKUMS DAUDZUMS | MERVIENBA | | NP¥: Apzimejums Piezime
1 Zemesgabala plafiba 7681 m? 1 - Binvtafele (1 gab) ]
2 Apbaves laukums 3357,6 m? 2 A Apsarga telpa (1 gab.)
3 Celu un laukumu platba 2872,3 m? 3 ] Ugunsdrosibas stends ar smilSu kasti (1 gab.)
4 Ekas kopgja platba 5948,2 m? 4 Bivgruzu konteineris (4 gab.)
5 Artelpu plafiba 139,7 13 5 Sadzives telpas stradniekiem (pirmas palidzibas aptiecina, dzéramais adens,
6 St 2 bvniecibas dokumentacija, sadzives telpa stradniekiem) ( 7gab.)
vu platba 7501,3 m? B
7 Bavtipums 29964 e 6 | SI Materialu un instrumentu noliktava slégta konteinerT (1gab.)
8 Stavu skaits 3 7 | _;l Biroja telpa konteinerT (1gab.)
9 Apbives intesitate 97,7 % 8 Biotualete (2 gab.)
10 Apbtives biivums 437 % 9 Materialu nokrau$anas uzglabasanas laukums (121.5 m?)
11 Brivas feritorijas radtajs 30,1 %
- o . Blvlaukuma pagaidu nozogojums "Bekaert" H=1,8m,parklats ari—
12 Baves llebocanas veids va 10 plévi,inventara Zoga posmi bez rak$anas darbiem(~220.5 t.m.)
13 Paredzamais biivniecbas atkritumu apjoms 830 m? 1 Vart, platums 4 m (1 gab,)
2 14 Blves grupa i 12 = Bavtehnikas parvietodanas trajektorija
o1z ';;«;g 1012 aizbetonéta. 555 15 Ugunsdro8ibas pakape U2a 13 Bvlaukuma pagaidu elektribas apgade aizsargcaurulés
Sl 101,55 ¥ \ _ . . . s = R
. 290~ 16\ parpl. PIEZIME: Apbaves blivums un brivas teritorijas raditajs ir eso$s un projektésanas gaita netiek mainits. izveidota pa zemes virspusi. Pieslégums no esosa piesidguma
@ \v 14 Eso$as parblvéjamas ékas dala Il un Il kartas ietvaros C
\ GAJEJU TUNELA RISINAJUMS 15 Eso$a parblveta ekas dala | un Il kartas ietvaros
. \ . a
\ v e R - =
AR WY . . . — 16 Eso$a neparblvejama ekas dala
\ . ‘\ (ajéju droStbas nojume / P g
= 1\83;5% 10084 o 17 V N Eso$as evakuacijas izejas no ekas
L 18 Uz bavniecibas laiku paredzét izeju slegt
IR 19 Zemesgabala robeza ]
@
A 20 Esosie buvlaukuma laukumi
"Bekaert" inventara zogs ) ] — -
bez pamatiem, parklats ar | 21 bl Demontéjamie element
plévi Nl T 2 % lepriekséjas kartas demontéti elementi
I I 23 /)] Sadzives atkritumu konteineris (1.gab.) D
1.5 24 A Konteinertipa apsardzes €ka (1.gab.)
ESOSO KOKU DELU AIZSARGVAIROGS 25 f Pagaidu prozektori blvlaukuma izgaismoSanai (8.gab.)
26 Pirmas palidzibas aptiecina
27 @ Nocirstie koki pirmas kartas ietvaros
28 - — Ekas apmeklétaju kustibas virziens
29 ) Pagaidu cela zZime
30 Gajgju drostbas nojume
31 K K 2. karta izbaveti lietustidens kanalizacijas tikli
””f*’ ! 32 = Apmeklétaju transportu parvietoSanas trajektorija E
]
(‘ 1 33 {:} Eso$o stadijumu aizsargvairogi H=2.5m
______ %1{1.75 wwe{ o 8; .
Ty i W CELA ZIMJU SPECIFIKACIJA
% \
. Apziméjums Apziméjuma nosaukums
VISPARIGAS PIEZIMES: 1
® |zméri ir doti metros; e Projekt&jama cela zime. Nr. 1022 - "leeja tikai ar
o Augstuma atzimes ir dotas metros; AT caurlaidéem"
e Raséjumus nedrikst mérit. Lastt rakstitos izmérus;
o Projekta neskartie jautajumi tiks precizéti autoruzraudzibas karta; . } . .
‘ o Visus ieblvajamos materialus izvélaties/ apstradat atbilstosi LBN Esosa cela zime. Nr. 301 - "lebraukt aizliegts
10148 prasibam. levérot materialu un izstradajumu razotaja noradijumus.
015, ——"T0162 P : . P - I
M\ . Buvme_mbas atkritumi obligati nododami parstradei; (X) 526 | Esosa cela Zime. Nr. 326 - "Apstaties aizliegts” F
DOP PIEZIMES:
1. Noradijumus par biiviaukuma organizé$anu un darba veikSanu skatit skaidrojo$a apraksta.
B 2. SASKANA AR PASUTITAJA PROJEKTESANAS UZDEVUMA NOSACIJUMIEM, PARBUVES PROJEKTA PAREDZETIE BUVDARBI TIKS REALIZETI
NEPARTRAUCOT ESOSAS EKAS FUNKCIONESANU. LIDZ AR TO IPASA UZMANIBA BUVDARBU LAIKA IR PIEVERSAMA ESOSAS EKAS LIETOTAJU DROSIBAI.
3. Visi celtniectbas darbi veicami ievérojot Ir mk 25.02.2003. noteikumus nr. 92 "darba aizsardzibas prasibas, veicot buvdarbus".
4. Bilaukuma bistamas zonas un transporta kustinas zonas janodro$ina ar uzrakstiem, bridinajuma zimém un signaliem.
5. Blvuznémgjs ir tiesigs DOP precizét atbilstosi sevis izvélétai bivniecibas tehnologijai, pieejamiem celtniecibas paliglidzekliem, tehnikai. —
6.  Bavuznéméja pienakums ir izstradat detalizétus darba veikSanas projektus.
7. Visus iebGvéjamos materialus izvéléties/ apstradat atbilstosi Ibn prasibam. ievérot materialu un izstradajumu razotaja noradijumus.
8.  Gadijuma, ja darbu veikSanas rezultata tiek bojats esoSais labiekartojums vai kads no ta elementiem - péc darbu beigdm atjaunot to sakotngja izskata.
9. Piebrauk$ana bavlaukumam ir paredzéta pa esoSiem celiem. autotransporta kustiba attélota nosaciti. autotransporta kustiba var tikt maintta atkariba no transportiidzeklu
— — — ~334800 gabaritiem un manevrésanas iespéjam.
SASKANOTS AR PASUTITAI STGULDAS NOVADA PASVALDIBA =553450 10.  Udens apgade bavlaukumam tiek nodroginata no esosaja eka esosiem pilsétas tikliem, izveidojot pagaidu uzskaiti pie patérétaja buvniecibas vajadzibam, ieprieks

Siguldas novada domes izpilddirektore

Projekta risinajumiem piekritu.

(Paraksts) (Datums)

Metala stabi

PAGAIDU ZOGA FRAGMENTS (MOBILAIS Z0GS)

3.50 3.50

Saliekama betona pédas

1.80

saskanojot to ar kas Tpasnieku un atbildigo iestadi.

NORADIJUMI BUVDARBU VEIKSANAS SECIBAI:
Bavlaukuma pagaidu nozogojuma izveide, izvietojot "bekaert" inventara zoga posmus bez rak$anas darbiem.h=1,8 m un parklasana ar plévi.

1.

2. Starmedu izvietoSana.
3. Pagaidu elektribas kabelu izvietoSana pa zemes virspusi, vietas, kur kabeli Skérso braucamo dalu, paredzét kabelu aizsargcaurules. pagaidu elektribas pieslegumu
paredzéts izveidot no eso$aja eka esosa piesléguma paredzot pagaidu uzskaiti bivniecibas vajadzibam.
4. Pagaidu Gdens apgade bavniecibas vajadzibam ir paredzéta no eso$aja eka esosa tdensvada.
5. EsoSo saglabajamo koku dé|u aizsargvairogu h=2,5 m iertko$ana.
1SS APRAKSTS PARAKSTS DATUMS
Revizija A Fasades siltinaSanas, apdares un jumta siltinaSanas darbi parcelti no otras kartas uz treso. 18.02.2019.
PASUTITAJS:  Siguldas novada pasvaldiba PAS.SIFRS
P - Reg.nr. 90000048152, Pils iela 16, Sigulda, LV-2015 BD10-2017
> OBJEKTS: Siguldas 1. pamatskola
SIA ADRESE: PulkveZa Brieza iela 105, Sigulda STADIA H
SIA "Buvdizains", Gertrides iela 2, 1l.korp., Riga .
Talrunis: +371 67315066; Fakss; +371 67315745 KADASTRANR: 80150030729 BP
ZMewns:  Tred$as kartas bavdarbu LAPA
BOVPROJ. DVAD. | ATeresko 18.06.2018 generalplans (€kas DOP-I1I-6
IZSTRADAJA L Voldemare 18.06.2018 ekspluatacijas laika) M 1:500 o
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